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GENERAL NOTES:
1.ALL WORK TO BE DONE IN ACCORDANCE WITH THE LATEST VERSION OF THE CITY OF WINNIPEG CONSTRUCTION
SPECIFICATIONS.
2.LOCATIONS OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE HISTORICAL INFORMATION
AVAILABLE. NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
é 3.RESTORE ALL DISTURBED SURFACES IMPACTED BY CONSTRUCTION ACTIVITIES TO THE ORIGINAL, DOCUMENTED
CONDITIONS PRIOR TO CONSTRUCTION WITH THE EXCEPTION OF MODIFICATIONS, AND UPGRADES INDICATED IN
THE CONTRACT.
DESIGNATED AREA FOR CRANE 4.REFER TO PIPE LOADING ASSESSMENT REPORT PRIOR TO THE COMMENCEMENT OF CONSTRUCTION TO CONFIRM
A ALLOWABLE LIMITS.
_— = 5. THE CONTRACTOR SHALL SELECT EQUIPMENT TO UNDERTAKE THE WORK IN SUCH A WAY THAT THEY MEET
| |« THE DESIGN LOADING CRITERIA DETERMINED IN THE PIPE LOADING ASSESSMENT. THE CONTRACTOR
T 1 & SHALL SUBMIT TO THE CONTRACT ADMINISTRATOR FOR REVIEW THE EQUIPMENT PROPOSED FOR THE WORK. THE
PERIMETER FENCE = 3 CONTRACTOR SHALL ALSO VERIFY THAT THE EQUIPMENT WILL NOT IMPOSE STRESSES ON THE PIPING THAT
O (™ EXCEEDS THE LOADING THRESHOLDS. IF THE LOAD OF A SELECTED PIECE EXCEEDS THE LOADING THRESHOLD,
@ NATURAL GAS g THE CONTRACTOR SHALL PROVIDE THE SPECIFIC MEANS AND METHODS VALIDATING THE PIPING WILL NOT BE
Rl-:sc%til_T/lxoT'\cl)R ) IMPACTED.
|——|‘ 150 HP_GAS STATION INLET L2 ih 6.ALL EXCAVATIONS WITHIN THE PROXIMITY CRITICAL INFRASTRUCTURE /UTILITIES MUST BE DONE IN ACCORDANCE
- _ 7.THE ONLY EXCAVATION WORK UNDER THIS CONTRACT INVOLVES THE INSTALLATION OF THE NEW WELL TO
ZOb o« / / ACCOMMODATE THE RELOCATED SUMP PUMP DISCHARGE AND VENT PIPES.
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/ \ o @ SUPPLY AND INSTALL NEW 900 WIDE x 600 PROJECTION CORRUGATED GALVANIZED STEEL AREA WELL FOR
\ / | RELOCATED SUMP PIPING (REFER TO MECH DRAWINGS).
/ \ o —4 P WELL TO EXTEND FROM 100 ABOVE TOP OF FINISHED GRADE TO A MINIMUM OF 2000 BELOW THE TOP OF
Y _ T B ] ~ EXISTING CONCRETE GRADE BEAM. WELL TO INCLUDE REMOVABLE BOLTED—ON MINIMUM 3MM THICK GALVANIZED
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