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INTEGRAL CABLE

NOTES:

1. GROUNDED TERMINALS CONNECTED TO ISOLATED GROUND THROUGH DIN RAIL.
2. EXPOSED PARTS OF THE DRAIN WIRES SHOULD BE INSIDE INSERTION JACKETS. DRAIN WIRES FOR

DIFFERENT LOOPS SHOULD NOT TOUCH EACH OTHER WITHIN THE JUNCTION BOX, I/O OR MARSHALLING
CABINETS. ALL OF THE SHIELD DRAIN SHALL BE CUT AND TAPED IN THE FIELD NEAR THE INSTRUMENT.

3. VERIFY AND ASSIGN A SPARE CCT NUMBER IN PNL-E ON SITE AND CONSULT WITH CONTRACT
ADMINISTRATOR FOR APPROVAL. UPDATE DRAWING WITH CCT NUMBER.

6C, 14 AWG, CIC, 300V
CA-M6011

IN CONDUIT, 2C SPARE

B 
SI

ZE
 - 

27
9m

m
 [ 

43
2m

m

DATEREVISIONSNO. CHECK

ENGINEER
S SEAL

CITY DRAWING NUMBER SHEET REV. SIZE

DESIGNED BY:

DRAWN BY:

CHECKED BY:

APPROVED BY:

SCALE: DATE:

CONSULTANT NO.:

DESIGN

DATE:BY:
ISSUED FOR CONSTRUCTION

THE CITY OF WINNI3E*
WATER AND WASTE DEPARTMENT

HURST PUMPING STATION
COOLING UPGRADES

LOOP DIAGRAM
AHU-M601 TEMPERATURE CONTROL VALVE

1-0650M-A0051 001 0 B

MAM

MAM

ALV

SSB

NTS 2023-07-14

0 ISSUED FOR TENDER/CONSTRUCTION 2023-07-14 MAM ALV

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date�BBBBBBBBBBBBB
2023-07-14


