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INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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Timber Wall Details
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BID OPPORTUNITY NO.

514-2023806 Carter Ave. 
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MINSAFETY SURFACE AND DRAINAGE

LAYER AS PER DETAIL 3/C.24-F5
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75 mm (3") TYPE 1A ASPHALT

COMBIGRID REINFORCEMENT 
UNDER ASPHALT RAMP. 
EXTENTS AS PER LAYOUT PLAN

150mm CRUSHED LIMESTONE 
SUB-BASE, 50mm (2") DOWN 

METAL PLATE CONNECTING RAMP 
AND RETAINING WALL. PLATE TO 
FULLY OVERLAP TIMBER WALL AND 
MATCH FINISH OF RAMP DECKING

ADDITIONAL PROTRUDING 
RAILING

PLAY EQUIPMENT POST AND
CONCRETE FOOTING AS PER

MANUFACTURER'S SPECIFICATIONS

BEGINNING OF RAMP TO BE SET AT
SAME ELEVATION AS TOP OF WALL

4-5 TIER TIMBER RETAINING WALL AT RAMP
Scale: 1:201

SUPPORT POST AS PER 
DETAIL 2/C.24-F5
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MIN. 150mm CRUSHED LIMESTONE 
BASE COURSE, 20mm (3/4") DOWN

DEPTH OF BASE AND 
SUB-BASE VARIES FOR 
ASPHALT RAMP, SEE 
GRADING PLAN FOR RAMP 
FINISH ELEVATIONS. 
MAINTAIN MINIMUM 150mm 
BASE COURSE FOR 
ASPHALT RAMP AREA. 

19MM DOWN CRUSHED 
GRANULAR BASE ON 
NON-WOVEN GEOTEXTILE

15
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COMPACTED SUBGRADE

16MM GALVANIZED LAG BOLTS
COUNTERSUNK AT EACH LAYER

OF TIMBER

150 x 150MM PT SUPPORT POST 
@ MAX 1500mm O.C. AND AT 
CORNERS. CUT TOP OF POST AT 
45 DEGREE ANGLE AND 
CHAMFER EDGES TO 8mm (45 
DEGREES)

19MM DIA X 1000MM 
REBAR @ MAX 1200mm 
O.C. AND AT CORNERS

TOPSOIL AND SOD

75MM DEPTH CLAY 
TOPSOIL SCREENINGS
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TOSS AS PER GRADING PLAN

TIMBERS, COMPOSITE CAP AND
FASTENERS AS PER SCD-651A

55
0 

M
A

X

BACKFILL WITH 19 MM DOWN
LIMESTONE AND TAMP

TOW AS PER GRADING PLAN

4-5 TIER TIMBER RETAINING WALL AGAINST SOD
Scale: 1:202

SAFETY SURFACE AND DRAINAGE
LAYER AS PER DETAIL 3/C.24-F5

1219

NOTES
1.

2.

3.

4.

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED

ALL WOOD TO BE BROWN PRESSURE TREATED. ENDS AND CUTS TO BE 
TREATED WITH PRESERVATIVE (USE PRESERVATIVE SUITABLE FOR BURIAL 
WHERE REQUIRED)

BACKFILL LIMESTONE IN 150mm LIFTS AND TAMP EA. LIFT THOROUGHLY

SURPLUS MATERIAL TO BE LEGALLY DISPOSED OF OFF SITE

TIMBER RETAINING WALL DETAIL
Scale: 1:203

STEP UP TIMBER WALL WHEN PATHWAY 
REACHES 50MM BELOW TOP OF CAPTIMBERS, COMPOSITE CAP AND

FASTENERS AS PER SCD-651A

TOP OF ASPHALT PATHWAY
BEYOND TIMBER WALL
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