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1. STEEL COLUMN REPAIR:
INSTALL NEW 1/4" STEEL PLATES AT COLUMN
LOCATIONS IDENTIFIED ON FLOOR PLAN IN
ACCORDANCE WITH DETAIL 1/S2.1
(UNIT PRICE)

2. SLAB-ON-GRADE REPAIR:
COMPLETE FULL DEPTH SLAB-ON-GRADE
REPAIRS AT LOCATIONS IDENTIFIED BY
CONSULTANT ON-SITE IN ACCORDANCE
WITH DETAIL 2/S2.1
(UNIT PRICE)

3.  CONCRETE COLUMN REPAIR:
COMPLETE VERTICAL FORM AND POUR
REPAIRS AT LOCATIONS IDENTIFIED BY
CONSULTANT ON-SITE IN ACCORDANCE
WITH DETAIL 2/S4.1
(UNIT PRICE)
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DENOTES STEEL COLUMN REPAIR LOCATION
(UNIT PRICE)
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DENOTES CONCRETE COLUMN REPAIR LOCATION.
(UNIT PRICE)

DENOTES APPROXIMATE LOCATION OF
SLAB-ON-GRADE REMOVAL AND REPLACEMENT.
(UNIT PRICE)
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BREAK OUT CONCRETE AS REQUIRED TO
EXPOSE COLUMN DOWN TO BASE PLATE.
PROVIDE CLEAN SQUARE CUT. INFILL
WHEN COMPLETE & PROVIDE 1/2"
FLEXCELL ALL AROUND

WATERPROOF COLUMN BELOW
TOP OF SLAB (STIPULATED PRICE)

4"x2'-0" LONGx1/4" THICK PLATE
WELDED TO EACH SIDE OF WEB

4"x2'-0" LONGx1/2" THICK PLATE
WELDED TO EACH FLANGE. CENTER
ON REPAIR LOCATION

UPON COMPLETION OF REPAIR, SITE PRIME
AND PROVIDE 2 COATS OF PAINT TO
MATCH EXISTING COLUMNS.

1. OWNER TO REMOVE, CAP OFF, AND REINSTALL EXISTING SERVICES ATTACHED TO DAMAGED COLUMN.
2. ENSURE SHORING POSTS ARE TIGHT PRIOR TO BEGINNING WORK.
3. BREAK OUT CONCRETE AROUND BASE OF EXISTING COLUMN TO EXPOSE TOP OF PILE BENEATH.
4. INSTALL NEW 4" THICK PLATES.
5. PAINT COLUMN TO MATCH EXISTING.
6. INFILL SLAB AROUND COLUMN TO MATCH ADJACENT FINISHES.

BACKFILL

PROFILE SURFACE
TO ICRI-CSP-10
(TYP)

1/2" SAWCUT

S2.1 1/2" = 1'-0"S2.1
1 DETAIL - COLUMN REPAIR

SCOPE OF WORK - COLUMN REPAIR

S2.1 NTS                                                                                         (UNIT PRICE)S2.1
2 SLAB-ON-GRADE REPAIR DETAIL

1. PRIOR TO DEMO, CONFIRM PRESENCE OF ANY EXISTING CONDUITS
2. COMPLETE FULL DEPTH SAWCUTTING OF SLAB REPLACEMENT AREA.
3. EXISTING DETERIORATED SLAB TO REMAIN IN PLACE UNTIL SLAB IS PLANNED TO BE INFILLED.

SLOPE NEW CONCRETE
TO MATCH EXISTING

6" MIN1'-0" MIN

FORM JOINT IN PLASTIC CONCRETE ONE THIRD OF
SLAB DEPTH. UPON 28 DAY CURE CUT JOINT TO 1/2"
x 1/2" REGLET. PRIME REGLET, INSTALL BOND
BREAKER TAPE AND CONTINUOUS BEAD OF SEALANT.

GROUT NEW 15M DOWELS ALONG NEW SLAB
PERIMETER @ 12" O/C. GREASE EXPOSED END
OF DOWEL TO INHIBIT BOND TO CONCRETE

EXISTING VAPOUR BARRIER TO REMAIN
PLACE NEW 10 MIL POLYETHYLENE VAPOUR
BARRIER OVER OPENED GRANULAR AREAS. LAP AND
SEAL MIN 6"± WITH EXISTING WHERE POSSIBLE

INSTALL NEW 10M @ 12" O/C
EACH WAY TOP AND BOTTOM

SAWCUT EXISTING CONCRETE SLAB FULL DEPTH

COMPACT EXISTING BASE TO PROVIDE
MIN 95% S.P.D.D. PROVIDE
ADDITIONAL COMPACTED FILL SHOULD
VOIDS BENEATH SLAB BE FOUND.

SCOPE OF WORK - SLAB ON GRADE REPAIR

CARRUTHERS AVE

M 
A I

 N 
   S

 T 
R E

 E 
T 

1520MAIN STREET

S2.1Project

Design

Sheet Title

Project

Consultant

Rev Date Issuance

Sheet

Drawn

Revision

2023-0111

PDG

FLOOR PLAN AND DETAILS

LOL

WINNIPEG TRANSIT
NORTH GARAGE

1520 MAIN STREET
WINNIPEG, MANITOBA

2023 STRUCTURAL REPAIRS

KEY PLAN

0

0 2023-10-20 ISSUED FOR CONSTRUCTION

Certificate of Authorization
Crosier Kilgour & Partners Ltd.

No. 235

ENGINEERS
GEOSCIENTISTS
MANITOBA


	Sheets and Views
	2023-0111_Wpg-Transit_North Garage-_S0.1_
	2023-0111_Wpg-Transit_North Garage-_S2.1_
	2023-0111_Wpg-Transit_North Garage-_S4.1_


