LUMINAIRE SCHEDULE

C

CALLOUT SYMBOL LAMP DESCRIPTION MOUNTING MODEL INPUT VOLTS NOTE 1 QUANTITY
WATTS
1 (1) LED-4000K LUMENWERX—-VIA WET WALL-LED ARM MOUNTED VIAWET-TMG+HLO-LED-80- 468 240V 2P 2w SPECIFIED BY 2
HO— 1000-40—-40FT-UNV—1C- EF-HMB ARCHITECT—CONFIRM FINISH
PRIOR TO ORDER
2 (1) LED-4000K LUMENWERX—-VIA WET WALL-LED ARM MOUNTED VIAWET-TMG+HLO-LED—-80- 93.6 240V 2P 2w SPECIFIED BY 1
1000—-40-8FT-UNV—-1C— EF-HMB ARCHITECT—CONFIRM FINISH
PRIOR TO ORDER
3 (1) LED-400K TBD SITE MARKER TBD 10 240V 2P 2w MAXIMUM WATTAGE NOT TO 4
|:| EXCEED AS SHOWN. TO BE
CONFIRMED BY ARCHITECT

‘ FQUIPMENT SCHEDULES
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/oNINSTALLATION HEIGHTS—

€% /EL ECTRICAL CONTROLS

NOTES:

1. USE DIAGRAM AS GUIDELINE ONLY.

2. THE BOTTOM OF THE TRENCH & THE BACKFILL MATERIAL IS ROCK FREE.

3. SAND BEDDING IS IN PLACE.

4. ENSURE PROPER COMPACTION OF EXCAVATED AREAS.

5. ENSURE PROPER LOCATION, PLACEMENT, & DEPTH OF CABLE.

6. ENSURE PROPER PLACEMENT OF MARKER TAPE ALONG CABLE PER CODE.

7. ENSURE PADS, BOXES, & BASES INSTALLED TO PROPER LEVEL & GRADE
ACCORDING TO DESIGNS & PLANS.

8. BACKFILL SHALL BE ONLY DONE AFTER INSPECTOR APPROVED THE CABLE

O

INSTALLATION.

MAINTAIN 190MM BETWEEN CABLE NOTED ABOVE & THE NEAREST CABLE.

/3 SITE LIGHTS WIRING — TRENCH

\E06_DETAILS

ROOM VOLTS 240/120V 2P 3W AIC 22,000
MOUNTING SURFACE BUS AMPS 200 MAIN BKR MLO
FED FROM UTILITY NEUTRAL 100% LUGS STANDARD
NOTE EXISTING
CKT CKT LOAD KVA CKT CKT LOAD KVA
# BKR CIRCUIT DESCRIPTION A B # BKR CIRCUIT DESCRIPTION A B
1 15 / 1 SPACE 0 2 15 / 1 SPACE 0
3 15/1 | SPACE 0 4 15/1 | SPACE 0
5 15/1 | SPACE 0 6 15/1 | SPACE 0
7 15/1 | SPACE 0 8 15/1 | SPACE 0
9 15/1 | SPACE 0 10 15/1 | SPACE 0
11 15/1 SPACE 0 12 15/1 SPACE 0
13 15/1 | SPACE 0 14 15/1 | SPACE 0
15 15/1 | SPACE 0 16 15/1 | SPACE 0
17 15/1 | SPACE 0 18 15/1 | SPACE 0
19 1 5/ 1 SPACE 0 20 1 5/ 1 SPACE 0
21 1 5/ 1 SPACE 0 22 1 5/ 1 SPACE 0
23 15/1 | SPACE 0 24 15/1 | SPACE 0
25 15/1 | SPACE 0 26 15/1 | SPACE 0
27 15/1 | SPACE 0 28 15/1 | SPACE 0
29 1 5/ 1 SPACE 0 30 1 5/ 1 SPACE 0
31 1 5/ 1 SPACE 0 32 1 5/ 1 SPACE 0
33 15/1 | SPACE 0 34 15/1 | SPACE 0
35 15/1 | SPACE 0 36 15/1 | SPACE 0
37 15/1 | SPACE 0 38 15/1 | SPACE 0
39 1 5/ 1 SPACE 0 40 1 5/ 2 | LIGHTING 0.535
41 15/1 | SPACE 0 42 | 0.535
TOTAL CONNECTED KVA BY PHASE | 0.535 | 0.535
CONN KVA CALC KVA CONN KVA CALC KVA
LIGHTING 1.07 1.34 (125%) CONTINUOUS 0 0 (125%)
LARGEST MOTOR 0 0 (N/A) HEATING 0 0 (N/A)
OTHER MOTORS 0 0 (100%) COOLING 0 0 (N/A)
RECEPTACLES 0 0 (50%>10) NONCONTINUOUS 0 0 (100%)
KITCHEN EQUIP 0 0 (N/A) DIVERSE 0 0 (N/A)
METERED DEMAND O 0 (125%)
TOTAL KVA 1.07 1.34
BALANCED AMPS 5.57
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THE CONTRACTOR SHALL VERIFY AND BE RESPONSIBLE FOR ALL DIMENSIONS. DO NOT
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