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1.  ROOF MEMBRANE, ASSOCIATED FLASHINGS

     AND METAL JOINERY NOT SHOWN FOR CLARITY

COPING

APPROPRIATE FASTENERS

@ 6" O.C.

CONTINUOUS CLEAT

GASKET FASTENER

@ 18" O.C.

1
0

"

12"

MECHANICAL EQUIPMENT

CONFIRM CURB SIZE WITH

VENTILATOR SHOP DRAWINGS

CURB WALL CONSTRUCTION ROOFING MEMBRANE

 (TO BE RETURNED UP & OVER CURB TYP.)

16mm EXTERIOR PLYWD SHEATHING.

AROUND CURB WALL B.S.

38x92 P.T. WOOD STUDS @ 400mm O.C.

MINERAL WOOL BATT INSULATION IN CAVITY

LAP TRANSITION MEMBRANE

OVER A/V BARRIER

DECK ANGLE

VAPOR BARRIER

LAP & SEAL ADDITIONAL

LAYER OF ROOF MEMBRANE. TYP.

PERIMETER RESTRAINT AS PER

MANUFACTURER'S DETAILS

GALV. STEEL DRIP FLASHING

(UP. & OVER CURB) TYP.

SLOPE TO POSITIVE DRAINAGE

CAP SHEET & BASE

SHEET CARRIED OVER THE CURB
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