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NOTE :

- ALL POSTS THOROUGHLY TAMPED AND GRANULAR MOUNDED AT EACH POST FOR 
  FUTURE SETTLING AND DRAINAGE AWAY FROM POST.  SURPLUS EARTH TO BE LEGALLY 
  DISPOSED OF. 

- FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT
  FOR SMALL UNDULATIONS WHICH WOULD TEND TO REDUCE THE AESTHETIC
  APPEARANCE OF THE FINISHED PROJECT.
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6mm GALVANIZED
CHAIN

NOTE:

-  SECURE CHAIN TO EACH POST WITH TWO ONLY 90mm GALV. NAILS TO PREVENT CHAIN SLIPPING.
   DRAPE CHAIN AS  INDICATED.

-  ALL POSTS THOROUGHLY TAMPED AND GRANULAR MOUNDED AT EACH POST FOR 
   FUTURE SETTLING AND DRAINAGE AWAY FROM POST.  SURPLUS EARTH TO BE LEGALLY DISPOSED OF.

-  FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT FOR SMALL UNDULATIONS    
   WHICH WOULD TEND TO REDUCE THE AESTHETIC APPEARANCE OF THE FINISHED PRODUCT.
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