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FOR MICROFILM USE ONLY

NOTES :

CONSTRUCTION STANDARDS

TO BE CONSTRUCTED IN ACCORDANCE WITH MANITOBA HYDRO
DISTRIBUTION AND SUBTRANSMISSION STANDARDS, LATEST REVISION.
NO MAJOR CHANGE SHALL BE MADE WITHOUT APPROVAL OF THE
DESIGN ENGINEER OR DELEGATE.

SITE GRADING

THE DEVELOPER IS RESPONSIBLE FOR GRADING OF THE SITE TO WITHIN +/-0.15M OF
FINISHED GRADE PRIOR TO CONSTRUCTION COMMENCEMENT. BENCHMARKS ARE TO
BE OBTAINED FROM THE DEVELOPER OR CONSULTANT.
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INSTALL 1-1/0 TPX SL DIP AS PER CD315-5.
SALVAGE EXISTING 2-30A RELAYS AND
INSTALL 2-60A RELAYS
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ALi NEW SL CABLE TO BE INSTALLED IN 2" CONDUIT
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| ALL NEW 35" LIGHT STANDARDS TO HAVE BREAK-AWAY BASES

LA T N7
o SALVAGE OF JOINT USE POLES TO BE
RS COORDINATED WITH TRAFFIC SIGNALS

\ g v\ /

2-5" CONDUIT TO BE INSTALLED ALONGSIDE SL CONDUIT
| FOR ENTIRE LENGTH OF BROADWAY FOR FUTURE USE
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