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B1 SIZE - 1000 x 707

FOR MICROFILM USE ONLY
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“‘ S ALL NEW SL CABLE TO BE INSTALLED IN 2" CONDUIT
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5 b\ SALVAGE OF JOINT USE POLES TO BE
i) COORDINATED WITH TRAFFIC SIGNALS
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ALI: NI)EW 35' LIGHT STANDARDS TO HAVE BREAK-AWAY BASES

2-5" CONDUIT TO BE INSTALLED ALONGSIDE SL CONDUIT
FOR ENTIRE LENGTH OF BROADWAY FOR FUTURE USE

INSTALL 2-1/0 TPX SL DIPS AS PER CD315-5
AND INSTALL 2-60A RELAYS AS PER CD315-12

|

INSTALL 1/0 TPX SL DIP AS PER
CD315-5. DISCONNECT AND
REMOVE #4 CN SL CABLE AND

TO EXISTING 60A RELAY

PULL IN NEW 1/0 TPX. CONNECT

NOTES :

CONSTRUCTION STANDARDS

TO BE CONSTRUCTED IN ACCORDANCE WITH MANITOBA HYDRO
DISTRIBUTION AND SUBTRANSMISSION STANDARDS, LATEST REVISION.
NO MAJOR CHANGE SHALL BE MADE WITHOUT APPROVAL OF THE

DESIGN ENGINEER OR DELEGATE.

SITE GRADING

THE DEVELOPER IS RESPONSIBLE FOR GRADING OF THE SITE TO WITHIN +/-0.15M OF
FINISHED GRADE PRIOR TO CONSTRUCTION COMMENCEMENT. BENCHMARKS ARE TO
BE OBTAINED FROM THE DEVELOPER OR CONSULTANT.

CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT
ClickBeforeYouDigMB.com

THREE FULL WORKING DAYS

PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING
WATER, WASTEWATER, LAND DRAINAGE UTILITIES AND
MANITOBA HYDRO UTILITIES

** DISCLAIMER™*

THE INDICATION OF OTHER PARTIES ON THIS DRAWING ARE FOR TRENCH
LOCATION PURPOSES ONLY. REFER TO THE OTHER PARTY'S DRAWINGS FOR
DESIGN DETAILS.

INFORMATION PERTAINING TO THE SIZE, TYPE AND LOCATION OF MANITOBA HYDRO FACILITIES
AND INSTALLATIONS IS ILLUSTRATIVE AND SHOULD NOT BE RELIED ON FOR THE PURPOSES OF
ANY ACTIVITY BEING CONDUCTED AT OR NEAR THE IDENTIFIED HYDRO INSTALLATIONS. ALL
LOCATIONS AND EQUIPMENT MUST BE VERIFIED BY APPROPRIATE HYDRO DISTRICT OFFICES
PRIOR TO ANY PHYSICAL ACTIVITY BEING UNDERTAKEN AT OR NEAR HYDRO INSTALLATIONS.
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REFERENCE DRAWINGS

AREA NUMBER

MANITOBA HYDRO

DISTRIBUTION ENGINEERING

WO# P:24654 MJ NETWORK # 4303032

STATION NUMBER

1521

FEEDER NUMBER

FOR APPROVAL

NOT TO BE USED
FOR CONSTRUCTION

DRAWN MJ 2102,2107,2109,2113

CHECK SYSTEM VOLTAGE

2.4/4.16KV

SCALE

BROADWAY AVE
SALVAGE OF ALL TROLLEY POLES AND INSTALLATION OF

NEW ROADWAY LIGHTING BETWEEN OSBORNE AVE
AND MAIN ST.
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