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NEW SOLID SURFACE MATERIAL —
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(SITE CONFIRM)
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NEW SUSPENDED CEILING SYSTEM
1500

PROVIDE NEW INSULATED GLAZING UNITS

WITHIN EXISTING ALUMINUM FRAMING.
SITE CONFIRM GLAZING UNIT SIZES (TYPICAL)
(REFER TO CONTRACT DELETE NO.2)

ELEV 103 960

T/O EXISTING LINTEL *

T/0 X STEEL BEAM

EXISTING STEEL PLATE (PAINTED)

SHIMMING/BLOCKING AS REQUIRED
(TYPICAL)

PROVIDE PAINTED HEAVY GAUGE
STEEL COVER OVER PIPES FROM
T.0. BENCH TO U/S X STEEL
ANGLE.

EXPOSED EXHAUST DUCT RISER
(PAINTED) (REFER TO MECHANICAL)

PROVIDE TILE TRANSITION STRIP
AT PAINTED CMU SILL (TYPICAL)

PROVIDE MIN. 13 mm SLOPE
(TYPICAL)

ALIGN T.0. TILE FINISH W/ T.O.
CONCRETE MASONRY UNIT WALL

(TYPICAL)
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1984 = R.O.

MOSAIC TILE FINISH ————————————=

16 mm TILE BACKER
19 mm MARINE GRADE PLYWOOD

92 mm STEEL STUDS
@ 400 O.C.

RECESSED EXHAUST GRILLES
(REFER TO MECHANICAL)

ELEV 102 695 %

— 16 _mm GYPSUM BOARD ON

STEEL STUD FRAMING @ 400 mm O.C.
(ROOM 1:09 & 1:08A)

— CARRY 16 mm GYPSUM BOARD

INTO FRAME (ROOM 1:09 & 1:08A)

— CONTINUOUS ROD AND CAULKING

BOTH SIDES (TYPICAL)

INTERIOR ALUMINUM ENTRANCE
FRAMING C/W SINGLE GLAZING
(REFER TO SCHEDULES)

— CONTINUOUS ROD AND CAULKING

BOTH SIDES (TYPICAL)

— ALIGN ALUMINUM FRAMING W/

OUTSIDE FACE OF LAMINATED 16
mm GYPSUM BOARD

— SHIMMING/BLOCKING AS

REQUIRED (TYPICAL)
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T.0. X MAIN FLOOR
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ELEV 100 000

\—— NEW BONDED CONCRETE TOPPING

(REFER TO STRUCTURAL)

/1 WALL SECTION THRU OFFICE

SCALE

: 20

BULLNOSE CORNER

NEW CMU COURSING TO ALIGN W/
EXISTING ADJACENT IMPERIAL

COURSING (TYPICAL)

PROVIDE CONTINUOUS

PREFINISHED STEEL FLASHING

(TO MATCH ENTRANCE FRAMING)
SET IN CONTINUOUS CAULKING

WITHIN SAW CUT & TO
ALUMINUM SHEET

PROVIDE CONTINUOUS SAW

CUT IN EXISTING CMU

MORTAR JOINT, LENGTH OF

RECEPTION PROJECTION

EXPOSED EXHAUST DUCTWODK

(PAINTED) (REFER TO MECHANICAL)
SECURE BACK TO CMU WALL AS

REQUIRED.

PREFINISHED ALUMINUM SHEET
TO MATCH ENTRANCE FRAMING
19 mm MARINE GRADE PLYWOOD
STRUCTURAL STEEL STUD FRAMING
(REFER TO STRUCTURAL)

WITHIN EXISTING

MECHANICAL)

ELEV 103 960

—
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STEEL GIRT (REFER
TO STRUCTURAL)

— '¢7~:st 102 733

CARRY PREFINISHED
ALUMINUM OVER GIRT
& PLYWOOD BLOCKING.
PROVIDE CONTINUOUS
ROD & CAULKING TO
FRAME. BOTH SIDES.

CONTINUQUS 2 LAYERS
19 mm PLYWOOD

PROVIDE ALUMINUM TRIM ADHERED ——
TO FRAMING (BY FRAMING
SUPPLIER, FINISH TO MATCH
FRAMING) CONTINUOUS CAULKING
TO CMU (TYPICAL) FULL PERIMETER
OF RECEPTION ALUMINUM FRAMING
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N.T.S
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\ 6 mm GYPSUM

MOLDING

BOARD Z SHADOW
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i SUSPENDED GYPSUM BOARD CEILING

PROVIDE INTERMITTENT BLOCKING AS

INTERIOR ALUMINUM ENTRANCE
FRAMING C/W
(REFER TO

SINGLE GLAZING
SCHEDULES)
\

ALIGN ALUMINUM FRAMING W/
INSIDE FACE OF CMU

—

=

ELEV 107 620

PROVIDE NEW INSULATED GLAZING UNITS

NEW CONTINUOUS PEDESTAL RADS C/W
CUSTOM COLOUR FINISH (REFER TO

T/0 EXISTING LINTEL

' T/0 X STEEL BEAM

Nmmm*

ELEV 102 695 +

T.0. X MAIN FLOOR

2

SCALE

/2 WALL SECTION THRU RECEPTION

AS.

PROVIDE TILE FINISH STRIP TO

PAINTED CMU SILL (TYPICAL)

/3" SECTION AT ACOUSTIC ENCLOSURE

22| M.}/ SCALE

: 20

( 750
CARRY TILE FINISH B/W DUCT
5 COLLAR & CMU WALL
CONTINUOUS PAINTED STEEL 2 1&_
COLLAR AROUND DUCT. g
CONTINUOUS CAULKING TO DUCT S 50 —
& TO TILE FINISH (TYPICAL) g E
O L
& CONFIRM DIMS W/ PRODUCT
= / CLEARANCE & OPERATION _\ﬁ A
] REQUIREMENTS pi N
T T 13 i
PROVIDED RECESSED FINISHED - LT N
[y | OPENING WITHIN EXHAUST R
BENCH TO HOUSE HOSE BIB & ¥ T
- - MAIN FILL LINE. GC TO o — -
COORDINATE EXACT SIZE. 3
OPEN EXHAUST CHASE WITHIN (REFER TO MECHANICAL) ( [ =
BENCH (REFER TO MECHANICAL) ) \ j
LOCKING RECESSED HOSE BIB J
ON SIDE OF FILL LINE OPENING.
(REFER TO MECHANICAL)
MAIN FILL LINE (REFER TO
MECHANICAL) PROVIDE SOLID —
WOOD BLOCKING AS REQUIRED.
DUCT DETAIL @ POOL FILL STATION o T LY
EXHAUST BENCH @ EXHAUST BENCH N
SCALE 1:10 SCALE 1:20
SUPPLEMENTAL ACOUSTIC
TREATMENT DESIGNED BY
ENCLOSURE MANUFACTURER TO
MEET PERFORMANCE
REQUIREMENTS. REMOVE SIDING
AS REQUIRED TO PROVIDE
SUPPORT AND BLOCKING.
(CONFIRM WITH ACOUSTIC
ENCLOSURE SHOP DRAWINGS)
A e
1
ALUMINUM FRAMING.
SITE CONFIRM GLAZING UNIT SIZES (TYPICAL)
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_____________ i (REFER TO MECHANICAL)
ACOUSTIC PANEL ENCLOSURE % l TerRoR]l 0 P~ T x )
PROVIDE FLEXCELL FROM [
NEW SLAB TO EXISTING
150 mm CONCRETE SLAB — FOUNDATION (REFER TO |
S 150 mm VOID FORM SLOPE DN STRUCTURAL) —
3 (REFER TO STRUCTURAL) - SLOPE DN
L 4‘ < Aq 4 4 v 4 < ¢ 4 M 4 4 4 4 i a
%) < a ag 4 < Y 4 a 4 < <
< B 4 4 p ” B 4 < a4 o 4 4 4 <
A <
)
— - - - - - - - - - - - - - - - - " """ -""-"" - " -"""" -\ - " - """V =" -V " -V " -V - - - =" - - - - - - — — | ‘.= = — — — — 7
| | | |
| | | | . _ -
| | ! ' P ;
[ [ [ [ 2 ) ? e 4
| | | | ¢ 4
[ [ [ [ :
[ [ [ [ s
[ o [ o
l\ _ /< _ > K _ /< _ > El
< \A
pa) 4 ;W\
L 4 {;
N W\
[ 71T T
| [

) 22/12/2023 ISSUED FOR CONSTRUCTION CF
No. Date Issue / Revision By
Drawn By: DN

Printing Date: DEC. 22, 2023

Drawings and specifications, as instruments of service are the property of the architects, the
copyright in the same being reserved to them. No reproduction may be made without the
permission of the architects, and when made, must bear their names. All prints to be
returned.

The contractor is to verify dimensions and data noted herein with conditions on the site and
is held responsible for reporting any discrepancy to the architects for adjustment.

LM Architectural Group

500-136 Market Ave

Winnipeg Manitoba Canada R3B 0P4
t: (204) 942.0681 f; (204) 943.8676
www.lm-architects.com

CITY OF WINNIPEG
BONIVITAL POOL RENEWAL

1215 Archibald St, Winnipeg, MB.

WALL SECTIONS

A5.1

Comm. No.: 2129 Sheet:

Plotted on: ##—##—##



