RADIATION COVER & ROWS OF ELEMENTS
TO BE AS SCHEDULED ON DRAWINGS.

’: BRASS BALL VALVE WITH UNION
CONTROL VALVE—-WHERE REQ'D

BRASS ECC. REDUCER SCREWED

T INTO CONTROL VALVE =
SUPPLY —ﬁliTEURN
LINE FINNED ELEMENT
] DRAIN VALVE WITH
| CAP ON HOSE END
FIN. FL._ | 3"(75mm)MIN. BALL VALVE
+ : WITH UNION

1/2"3(12mm@)HOSE BIBB (RISER DRAIN) ECC. REDUCER

DOWN—FEED CONNECTION

MANUAL VENT SCREWDRIVER
OPERATER ON RADIATION COVER 7

PACK ANNULAR /
SPACE AROUND / RETURN LINE
PIPE WITH FIRE
STOPPING MATERIAL
& FINISHED WITH |
MASTIC COMPOUND
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FINNED ELEMENT
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FIN. FL.[3°(Z5mm)MIN,
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BLACK IRON , BLACK IRON
CONTROL VALVE—WHERE REQD
BRASS BALL VALVE WITH UNION
NOTES :
UP—FEED CONNECTION 1) ALL MATERIALS BETWEEN
V—LINE COUPLINGS TO BE
BRASS OR COPPER.
2) ALL VALVES TO BE MTD.
INSIDE RADIATION COVER
BEHIND ACCESS DOOR.
m FINNED RADIATION PIPING DETAIL
M8.1 / SCALE: NTS
6”(150mm) RADIUS
(MIN.)
1/2"x1 /2"
(12mmx12mm) DUCT SHALL BE LINED WITH
BIRD SCREEN / 1"(25mm) ACOUSTIC
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NOTE:
1. DETAIL TYPICAL FOR GENERAL EXHAUST ONLY
2. KITCHEN EXHAUST GOOSENECK TO BE EXTERNALLY
INSULATED AND WEATHERPROOFED
3. FRESH AIR INTAKE GOOSENECKS; NO INSULATION
REQUIRED ON DUCTWORK EXTERIOR TO BUILDING
/5\ GOOSENECK DETAIL
M8.1 / SCALE: NTS
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RETURN /TRANSFER
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/ 7\ TRANSFER AIR DETAIL

M8.1 / SCALE: NTS
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AIR FLOW (ALSO
SEE MFGR'S
INSTRUCTIONS)

/\ DRAIN VALVES C/W

HOSE END

NOTE: FOR EXACT NUMBER OF
COILS SEE AIR UNIT PLAN &

SUPPLY LINE SPECIFICATIONS

/2 PUMPED HEATING COIL DETAIL

\ 8.1/ SCALE: NTS

REFER TO ARCH DRAWINGS
FOR CURB DETAILS
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/76 ROOF PENETRATION
M8.1 / SCALE: NTS
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~ AT ROOF
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/ 8\ D.X. REFRIGERATION SYSTEM DETAIL (SINGLE CIRCUIT)

M8.1 / SCALE: NTS
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T U/S OF DECK

14 GAUGE x
2”(50mm) WIDE
STEEL STRAP.

) TRREN TN )
.

1/4"8(8mm¢)
HANGER ROD. /

DUCT

14 GAUGE x
2"(50mm) WIDE STEEL
STRAP INSTALLED

TIGHT AROUND DUCT.

METHOD #1 METHOD #2

7 1/4"8(8mma) HANGER ROD

GRINNELL FIGURE
#114 TURNBUCKLE.

AIR DUCT

14 GAUGE x 27(50mm) WIDE STEEL
STRAP INSTALLED TIGHT AROUND DUCT.

NOTE:
FLAT OVAL DUCTWORK — USE
EITHER SUPPORT METHODS #1
OR #2.

METHOD #3

/3 \EXPOSED ROUND DUCT SUPPORT DETAIL
MB.i / SCALE: NTS

1/4"¢(8mmo)
STEEL HANGER ROD

PROVIDE 7,/32”8(6mma)
BOLT & SECURE TO FLANGE.

30°0PTIMUM
45°MAXIMUM

<

MANUAL AIR VENT

ACCESS DOOR

DIRECTION OF
AIR FLOW. C/W SASH LOCK.
DRAIN VALVES C/W
HOSE END BIBBS
CONTROL VALVE

NOTES :
1. SIZE ACCESS DOORS TO ALLOW SUFFICIENT CLEARANCE

FOR COIL MAINTENANCE. FOR COIL SIZES SMALLER THAN
12"x127(300mmx300mm) PATCH TYPE ACCESS DOORS MAY BE USED.

/4 \H.W. HEATING COIL DETAIL
MB.1 J SCALE: NTS

20°0PTIMUM
S0°'MAXIMUM

__—BALANCE VALVE

_—BALL VALVE

HEATING LINES SEE

BALL VALVE SCHEMATIC FOR
PIPING DETAILS.
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