2 LAYERS 19 mm MARINE
GRADE PLYWOOD

FULL PERIMETER (TYPICAL)

RECESSED MECHANICAL EXHAUST
GRILLE (REFER TO MECHANICAL

600 + |

FOR SIZES & INTERIOR ELEVATIONS

FOR LOCATIONS)

MOSAIC TILE FINISH ON ALL
FACES OF EXHAUST BENCH
CONSTRUCTED WITH

16 mm TILE BACKER

19 mm MARINE GRADE PLYWOOD _
92 mm STEEL STUD B
@ 400 O.C. ~

EXHAUST DUCT (REFER TO
MECHANICAL)

BULLNOSE CORNER
(TYPICAL)

ALIGN NEW CMU WALL W/ FACE
OF EXISTING STEEL COLUMN

IC ]

CLEARANCE & OPERATION

CONFIRM DIMS W/ PRODUCT
REQUIREMENTS

POOL FILL HOSE CONNECTION — 7|
(REFER TO MECHANICAL)

\ 400 +
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SLOPE DN

\ NN
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|
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EXHAUST AIR CHASE ——
(REFER TO MECHANICAL)

[

C

C

C

ALL FACES OF ENCLOSURE, TOP
INCLUSIVE TO RECEIVE MOSAIC TILE
FINISH TO MATCH ADJACENT FACES
OF EXHAUST BENCH

RECESSED LOCKING HOSE BIB
CABINET (REFER TO MECHANICAL)

PROVIDE PAINTED HEAVY GAUGE
STEEL COVER OVER PIPES FROM
T.0. BENCH TO U/S X STEEL
ANGLE ABOVE. BENT EDGE ON
BOTTOM TO HAVE TILE CARRY
OVER & PROVIDE CONTINUOUS
CAULKING TO TILE & TO FACE
OF CMU WALL

BULLNOSE CORNER
(TYPICAL)

ALUMINUM ENTRANCE
FRAMING C/W SINGLE

GLAZING

®

x CONTINUOUS FOAM ROD AND

140 mm CONCRETE ——=
MASONRY UNIT

CAULK (TYPICAL, BOTH SIDES)

6 mm STEEL PLATE (PTD.) WELDED TO
EXISTING STEEL COLUMN FROM FLOOR
TO U/S BEARING EXISTING PLATE
ABOVE (APPROX. 2695

TYP. BOTH SIDES OF COLUMN.
FINISHED BASE TO CARRY AROUND ALL
COLUMNS (TYPICAL)

1\ DETAIL @ EXHAUST BENCH

A22(A.Y 1:10

CONTINUOUS CAULKING

\\ NEW CONCRETE MASONRY UNIT
WALL CONSTRUCTION
(REFER TO RENOVATED FLOOR
PLANS)

2\ DETAIL @ HOSE CONNECTION

A2(A.Y 1:10

FULL HEIGHT. BOTH SIDES

PROVIDE SOLID WOOD BLOCKING—/
SUPPORT AS REQUIRED (TYPICAL)

BRAKE FORMED ALUMINUM TO MATCH
ENTRANCE FRAMING OVER PLYWOOD
AND SOLID WOOD BLOCKING TO SuIT,
MATCH CMU WIDTH

CONTINUOUS CAULK JOINT BOTH

CMU FACE TO BE CONTINUOUS
PAST COLUMN. ALIGN W/
EXISTING ADJACENT CMU WALL

N

6 mm STEEL PLATE (PAINTED)
WELDED TO EXISTING COLUMN
FROM FLOOR TO U/S BEARING

BULLNOSE BLOCK ON
OUTSIDE CORNER 83,
i
| !
L i \ \
M
[oe]
OUTSIDE ALUMINUM |
CORNER TO CONCEAL
COLUMN, PROVIDE
BLOCKING AS REQUIRED L
HSS COLUMN
(REFER TO STRUCTURAL)
~—— EXHAUST BENCH BELOW
POOL DECK POOL DECK § RECEPTION
LINE OF CMU BELOW
PIPES PENETRATING EXHAUST C/W BULLNOSE EDGE
BENCH & FLOOR BELOW (REFER
\ TO MECHANICAL)
FACE OF EXISTING CMU WALL ABOVE 2 ~—— ALIGN FRAMING WITH OFFICE/
ALUMINUM ENTRANCE RECEPTION FACE OF CMU
FRAMING C/W SINGLE ALIGN NEW CMU WALL W/ FACE
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, GLAZING — OF EXISTING STEEL COLUMN
200 50 —fr—
N pt L = ' (1
: AP — 1
_ < 4 1 L J_o = _ _ é ] % li | ] ] <
, = L L ‘ L J"l EXISTING STEEL COLUMN
\—CONTINUOUS FOAM ROD AND

ALGN FRAMING WITH J

FACE OF GYPSUM BOARD

16 mm GYPSUM BOARD
LAMINATED TO CMU WALL

MASONRY TIES @ 400 mm O.C.
FASTENED TO EXISTING STEEL COLUMN
(REFER TO STRUCTURAL)

CAULK BOTH SIDES (TYPICAL)

—— GYPSUM BOARD FOR
ACQUSTIC SEPARATIONS TO

=7

I\

RUN CONTINUOUS TO BLOCK

EXISTING STEEL COLUMN

/ 3\ DETAIL AT COLUMN

A22(A.Y 1:10

NEW FIRE EXTINGUISHER IN

TO THE NORTH (REFER TO
é FLOOR PLANS)

g\k VERTICAL CONTROL JOINT

EXISTING STEEL COLUMN

BARIATRIC UTR DETAIL
/6 AT _COLUMN

A22|A5.3/ 1:10

©

ALUMINUM ENTRANCE
FRAMING C/W SINGLE SIDES (TYPICAL) SEMI—RECESSED CABINET
GLAZING

/ 7 i
CONTINUOUS FOAM ] ’
ROD AND CAULK BOTH SIDES ; |

EXISTING STEEL COLUMN J

Z NEW CONCRETE MASONRY UNIT
WALL CONSTRUCTION

(REFER TO RENOVATED FLOOR
PLANS)

1

/71 VESTIBULE FRAMING AT COLUMN

A221 A3 1:10

PHENOLIC PANEL ASSEMBLY
TO BE MOUNTED ON NEW
STEEL STUD STUB WALL.
FINISHED FACE TO MATCH
DEPTH OF NEW EXTERIOR
OVER EXISTING CONSTRUCTION.

EXISTING WALL CONSTRUCTION

TO REMAIN (SOLID HATCH)

CONTINUOUS VAPOR
BARRIER OVER WOOD
FRAMING.

CONTINUOUS FOAM
ROD AND CAULK BOTH SIDES

ALUMINUM ENBTRANCE

FRAMING C/W INSULATED
GLAZING

ALIGN NEW FRAMING WITH EXTENT
OF EXISTING ON EXTERIOR

EXTERIOR VESTIBULE
/8 FRAMING PLAN DETAIL

A221A.3) 1:10

SHADING INDICATES EXISTING
CONSTRUCTION TO REMAIN
(TYPICAL)

\L ALIGN FRAMING WITH OFFICE/

COPY AREA FACE OF CMU

I | I t
BREAK FORMED ALUMINUM TO

MATCH ENTRANCE FRAMING
OVER PLYWOOD OR SOLID
BLOCKING AS REQUIRED
(TYPICAL ALL SIDES OF
COLUMN)

ALUMINUM FRAMING DETAIL
7T\ AT COPY AREA/RECEPTION

A22(A5.3) 1:10
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x CONTINUOUS ROD & CAULKING

BOTH SIDES (TYPICAL)

LINE OF EXISTING MOSAIC 4/

TILE BENCH BELOW

HSS COLUMN
(REFER TO STRUCTURAL)

CONTINUOUS ROD & CAULKING
L BOTH SIDES (TYPICAL)

ALUMINUM ENTRANCE FRAMING
C/W SINGLE GLAZING

79\ PLAN DETAIL AT MPR GLAZING

A22(A.Y 1:10

HSS COLUMN
(REFER TO STRUCTURAL)

SOLID CEDAR HARDWOOD
STOPS & CASINGS SAUNA
SIDE (TYPICAL)

300 180

/10 PLAN DETAIL AT SAUNA

x4\/

/
DUAL—-PANE INSULATED
GLAZING UNITS

13 mm SOLID SURFACE
MATERIAL JAMB, SILL &
HEAD POOL SIDE

ENTRY

A2.2(A5.3) 1:10

CONTINUOUS FOAM
ROD AND CAULK
(TYPICAL BOTH SIDES)

PLATE ABOVE (+2695 AFF)
TYP. BOTH SIDES OF COLUMN

L LINE OF COVE BASE BELOW, COVE

BASE TO RUN CONTINUOUS OVER
EXPOSED COLUMNS (TYP.)

75\ DETAIL AT EXPOSED COLUMN

A2.2(A5.3/ 1:10

ALUMINUM DOOR AND
FRAMING C/W INSULATED
GLAZING UNITS
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