
BILL OF MATERIALS

ITEM DESCRIPTION
NEWPCC STANDARDIZED COMPONENTS

QTY
PART NUMBER MANUFACTURER

1 CIRCUIT BREAKER, 5A, 120VAC, DIN RAIL MOUNTING N/A N/A 2
2 POWER SUPPLY, 120VAC INPUT, 24VDC OUTPUT, DIN RAIL MOUNTING, PARALLEL OPERABLE N/A N/A 2
3 DC TERMINAL BLOCK (+), DIN RAIL MOUNTING N/A N/A 2
4 DC TERMINAL BLOCK (-), DIN RAIL MOUNTING N/A N/A 2
5 DIN RAIL STOPPER N/A N/A AS REQ
6 ADJUSTABLE DEPTH RACK MOUNT 35mm DIN RAIL KIT N/A N/A 4
7 15A, 120V, DUPLEX RECEPTACLE WITH FACEPLATE, DIN RAIL MOUNTING N/A N/A 2
8 NEMA 12 (2000mm H x 600mm W x 800mm D) PARTIAL DOOR, DUAL ACCESS CABINET N/A N/A 1
9 MULTIMODE OM3 LC FIBRE PATCH CABLES (NOTE 1) N/A N/A AS REQ

10 ETHERNET PATCH CABLES (NOTE 1) N/A N/A AS REQ
11 MULTIMODE OM3 LC TO SFP CONNECTION MODULE, GIGABIT CAPABLE N/A N/A AS REQ
12 2RU ETHERNET PATCH PANEL WITH 48 PORTS N/A N/A 2
13 MANAGED SWITCH, 8 PORT ETHERNET AND 4 SFP GIGABIT EDS-G512E-4GSFP MOXA 8

14 FIBRE TERMINATION ENCLOSURE, 4RU, CAPACITY FOR UP TO TWELVE PIGTAIL CASSETTES
FOR A TOTAL OF 288F LC CONNECTORS. N/A N/A 1

15 PIGTAIL SPLICE CASSETTE, 24F, LC DUPLEX FACEPLATE IN AQUA, MULTIMODE OM3, 2m
PIGTAIL. N/A N/A 10

16 FUSED TERMINAL BLOCK, 10A, 300VAC, DIN RAIL MOUNTING N/A N/A 8
17 FUSED TERMINAL BLOCK, 16A, 150VAC, DIN RAIL MOUNTING N/A N/A 2
18 FOLDING, DOOR MOUNT LAPTOP SHELF N/A N/A 1
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NOTES:

1. CABLING OMITTED FOR CLARITY.

2. MAINTAIN MANUFACTURER FREE SPACE REQUIREMENTS FOR ALL PANEL COMPONENTS.

3. SEE REFERENCE DRAWING 1 FOR DEWATERING CONTROL ROOM LAYOUT.

4. SEE REFERENCE DRAWING 2 FOR ENCLOSURE LAYOUT FOR NP-W900 DEWATERING NETWORK
PANEL.

5. SEE REFERENCE DRAWING 3 FOR CONNECTION DIAGRAM OF NP-W900 DEWATERING NETWORK
PANEL.
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1 ENCLOSURE INTERNAL VIEW AND DEVICE ARRANGEMENT
SCALE:  1:4
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6. INSTALL TWO NEW ETHERNET SWITCHES, NSW-W9111 AND NSW-W9211.

7. SEE REFERENCE DRAWING 4 FOR NETWORK CONNECTION.
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PANEL LAYOUT
NP-W900 DEWATERING NETWORK PANEL
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NO. DRAWING TITLE DRAWING NUMBER

1 DEWATERING AREA CONTROL ROOM 1-0101-AGAD-W001

2 PARTIAL DOOR, DUAL ACCESS PANEL ENCLOSURE - TYPICAL 1-0101-ACBD-A001

3 NP-W900 DEWATERING NETWORK PANEL CONNECTION DIAGRAM 1-0101-AWDG-W001

4 BLOCK DIAGRAM NETWORK ARCHITECTURE AREAS W, Y & X 1-0101-ANET-A007
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