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31\ TYPICAL DETAIL - FIRE ALARM DETECTOR

32\ TYPICAL DETAIL - POWER OUTLET

U NTS U NTS

SSUED FOR TENDER

S— — N GINEERS
o sl GEOSCIENTISTS
MANITOBA

Certificate of Authorization

[NOT FOR CONSTRUCTION | | secomtisst

A

N )

No. 1789 Date:

o

3.3\ TYPICAL DETAIL - JUNCTION BOXES

N

GENERAL NOTES

1. UNITS OF MEASUREMENTS ARE IN MILLIMETER (MM) UNLESS
OTHERWISE STATED.

2. THIS DRAWING FOR POWER, LIFE & SAFETY PLAN SHALL BE
READ IN CONJUNCTION WITH THE ARCHITECTURAL, CIVIL AND
MECHANICAL DRAWINGS.

5. COORDINATE ALL SECTIONS OF THE WORK AND OBTAIN ALL
NECESSARY PERMITS AS REQUIRED.

4. ALL WORK TO BE PERFORMED IN ACCORDANCE WITH THE
LATEST APPLICABLE CANADIAN ELECTRICAL CODES, FIRE
REGULATIONS AND OTHER CITY REQUIREMENTS.

5. VERIFY AND CONFIRM ALL DIMENSIONS ON SITE. VERIFY THE
CEILING CLEARANCE OF 18" FROM THE CEILING AS ZONE 2
CLASSIFICATIONS AND REPORT ANY DISCREPANCIES TO THE
ENGINEER BEFORE PROCEEDING WITH THE WORK.

6. FOR EXISTING CIRCUITING INFORMATION, REFER TO DRAWING
ELS PANELBOARD SCHEDULES EXISTING.

7. ANY WORK REQUIRED BY THE DRAWINGS OR REASONABLY
NECESSARY TO COMPLETE THE WORK SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

8. CONTRACTOR TO PROVIDE APPLICABLE FIRE STOPPING
SEALANT FOR ALL WALL CONDUIT PENETRATIONS COMPLETE
WITH NECESSARY SLEEVES.

9. PROVIDE SCHEDULE AND METHOD STATEMENT PROCEDURE
OF THE DEMOLITION AND REPLACEMENTS OF ELECTRICAL
ITEMS AFFECTED BY ZONE 2 CLASSIFICATION FOR CLIENT
REVIEW.

10. ALL DEMOLISHED MATERIALS TO BE STORED IN THE
DESIGNATED AREA BY THE CLIENT.

11. WHERE THE NEED OF SCAFFOLDINGS, INSTALL AND
INSPECT THE SCAFFOLDING WORKS PRIOR TO USE AS PER
HSE SAFETY PROCEDURES.

12. ALL SUPPLIED EQUIPMENT AND DEVICES SHALL BE NEW
AND IN GOOD WORKING CONDITION.

13. MAINTAIN PROPER CLEARANCES WITH OTHER DISCIPLINE AS
PER CODE.

14. PROVIDE APPROPRIATE PROTECTIONS OR COVERS TO
EXISTING EQUIPMENT AND DEVICES IN THE GROUND PRIOR
TO REMOVAL AND INSTALLATION WORKS IN THE CEILING.

SHEET KEYNOTES

REMOVE, INSTALL AND REPLACE THE CEILING INSTALLED
SMOKE DETECTORS WITH NEW ZONE 2 SMOKE DETECTORS.
INSTALL APPLICABLE ZONE 2 RATED CABLE GLANDS AND
MOUNTING SUPPORTS.

REMOVE, INSTALL AND REPLACE FIRE ALARM EMT CONDUITS
WITH RMC CONDUITS ALONG WITH CONDUIT COUPLINGS AND
FITTINGS RATED FOR ZONE 2. PROVIDE COLOR CONDUIT AS
PER SPECIFICATIONS.

REMOVE, INSTALL AND REPLACE POWER OUTLET TO
EXPLOSION PROOF TYPE ZONE 2. PULL BACK CABLE TO
SOURCE AND REMOVE CABLE IN TS ENTIRETY. INSTALL NEW
CABLE AS PER EXISTING.

REMOVE, INSTALL AND REPLACE POWER EMT CONDUITS WITH
RMC CONDUITS ALONG WITH CONDUIT COUPLINGS AND
FITTINGS TO BE RATED FOR ZONE 2. PROVIDE COLOR
CONDUIT AS PER SPECIFICATIONS.

REMOVE, INSTALL AND REPLACE CEILING JUNCTION BOX WITH
RATED EXPLOSION PROOF TYPE ZONE 2. PROVIDE
ASSOCIATED CABLE GLANDS ALSO RATED AS ZONE 2 FOR
TERMINATION TO JUNCTION BOX.

CONTRACTOR TO TRACE AFFECTED CIRCUITS FROM THE
PANELBOARD PRIOR TO REMOVAL AND REPLACEMENTS.

ELECTRICAL CONTRACTOR SHALL PROVIDE, INSTALL AND
RETROFIT THE COMPLETE OVERHEAD (OVH) DOOR SYSTEM.
THIS INCLUDES THE OVH DOOR OPERATOR, DOOR CONTROL
BOX, TRAFFIC LIGHTS, PHOTO EYE, GROUND LOOP, AND
OTHER ACCESSORIES. THE OVH DOOR CONTROL LOGIC SHALL
MATCH EXISTING WEST EXIT OVH DOOR INSTALLATION, OR AS
DIRECTED BY WINNIPEG TRANSIT.
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THE WI—=FI ACCESS POINTS SHALL BE ADJUSTED AND
LOWERED OUTSIDE OF THE ZONE 2 HAZARDOUS AREA.
PROVIDE AND INSTALL APPROPRIATE SUPPORTS.

REMOVE AND REINSTALL POWER WIRING FOR EXHAUST F-0T1.

SUPPLY AND INSTALL DISCONNECT SWITCH FOR EXHAUST FAN
F—03 COMPLETE WITH REQUIRED CONDUIT, WIRING, AND
APPLICABLE SUPPORTS. COORDINATE WITH MECHANICAL.
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THE EXISTING GROUND LOOP SHALL BE REMOVED AND A NEW
GROUND LOOP SHALL BE INSTALLED AT A DISTANCE OF
24—48" FROM THE OVERHEAD DOOR. CONFIRM LAYOUT WITH
OWNER PRIOR TO INSTALLATION. ALLOW FOR CUTTING AND
REPAIRS TO EXISTING CONCRETE SLAB AS REQUIRED.
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LOCATION

APPROVED

UNDERGROUND  STRUCTURES

SUPV. U/G STRUCTURES
COMMITTEE

NOTE:

DATE

LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE. BUT NO GUARANTEE IS GIVEN
THAT ALL EXISTING UTILITIES ARE SHOWN OR
THAT THE GIVEN LOCATIONS ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT
LOCATION OF ALL SERVICES MUST BE
OBTAINED FROM THE INDIVIDUAL UTILITIES
BEFORE PROCEEDING WITH CONSTRUCTION.
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