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Panel: EXISTING PANEL-A Mounting: Surface
Location: GARAGE ROOM Feeder: FED FROM TR-1
Type: NEMA 1 Frame: 225A
SYSTEM 120/208V, 3PH, 4W
Rating: 200A
No. Brk. Description / Load A Ph;se C Load D%scription / Brk. No.
1 15A/1P [MECH ALARMS PANEL / 300 800 500 bENERAL RECEP/TACLE 20A/1P 2
3 | 15A/1P |SPARE | 500 500 [GENERAL RECEPTACLE| 20A/1P | 4
5 15A/1P  |UH-1 / 70 570 500 / GENERAL RECI%/‘DTACLE 20A/1P 6
7 15A/1P  [UH-2 / 70 570 500 v\JEE\N/ERAL REQ%PTACLE 20A/1P 8
| 9 | 15411 |RO INTENAN 250 250 {v / SPARE 10
1" 15A/1P |HEAT TRACE 250 S 250 ( / SPARE 12
13 | 20A/1P |F02 720 2,160 1,440 | LIGHTING| 204/1P | 14
15 20A/1P |ROOF MAINTENANCE RECEPTACLE 250 1,690 1,940 / LIGHTING| 20A/1P | 16
17 20A/1P |SPARE 1,440 1 ,%140 LIGHTING| 20A/1P | 18
19 1,560 1 ,é40 LIGHTING| 20A/1P | 20
21 (15A/3P P-1A 360 1,560 1,{40 NIGHT LIGHTS| 20A/1P | 22
23 144 24 EXIT SIGNS| 20A/1P | 24
25 [(15A/1P SPARE 72 72 EMT LIGHTING| 20A/1P | 26
27 |15A/1P SPARE 500 500 GENERAL RECEPTACLE| 20A/1P | 28
29 |15A/1P SPARE 500 500 GENERAL RECEPTACLE| 20A/1P | 30
31 9,293 32
33 30A/3P |WELDER 860 9,293 27,019 PARKING OUTLETS| 100A/3P | 34
35 9,293 36
37 287 38
39 30A/3P |WELDER 860 287 40
41 287 36
43 FIRE ALARM SPACE 38
45 SPACE SPACE 40
TOTAL CONNECTED LOAD 14455.0 | 13793.0 | 12197.0 | Total VA 40445.0
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2. COORDINATE ALL SECTIONS OF THE WORK AND OBTAIN ALL
NECESSARY PERMITS AS REQUIRED.
3. ALL WORK TO BE PERFORMED IN ACCORDANCE WITH THE
LATEST APPLICABLE CANADIAN ELECTRICAL CODES, FIRE
REGULATIONS AND OTHER CITY REQUIREMENTS.
Panel: EXISTING PP-WWT Mounting: Surfage 4. VERIFY AND CONFIRM ALL ASSIGNED CIRCUITING NUMBER AT
Location: MAINTENANCE GARAGE Feeder: FED FROM PP-WW  STE. WHERE THERE ARE ANY CABLES FOUND 10 BE
Type: NEMA 1 Frame:  225A RELOCATED AS PER AREA CLASSIFICATIONS ZONE 2.
CONTRACTOR TO TRACE THE CIRCUITS IN THIS
SYSTEM 347/600V. 3PH, 4W gég‘EGLNBAOTAERDDSBRAE!\AaE\RN\T\ATE TEMPORARY SHUT OFF OF THE
Rating: 225A .
No. Brk. Description / Load VA A Ph;se C Load VA l Descript[o\n Brl{. No.
1 22794 < / 2
' SHEET KEYNOTES
3 | 60A/3P TR-1 45 000 22 794 & 23,382 MUA -1 20/6703P 4
@ CONTRACTOR TO VERIFY AND TRACE THE EXACT LIGHTING
5 22,794 6 CIRCUITS TO TEMPORARILY SHUT OFF IN LIEU OF WIRING AND
4
. 7794 z / AN CONDUIT RELOCATIONS AND ADJUSTMENTS.
9 | 15A3P EAST OVERHEAD DOOR 11,691 7794 } 11,691 WEST OVERHEAD DOOD 15/A/3P 10 @ CONTRACTOR TO UTILIZE THE SPARE CIRCUIT FOR THE POWER
SUPPLY OF THE H2 ALARM CONTROL PANEL.
11 7,794 / 12
13 3897 Y Y VY Y Y Y Y Y VOV Y Y N @ CONTRACTOR TO TEMPORARILY TURN OFF AND REUSE THE
: HEAT TRACE CIRCUIT BREAKER FOR THE REPLACEMENT OF
15 15A/3P F-01 11,691 3,897 F-03 5A/3P 16 ;gEEAFZFECTED HEAT TRACE DEVICES AS PER CLASSIFICATION
17 3,897 18 |
CONTRACTOR TO UTILIZE EAST O/H DOOR CIRCUIT BREAKER
19 |15A/1P  |SPARE SPARE| 15A/1P | 20 @ NUMBER. REPLACE EXISTING MCCB WITH NEW RATED 15A
21 |15A/1P  |SPARE SPARE| 15A/1P | 22 MCCB.
23 |15A/1P  |SPARE SPARE| 15A/1P | 24 @ CONTRACTOR TO UTILIZE WEST O/H DOOR CIRCUIT BREAKER
25 18.186 26 Ug@gﬁ REPLACE EXISTING MCCB WITH NEW RATED 15A
27 |40A/3P PRESSURE WASHER 31,176 18,186 23,382 WELDER 30A/3P | 28
@ CONTRACTOR TO PROVIDE SHUT OFF MECHANISM FOR THE
29 18,186 30 AIR VENTILATION IN THE PRESENCE OF H2 IN THE ROOM.
31 32 @ PROVIDE NEW 15A MCCB BREAKER FOR NEW EXHAUST FAN
03 COMPATIBLE TO EXISTING PANELBOARD.
33 34
35 36
37 38
39 40
41 42
43 44
45 46
TOTAL CONNECTED LOAD 52671.0 | 52671.0 | 52671.0 | Total VA 158013.0
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