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GENERAL NOTES

1. THE CONTRACTOR SHALL PROVIDE ALL CUTTING, PATCHING
AND REPAIR OF EXISTING INTERIOR/EXTERIOR WALL(S),
CEILING(S), ROOF(S) AND FLOOR(S) AS REQUIRED FOR
REMOVAL, REPLACEMENT AND INSTALLATION OF NEW
SERVICES. THE CONTRACTOR SHALL MAKE GOOD ALL
EXISTING FINISHES & ASSEMBLIES, TO MATCH EXISTING
FINISHES. CONFIRM EXACT REMOVAL REQUIREMENTS
ON—SITE. CONFIRM ALL CUTTING AND PATCHING
MODIFICATION REQUIREMENTS TO ACCOMMODATE THE
REMOVAL AND REPLACEMENT OF ALL EXISTING SERVICES
DETAILED WITHIN THE DESIGN PLANS ON-SITE. MAKE EVERY
EFFORT TO MINIMIZE CUTTING, PATCHING AND REPAIR WORK.

- 2. THE CONTRACTOR SHALL COORDINATE ALL CONTROL
DEMOLITION REQUIREMENTS AND TIMING WITH THE
CONTROLS CONTRACTOR PRIOR TO THE REMOVAL OF ANY
EQUIPMENT AND/OR SYSTEMS. THE CONTROLS CONTRACTOR
SHALL SALVAGE ANY EXISTING CONTROL SYSTEMS THAT ARE
ABLE TO BE RE—-USED PRIOR TO DEMOLITION OCCURRING.
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5. THE DESIGN PLANS DO NOT SHOW ALL OF THE EXISTING
PIPING, DUCTWORK AND/OR EQUIPMENT. WHERE THESE
ITEMS ARE NOT SHOWN TO BE REUSED OR REMOVED,
UPON CONFIRMATION FROM THE OWNER THAT SUCH ITEMS
ARE REDUNDANT THE CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE ITEMS. ALL MATERIALS NOT SHOWN TO BE
REMOVED AND DISPOSED OF THAT ARE DAMAGED
THROUGHOUT THE COURSE OF WORK SHALL BE REPLACED
WITHOUT ADDITIONAL COMPENSATION PROVIDED.

4. IT IS ASSUMED THAT ALL EXISTING PIPING, DUCTWORK AND
EQUIPMENT BEING RETAINED IS SAFE AND ADEQUATE.
SHOULD THE CONTRACTOR DISCOVER ANY FAULTY,
DETERIORATED OR OTHERWISE QUESTIONABLE MATERIAL,
EQUIPMENT OR WORKMANSHIP, THEY SHALL NOTIFY THE
CONSULTANT FOR FURTHER INSTRUCTIONS.

5. THE CONTRACTOR SHALL CONFIRM AND DETERMINE EXACT
PIPING, DUCTWORK AND EQUIPMENT LOCATIONS, SIZES AND
ELEVATIONS ON-SITE. ALL ADJUSTMENTS OR RE—-ROUTING
OF THE MECHANICAL SYSTEMS REQUIRED TO AVOID
CONFLICT AND PROVIDE ADEQUATE SPACE FOR SERVICING
AND REMOVAL OF EQUIPMENT SHALL BE MADE AT THE
EXPENSE OF THE CONTRACTOR.

/1 ROOF PLAN - MECHANICAL SHEET KEYNOTES

W 1275 PROVIDE NEW RELAY (BY DIV 16) FOR GAS FIRED UNIT

HEATERS FROM NEW HYDROGEN DETECTION SYSTEM. UNIT
HEATERS TO SHUT AT HYDROGEN GAS DETECTION SYSTEM
ALARM.

NEW HYDROGEN DETECTION SYSTEM BY DIV 16.

PROVIDE NEW STROBE/HORN DEVICE CONNECTED TO
EXISTING METASYS PANEL TO PROVIDE VISUAL AND AUDIBLE
ALARM WHEN MAU-1 IS NOT OPERATION.

PROVIDE NEW MANUAL SHUTOFF SWITCH FOR MAU—1
COMPLETE WITH SIGN.

EXISTING AIR HANDLING UNIT TO REMAIN. CONTROL
SEQUENCE AND SETPOINTS TO BE REVISED AS PER DRAWING
MS.

EXISTING CO AND NOX GAS DETECTION SYSTEM TO REMAIN.
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EXISTING SUPPLY AND EXHAUST DUCTWORK TO REMAIN
WITHIN SPACE.
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Y%TO EXHAUST FAN F—1 TO EXHAUST FAN F—3 /W VENTILATION LEGEND

REMOVE EXISTING EXHAUST GRILLE AND RELOCATE TO WITHIN
18 INCHES OF CEILING. MODIFY EXISTING EXHAUST TAKEOFF

AS REQUIRED. (TYP OF 4)
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NEW DUCT DOWN FROM NEW EXHAUST FAN F—3. DUCT
CONFIGURATION TO MATCH EXISTING DUCT WORK ON THE
EAST SIDE CONNECTED TO F—1. COORDINATE FINAL LOCATION
ON SITE. REFER TO ELECTRICAL DRAWINGS FOR POWER

& ©

7) SYMBOL DESCRIPTION CONNECTION.
S/A SUPPLY AR EXISTING BUS TAIL PIPE EXHAUST CONNECTED TO EXHAUST
E/A EXHAUST AIR FAN F—1 AS SHOWN. REUSE THE DUCT WORK REMOVED
by WO C/W HOSE AND ATTACHMENTS TO RECONFIGURE AS SHOWN.
x| INSULATED DUCT COORDINATE FINAL LOCATION ON SITE.

<|—=—]+ | DuUCT OFFSET

T | ouct ur (s/A)
(M1 7 | puct uP (R/A or E/A)
XTI 7 | oucT powN (s/A)
AL L | pucT powN (R/A or E/A)
/== | s/A DIFFUSER

PROVIDE AND INSTALL NEW SPARK PROOF EXHAUST FAN
F—3 C/W WITH BIRD SCREEN. COORDINATE FINAL LOCATION
ON SITE. REFER TO ELECTRICAL DRAWINGS FOR POWER
CONNECTION.

& @

EXISTING EXHAUST FAN F—1 C/W ASSOCIATED ACCESSORIES.
REPLACE EXHAUST FAN WITH NEW SPARK PROOF EXHAUST

D=== | R/A or E/A GRILLE FAN (F—=1) AS INDICATED C/W BIRD SCREEN. REUSE
= EXISTING LEVELING PAD IF APPLICABLE. REUSE EXISTING
IZ——= | WALL GRILLE or REGISTER ROOF PENETRATION FOR MODIFIED DUCTWORK AS INDICATED.
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