
12 CHAMFER

EMSEAL BEJS SYSTEM

EXPANDED
POLYSTYRENE

15
0

300

16
0

C
- - D

- -

3
23 24

TYPICAL CONSTRUCTION JOINT DETAIL FOR PARAPET WALL / SIDEWALK (NORTH SIDE SHOWN)
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TRANSVERSE SAW CUT - SIDEWALK
SCALE: 1:10
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REINFORCING DETAILS - NORTH WALL
SCALE: 1:10

TYPICAL CONSTRUCTION JOINT DETAIL FOR PARAPET WALL / SIDEWALK (NORTH SIDE SHOWN)
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REINFORCING DETAILS - SOUTH WALL
SCALE: 1:10
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SIDEWALK INDICATOR STRIP TERMINATION AT CONSTRUCTION JOINT (NORTH SIDE SHOWN)
SCALE: 1:10
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MARK TYPE PIN DIAMETER LENGTH NO. MASS

1001X BENT 60 1520 4 3.40

1002X STR 180 4 0.40

1601X BENT 100 2340 152 558.42

1602X BENT 100 2540 205 817.50

1603X STR 2430 150 572.27

1604X BENT 2930 205 943.02

1605X STR 11880 92 1715.95

1606X STR 13380 14 294.09

1607X STR 10380 36 586.68

1608X BENT 100 2140 2 6.72

TOTAL MASS OF REINFORCING STEEL (CHROM X 9000) = 5498.45 KG

W2501 STR 600 42 101.40

TOTAL MASS OF EPOXIED DOWELS = 101.40 KG
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TRANSVERSE SAW CUT - PARAPET
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