1. CIVIC _ADDRESS:

SITE DEVELOPMENT—715 MAIN ST., WINNIPEG, MANITOBA

2. DRAWING INDEX:

EO1.0 — TITLE SHEET
E02.0 — SITE LAYOUT

F06.0 — EQUIPMENT & PANEL SCHEDULES
F08.0 — INSTALLATION SPECIFICATIONS
S. WARNING:

THIS DRAWING MUST BE READ IN CONJUNCTION WITH THE LATEST LANDSCAPE ARCHITECTURAL,
STRUCTURAL, CIVIL, AND LANDSCAPE DRAWINGS.

BEFORE ROUGH—IN WIRING, REFER TO LANDSCAPE ARCHITECTURAL DRAWING FOR EXACT LAYOUT,
DIMENSIONS AND ELEVATIONS.

ANY CHANGES TO DRAWINGS SHALL BE IN WRITING & AUTHORIZED BY THE ENGINEER.

ELECTRICAL CONTRACTOR TO SUPPLY & INSTALL ELECTRICAL EQUIPMENT NOTED ON PLANS FOR A
WORKING SYSTEM UNLESS OTHERWISE NOTED.

DO NOT SCALE OFF DRAWINGS.

4. ELECTRICAL CONTRACTOR TENDER NOTES

4.1. EQUIPMENT:

4.1.1. THE CONTRACTOR SHALL SUBMIT TENDER BASED ON THE EQUIPMENT SPECIFIED IN THE
WRITTEN SPECIFICATION AND ON THE DRAWINGS. NO ALTERNATES WILL BE CONSIDERED
BEFORE THE CONTRACT HAS BEEN AWARDED.

4.1.2. ALL WORK MUST SATISFY THE REQUIREMENTS OF THE CURRENT THE WINNIPEG ELECTRICAL
BY—LAW, MANITOBA BUILDING CODE AND ALL AUTHORITIES HAVING JURISDICTION.

4.1.3. THE ELECTRICAL CONTRACTOR SHALL NOT UNDER ANY INSTANCE REDUCE THE STANDARD
ESTABLISHED BY THE CONTRACT DOCUMENTS BY ANY OF THESE CODES OR REGULATIONS
REFEREED TO IN (3).

4.1.4. ANY PROPOSED RELOCATION(S) BY THE ELECTRICAL CONTRACTOR OF ELECTRICAL EQUIPMENT
AND OTHER EOUIPMENT THAT REQUIRES ELECTRICAL POWER/CONNECTIONS (FROM THAT
SHOWN ON THE DRAWINGS) MUST BE APPROVED BY THE ENGINEER/CLIENT IN WRITING.

4.2. DOCUMENTS:

4.2.1.  CONTRACTORS PRICING/TENDERING MUST OBTAIN A COMPLETE SET OF CURRENT DOCUMENTS
INCLUDING LANDSCAPE ARCHITECTURAL, MECHANICAL (IF APPLICABLE), PLUMBING, SPRINKLER,
STRUCTURAL, SURVEY AND ALL OTHER DRAWINGS/SPECIFICATIONS FOR THIS PROJECT.

4.2.2. CERTAIN INFORMATION REQUIRED TO PROPERLY PRICE WORK INDICATED ON THE ELECTRICAL
DRAWINGS MAY BE FOUND IN OTHER CONSULTANTS DRAWINGS.

5. WORKERS COMPENSATION BOARD (WCB):

5.1. THE GENERAL CONTRACTOR AND SUBCONTRACTORS ARE RESPONSIBLE TO ADMINISTER AND
PROVIDE FOR ALL MATTERS RELATED TO THE JURISDICTION OF THE WORKERS COMPENSATION
BOARD INCLUDING BUT NOT LIMITED TO SITE SAFETY, TEMPORARY AND ANCILLARY WORKS,
TRAINING, AND CONTROL OF THE WORK AND WORK PROCESSES.

5.2. THE CONTRACTORS SHALL ENSURE COMPLIANCE WITH WORKERS COMPENSATION BOARD
INDUSTRIAL HEALTH AND SAFETY REGULATIONS PROVINCIAL OR LOCAL BYLAWS AND ORDINANCES,
AND GOOD WORK PRACTICES AND WHERE NECESSARY OR PRUDENT SHALL PROVIDE ENGINEERING
EXPERTISE TO CONFIRM SUCH COMPLIANCE.

5.3. THE CONTRACTOR ALONE IS RESPONSIBLE FOR SAFETY IN AND AROUND THE JOBSITE.

o. UTILITY:

POWER/TELERHONE /CABLEVISION INCOMING SERVICE (LOCATION OF EOQOUIPMENT/DUCT ROUTING)
INFORMATION TO BE CONFIRMED. (INFORMATION SHOWN IS TO FACILITATE DISCUSSION WITH AUTHORITY ON
PROPOSED SERVICE ENTRY PREFERRED LOCATION AND ARE FOR THAT PURPOSE ONLY).

/. NOTES:

7.1, UTILITIES:

7.1.1. ALL UNDERGROUND UTILITY SLEEVES/DUCTS ARE TO BE INSTALLED AS PER CEC 12-012,
ELECTRICAL & COMMUNICATION UNDERGROUND INSTALLATION TO RUN IN JOINT TRENCH
WHERE POSSIBLE TO THE BUILDING. BENDS MUST BE OF MINIMUM BEND RADIUS OF 36”.

7.1.2. ELECTRICAL CONTRACTOR MUST CO-ORDINATE ROUTING AND INSTALLATION OF ALL
UNDERGROUND DUCTS WITH:

7.1.2.1.UTILITIES (HYDRO, TELEPHONE, GAS, CABLE) REGARDING EXACT ROUTING, DEPTH OF BURIAL
AND OTHER REQUIREMENTS.

7.1.2.2.MECHANICAL (IF APPLICABLE) AND GENERAL CONTRACTOR REGARDING INTERFERENCE WITH
STORM SEWER, SANITARY SEWER, GAS LINES, CATCHBASINS, AND SIMILAR UNDERGROUND
SITE/CITY SERVICES.

7.1.3. SEAL THE DUCTS FROM UTILITY SIDE TO PREVENT WATER ACCUMULATION IN DUCTS. IF THAT
CANNOT BE ENSURED, PROVIDE SERVICE DUCTS WITH A DRAIN CONNECTION BEFORE ENTRY
TO THE BUILDING. THIS DRAIN IS INTENDED FOR RELIEF OF INCIDENTAL WATER ENTERING THE
DUCT. THE DRAIN MUST NOT BE USED TO HANDLE ANY FORM OF AREA DRAINAGE.

7.1.4. ALL SERVICE DUCTS MUST BE SEALED AT POINT OF ENTRY INTO BUILDING THROUGH WALLS.
THE SEAL SHALL PREVENT WATER ENTRY INTO THE BUILDING THROUGH THE WALL
PENETRATION AND IN ADDITION, THE INSIDE OF THE DUCTS (WHERE POSSIBLE) MUST ALSO
BE SEALED AGAINST WATER ENTRY. ENSURE WATERPROOF MATERIAL DOES NOT OBSTRUCT
DUCT DRAIN WHEN PROVIDED.

7.1.5. WHEN INSTALLED OUTDOORS, ARC PRODUCING ELECTRICAL EQUIPMENT/POWER METER SHALL
NOT BE INSTALLED WITHIN 1 METER OF THE COMBUSTIBLE GAS METER, GAS RELIEF DEVICE
OR VENT.

7.1.6. CO—ORDINATE WITH THE GENERAL CONTRACTOR, HYDRO, ELECTRICAL INSPECTOR AND WITH
ALL AUTHORITIES HAVING THE JURISDICTION FOR THE FOLLOWING:

7.1.6.1.MECHANICAL (IF APPLICABLE) PROTECTION (STEEL PROTECTION) POSTS AND REQUIREMENTS
OF POSTS PER UTILITY AND CODE.

7.1.6.2. MECHANICAL (IF APPLICABLE) PROTECTION POSTS TO BE PROVIDED (SUPPLY/INSTALLATION)
BY THE GENERAL CONTRACTOR.

7.1.6.3.PROTECTION OF EXISTING TREES/SHRUBS: ELECTRICAL CONTRACTOR MUST CO—ORDINATE
ROUTING OF ALL UNDERGROUND DUCTS AND ALL UNDERGROUND WIRING WITH ARCHITECT
SITE=SUPERVISOR AND LANDSCAPE ARCHITECT TO PROTECT AND MAINTAIN EXISTING TREES
AND SHRUBS AS INDICATED ON LANDSCAPE AND LANDSCAPE ARCHITECTURAL DRAWINGS.

7.2. OQUTDOOR LIGHTS:
7.2.1. THE OUTDOOR LIGHTS (LANDSCAPE, BUILDING PERIMETER, ROADWAY, ETC.) SHALL BE

CONTROLLED BY PHOTOCELL AND TIME CLOCK, VIA CONTACTOR(S).
7.2.2. REFER TO DRAWINGS FOR LIGHTING LAYOUT AND LUMINAIRE SCHEDULE.

7.2.  CAUTION: ALL OTHER SUBCONSULTANTS/TRADES — ELECTRICAL ROOM:

7.3.  NO LAVATORIES, BATH TUBS, ETC. ON FLOOR AREA ABOVE THE ELECTRICAL ROOM.

7.4. IF EQUIPMENT ABOVE HAVE TO BE LOCATED ABOVE TO ELECTRICAL ROOM DUE TO FLOOR AREA
LIMITATION, PROVIDE ADEQUATE PROTECTION TO ELECTRICAL EQUIPMENT TO PREVENT LEAKED
WATER, CONDENSATION WATER, AND ANY OTHER FORM OF WATER FROM ACCIDENTAL AND SUDDEN
DISCHARGE ON ELECTRICAL REQUIREMENT.

| EGEND > |TV/CABLE OUTLET
POWER PANELBOARD — FLUSH
"= IMOUNT/SURFACE MOUNT
@% DOOR ASSISTS ACTIVATOR PUSH BUTTON
T@®  |COMMUNICATION BOARD
NL NIGHT LIGHT
5 |SINGLE POLE SWITCH (3 DENOTE 3 WAY © HARDWIRED CONNECTION
¢ SWITCH, D DENOTE DIMMER, OS DENOTE
OCCUPANCY SENSOR) O |MOTOR CONNECTION
DUPLEX RECEPTACLE—C DENOTES
UNDER COUNTER, M_DENOTES |, |DISCONNECT SWITCH—NUMBER OF POLES
MICROWAVE DESIGNATED, F DENOTES PER CIRCUIT DESIGNATION
FLOOR, IPLC DENOTES IPLC BLOCK
®  |HEATER CONTROLLER, GFI GROUND
FAULT CIRCUIT INTERRUPTER, C
CEILING MOUNTED, M FOR MICROWAVE, < P |BATTERY PACK C/W EMERGENCY
ARC FOR ARC FAULT LIGHTS
& |208/240V RECEPTACLE — CONFIGURATION S P |EMERGENCY LIGHTS — DUAL HEADS
BY AMPERAGE
LE@ EMERGENCY LIGHT AND EXIT COMBO —
= |QUAD RECEPTACLE ARROWS AS REQUIRED
(@  |JUNCTION BOX — CEILING/WALL +®  |EMERGENCY EXIT SiGN
K] |voICE / DATA OUTLET
STROBE/HORN UNIT — FIRE ALARM SMOKE ALARM — CONNECTED TO 120V
SYSTEM (1 DENOTE TYPE, C DENOTE ®  |NON—SWITCHED CIRCUIT C/W BATTERY
CEILING MOUNTED) BACKUP
STROBE UNIT (1 DENOTE TYPE, C DENOTE m FIRE ALARM PANEL
CEILING MOUNTED)
PULL STATION — FIRE ALARM SYSTEM FIRE ALARM ANNUNCIATION PANEL
[£] |PHONE ENTRY SYSTEM C/W PHONE LINE
[l |RELAY MODULE — FIRE ALARM SYSTEM DIALING CAPABILITY
[\  |MONITOR MODULE — FIRE ALARM SYSTEM
CARBON MONOXIDE DETECTOR — FIRE
ALARM SYSTEM
SMOKE DETECTOR
SMOKE DETECTOR — DUCT MOUNTED
@®  |HEAT DETECTOR — (D DENOTES DUCT
MOUNTED, MP DENOTES MOISTURE PROOF)
CARBON MONOXIDE ALARM — CONNECTED
@  |TO 120V NON—SWITCHED CIRCUIT C/W
BATTERY BACKUP
HORN UNIT — FIRE_ALARM SYSTEM (1
[  |DENOTE TYPE, C DENOTE CEILING

MOUNTED)

VERIFY SHEET SIZE. BAR TO

THE RIGHT IS 17 IF THIS IS A

FULL SIZE DRAWING.

ABBREVIATIONS PH PHASE
: PNL PANEL
A VIPERE PV PV PHOTOVOLTAIC
AFF ABOVE FINISHED FLOOR LEVEL PVC POLYVINYL CHLORIDE
AF ARC FAULT PWR POWER
AMP FUSE Q
Qry QUANTITY

AFG ABOVE FINISHED GRADE LEVEL
AIC AMPERE INTERRUPTING CAPACITY (RR) Y=
AL ALUMINUM
ARCH'L  LANDSCAPE ARCHITECTURAL RECEP _ RECEPTACLE
< VP SWITCH REQD  REQUIRED
WG AVERICAN WIRE GAUGE RSC RIGID STEEL CONDUIT
5 SBO SUPPLIED BY OTHERS
BC BARE COPPER >
SL0G S OILDING SCHED  SCHEDULE
c SECT SECTION
c “ONDUIT SPEC SINGLE POLE
A3 CABINET SN SOLID NEUTRAL
AT CATALOG/CATEGORY SPEC SPECIFICATION
c/B CIRCUIT BREAKER SW SWITCH
e CRCUIT SWBD  SWITCHBOARD
C CEILING SWGR  SWITCH GEAR
co CONDUIT ONLY SYS SYSTEM
CC,COM T
M COMMUNICATION TEMP  TEMPORARY
Ccu COPPER TELE TELEPHONE
cuL UNDERWRITERS LABORATORY-CANADA  T-STAT  THERMOSTAT
b TELEPHONE TERMINAL
DEMO  DEMOLITION/DEMOLISH 118 BACKBOARD/CABINET
DISC. DISCONNECT TYP. TYPICAL
DN DOWN U
DWG DRAWING U/G UNDER GROUND
c U.N.O.  UNLESS NOTED OTHERWISE
EA EACH v
ELEC. ELECTRICAL v VOLT OR VOLTAGE
ELEV ELEVATOR VA VOLT AMPERE
M EMERGENCY VD VOLTAGE DROP
EMT ELECTRICAL METALLIC TUBING vP VAPOR PROOF
EQUIP EQUIPMENT w
(E) EXISTING TO REMAIN W WATT, WIRE
" WCR WITHSTAND CURRENT RATING
FBO FURNISHED BY OTHERS WEB WINNIPEG ELECTRICAL BY-LAW
- FORCE FLOW HEATER WP WEATHERPROOF, CSA/NEMA 3R
FFL FINISHED FLOOR LEVEL X
FIXT FIXTURE XFMR,TX TRANSFORMER
FLEX FLEXIBLE METALLIC CONDUIT(STEEL) .
FLOR FLUORESCENT CABLE [YPES:
T FEET OR FOOT ELECTRICAL BURIED CABLE
G SHAW BURIED DUCT
GFA GROUND FAULT ALARM BELLMTS BURIED DUCT
GFCI GROUND FAULT CIRCUIT INTERRUPTER
GND GROUND
H
HP HORSEPOWER

HEATING, VENTILATING & AIR
HVAC CONDITIONING
|
ISC SHORT CIRCUIT AMPERES
J
JB,J-BOX  JUNCTION BOX
K
KCMILM
cM THOUSAND CIRCULAR MILS
KVA KILOVOLT-AMPERE
KW KILOWATT
L
LTG LIGHTING
M
MAX. MAXIMUM
MBC MANITOBA BUILDING CODE
MCB MAIN CIRCUIT BREAKER
MEC MANITOBA ELECTRICAL CODE
MECH.  MECHANICAL (IF APPLICABLE)

MOUNTING HEIGHT MEASURED FROM

FFL TO UNDERSIDE OF ROUGH-IN OF THE
M/H SAID INSTALLATION
MIN. MINIMUM
MLO MAIN LUGS ONLY
MTD MOUNTED
M METER
N
NBC NATIONAL BUILDING CODE
NC NORMALLY CLOSED

NATIONAL ELECTRICAL MANUFACTURERS
NEMA  ASSOCIATION
NEUT NEUTRAL
NFC NATIONAL FIRE CODE
NF NON-FUSIBLE
NIC NOT IN CONTRACT
NL NIGHT LIGHT
NO NORMALLY OPEN
NTS NOT TO SCALE
0
oCP OVERCURRENT PROTECTION

0 1

1

NOTES

SCOPE OF DRAWINGS IS LIMITED TO MARKERS SITE
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