
T/O MAIN FLOOR
EL 100000

9

TOP OF PILE CAP
EL 97646

254 HOLLOWCORE

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP
TYPICAL

300x2000 CONCRETE BEAM
C/W 200x354 UPSTAND

600Ø PILE CAP

190 MASONRY BLOCK WALL

350 HEX

38x0.76 ACOUSTIC STEEL ROOF DECK

150 CARDBOARD VOID FORM

254 HOLLOWCORE

190 DEEP MINIMUM BEAM
R/W 2-10M CONTINUOUS IN
20 MPa CONCRETE FILL
TYPICAL

VERTICAL WALL REINFORCING
SEE SCHEDULE

SLOPED

4-20M HOOKED DOWELS
TYPICAL

10M Z-BAR TIE INTO BROKEN OUT CORE
GROUT IN SOLID
SEE PLAN FOR LOCATIONS

DOWELS TO MATCH VERTICAL WALL 
REINFORCING SIZE AND SPACING

150x200x16 BEARING PLATE
2-13Ø x 150 LONG NELSON 
STUDS @ 100 O/C

350 DEEP OWS JOIST

900 DEEP OWS JOIST

U/S STEEL DECK

EL 105276

T/O MAIN FLOOR
EL 100000

305 HOLLOWCORE

HSS 127x127x13

300x600 CONCRETE BEAM B9
C/W 150x126 UPSTAND

350 HEX PILE

600Ø PILE CAP

254 HOLLOWCORE

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP

W310x33

W530x74

W530x66

38x0.76 STEEL ROOF DECK

L102x102x6.4 SLOPED CONTINUOUS DECK SUPPORT
WELDED TO JOIST OR 13 WEB STIFFNERS
EACH SIDE OF BEAM @ 900 O/C MAXIMUM

L102x102x6.4

CONTINUOUS PLASTIC
BEARING PAD TYPICAL

75 MINIMUM HOLLOWCORE BEARING
TYPICAL

15M VERTICAL @ 1220 O/C 50 MAX OFFSET
FROM HOLLOWCORE JOINTS

38x0.76 STEEL ROOF DECK

SLOPED

CONT L76x76x6.4 DECK CLOSURE
WELDED TO JOIST SEAT

T/O PILE CAP

EL 98920

REFER TO COLUMN POCKET DETAIL 
AT CONCRETE BEAM

4-20M HOOKED DOWELS
TYPICAL

LEVELLING SAND

WALK-IN COOLER/FREEZER
REFER TO ARCHITECTURE 
FOR EXACT LOCATION

175 MAX BONDED CONCRETE TOPPING

U/S STEEL DECK

EL VARIES

U/S STEEL DECK

EL 105610

500x500 CONCRETE PILASTER PIL2

750 DEEP OWS JOIST

13 THICK CAP PLATE

13 WEB STIFFENERS, 
TYPICAL OVER HSS 

, TYPICAL

CONTINUOUS 15M HORIZONTAL
(BEHIND VERTICAL DOWEL)

10M TIE @ 1220 O/C
(IN HOLLOWCORE GROUT KEYS)
TYPICAL

R/W 10M @ 300 O/C E/W TOP

T/O MAIN FLOOR
EL 100000

16 PRESSURE TREATED PLYWOOD SHEATHING
WITH GALVANIZED H-CLIPS
PRE-ENGINEERED WOOD TRUSSES @ 600 O/C

190 MASONRY BLOCK WALL

2-38x184 NAILER
13Ø x 150 EMBEDMENT EXPANSION
ANCHOR BOLTS @ MAXIMUM 1000 O/C
TYPICAL

200 CONCRETE SLAB

200x600 CONCRETE BEAM B1

300 HEX PILE

4:12

T/O PILE CAP

EL 99400

150 CARDBOARD VOID FORM

U/S TRUSS

600Ø PILE CAP

1

4:12

390 DEEP MINIMUM BOND BEAM
R/ 2-10M CONTINUOUS IN 
20MPa CONCRETE FILL
TYPICAL

CONTINUOUS 38x235 RIM JOIST
RIPPED TO SUIT TRUSS HEEL HEIGHT

190 MASONRY PONY WALL 
R/W 15M VERTICALS IN 
GROUTED CORES @ 800 O/C

190 DEEP MINIMUM BOND BEAM
R/W 2-10M CONTINUOUS IN
20 MPa CONCRETE FILL

15M TOP DOWELS @ 300 O/C
BOTTOM DOWELS TO MATCH 
BOTTOM REINFORCING

15M HOOKED DOWELS 
@ 800 O/C FROM BOTTOM OF 
SLAB TO MASONRY PONY 
WALL

DOWELS TO MATCH VERTICAL WALL 
REINFORCING SIZE AND SPACING

TYPICAL

SIMPSON H1A METAL FRAMING CONNECTORS 
EACH END OF EACH TRUSS.

• WOOD FRAMING TO BE KILN DRIED NO.1/NO.2 SPF
• PRE-ENGINEERED WOOD TRUSSES TO BE DESIGNED IN 

ACCORDANCE WITH CSA 086, MANITOBA BUILDING CODE 2024 
AND FOR SNOW BUILDUPS AS PER ROOF LOADING PLAN ON 
DRAWING S2.5. DESIGN ROOF DEAD LOAD = 0.75 kPa.

• PLYWOOD SHEATHING SHALL BE EXTERIOR DOUGLAS FIR PLYWOOD 
CONFORMING TO CSA 0121-08 "DOUGLAS FIR PLYWOOD"

EL 102476

38x89 BOTTOM CHORD 
CONTINUOUS BRACE

200x600 CONCRETE BEAM B1

CONTINUOUS 38x200 KEY
TYPICAL

150 CONCRETE SLAB-ON-GRADE
15M @ 300 O/C EACH WAY TOP
10M @ 300 O/C BOTTOM 
150 COMPACTED GRANULAR FILL

300x300 EDGE STIFFENER
4-20M CONTINUOUS & 10M TIES @ 300 O/C
C/W DOWELS TO CONCRETE BEAM

3
0
0

300

1

1

38 KEY

150 SHEARMAT VOID FORM

600

15M TOP DOWELS @ 300 O/C

COORDINATE WITH ARCHITECTURAL

1200

1

SLOPE

Winnipeg
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