KEY NOTES [*]

1. PROVIDE GROUND CLAMP SIZED AS REQUIRED TO SUIT BUILDING STEEL ETC.

2. PROVIDE BOND BACK TO MAIN BUILDING GROUND BAR LOCATED IN MAIN DISTRIBUTION
ROOM.

3. PROVIDE STEEL ALLIGATOR GROUND CLAMP FOR 10 CYLINDERS.
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GENERAL NOTES

EXPLOSIVE GAS TANK STORAGE GROUNDING

A ALL WIRING SHALL BE INSTALLED IN CONDUIT.
B. REFER MECHANICAL EQUIPMENT SCHEDULE(S) FOR ADDITIONAL
REQUIREMENTS.
C. REFER TO MECHANICAL CONTRACT DOCUMENTS FOR ADDITIONAL
REQUIREMENTS.
D. COORDINATE COMPLETE INSTALLATION WITH MECHANICAL.
E. ALL WIRING BY DIV. 26 UNLESS NOTED OTHERWISE.
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GENERAL NOTES

e  WIRE AND CONNECT ALL DEVICES BELOW FOOTPRINT OF
KITCHEN HOOD THROUGH NORMALLY CLOSED CONTACTORS.

e  ON ACTIVATION, KITCHEN HOOD FIRE SUPPRESSION SYSTEM
SHALL ENGAGE FUEL SHUT-OFF VALVE TO THE OFF POSITION.

e  ONACTIVATION, KITCHEN HOOD FIRE SUPPRESSION SYSTEM
SHALL DISENGAGE POWER TO ALL ELECTRICAL OUTLETS
WITHIN 2' (600mm) EITHER SIDE OF THE KITCHEN HOOD.

e PROVIDE BI-DIRECTIONAL ALARM SIGNAL TO FIRE ALARM
PANEL SUCH THAT AN ACTIVATION OF THE FIRE ALARM
SYSTEM WILL SHUT OFF THE FUEL VALVE AND, ACTIVATION OF
FIRE SUPPRESSION SYSTEM WILL CAUSE FIRE ALARM PANEL
TO GO INTO ALARM.
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