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GREASED SONOTUBE 
UPPER 1500mm OF PILE

450mm CONCRETE PILE REINFORCED W/ 
(5) 15M VERTICAL CONT. AND 10M RINGS 
@ 150mm O.C. TOP FOR TOP 1m, THEN 
300mm O.C. MIN. 50mm COVER
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WELDED PLATE W/ 
SCREW OR BOLT

KEBONY CLEAR RADIATA BEAM
38x184mm @ 241mm O.C.

MAGLIN LEXICON 1500 
SERIES TABLES & BENCHES 
SURFACE MOUNT
REFER TO MANUFACTURER'S 
SPECIFICATIONS

610mm TABLE EXTENSION

GALVANIZED 230x280x19mm PLATE 
BASE ANCHORED W/ (4) 16mm EPOXIED 
ANCHOR BOLTS, 150mm EMBEDMENTCONCRETE HEADER, 

(2) 10M BARS 
CONTINUOUS, MIDDLE

COMPACTED SUBGRADE
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GRANITE MULCH

T Y P .

ARBOUR COLUMN STEEL BENT PLATE
150x200mm, 6mm THICK
BLACK POWDER COATED

TOP ARBOUR BAY STEEL BENT PLATE
150x200mm, 6mm THICK
BLACK POWDER COATED

TOP ARBOUR SIDE RAIL STEEL BENT PLATE
150x200mm, 6mm THICK

BLACK POWDER COATED

REFER TO MANUFACTURER'S
WRITTEN SPECIFICATIONS

COORDINATE WITH ELECTRICAL

STEEL BEND PLATE FOR
MOUNTED LIGHTING

100x150mm, 6mm THICK
BLACK POWDER COATED

WELDED TO COLUMN

LIGHTING MOUNTING

CONDUIT PAINTED BLACK TO
MATCH ARBOUR COLUMN
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25mm GAP TYP. FOR DRAINAGE

WELDED PLATE W/ SCREW OR BOLT

STEEL BEND PLATE FOR MOUNTED LIGHTING
100 x 150mm, 6mm THICK BLACK POWDER 
COATED. WELDED TO COLUMN

LIGHTING
REFER TO MANUFACTURER'S SPECIFICATIONS

UNDERGROUND CONDUIT
REFER TO ELECTRICAL

20mm DOWN COMPACTED 
GRANULAR BASE

GALVANIZED 230x280x19mm PLATE
BASE ANCHORED W/ (4) 16mm EPOXIED
ANCHOR BOLTS, 150mm EMBEDMENT
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MAGLIN LEXICON 1500 
SERIES TABLES & BENCHES 
SURFACE MOUNT
REFER TO MANUFACTURER'S 
SPECIFICATIONS

ARBOUR COLUMN STEEL BENT PLATE
150x200mm, 6mm THICK
BLACK POWDER COATED

TOP ARBOUR SIDE RAIL STEEL BENT PLATE
150x200mm, 6mm THICK
BLACK POWDER COATED

KEBONY CLEAR RADIATA BEAM
38x184mm @ 241mm O.C.

CONCRETE HEADER
(2) 10M BARS CONTINUOUS, MIDDLE

COMPACTED SUBGRADE
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ARBOUR SECTION
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COORDINATE WITH ELECTRICAL

CONDUITS FOR LIGHTING TO BE 
PAINTED BLACK.
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