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INSULATED SECTIONAL
OVERHEAD DOOR C/W
TRACKS AND HARDWARE
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38 mm x 140 mm WOOD BLOCKING

6 mm PAINTED BENT STEEL PLATE
TO 1200 mm HIGH, C/W GUSSET 
PLATES @ 300 mm O.C.

GALVANIZED STEEL BOLLARD 
C/W SPECIFIED COVER AND 
CONCRETE FOUNDATION (TYP.)

6 mm CONTINUOUS
BENT STEEL PLATE (PTD.)

100 mm x 100 mm STEEL ANGLE
LAP AVBM OVER AS SHOWN

FOAM ROD AND CAULK
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PREFINISHED FIBERGLASS
WINDOW UNITS C/W 
TRIPLE GLAZING. FOR SILL 
HEIGHTS AND WINDOW TYPES
REFER TO ELEVATIONS
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PREFINISHED METAL CLOSURE TRIM 
CONTINUOUS CAULK TO MASONRY

LINE OF SILL FLASHING BELOW

PREFINISHED FIBERGLASS WINDOW 
UNITS C/W TRIPLE GLAZING. LOCATE 
FRAMES SUCH THAT CENTRE OF GLAZING 
IN LINE WITH GRID/GRADE BEAM BELOW.

RETURN GYSPUM BOARD INTO FRAME

SHIM AS REQUIRED

SELF-ADHESIVE DETAIL STRIP AT 
JAMB TO RETURN ONTO BLOCK. 
LAP AVBM OVER DETAIL STRIP AND 
INSTALL SECOND  STRIP OVER BOTH. 
FILL ALL VOIDS WITH SPRAY INSULATION.

FOAM ROAD AND CAULK

2 LAYERS 19 mm PLYWOOD
SECURED TO 38 x 89 mm
WOOD FRAMING
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D

SHADING INDICATES EXISTING 
CONSTRUCTION TO REMAIN (TYP.)

LAP AND SEAL AVBM 
OVER 24 GA. GALV. BENT SHEET
AND ONTO EXISTING MEMBRANE

WALL CONSTRUCTION 
AS INDICATED ON PLANS

230267

10

HOLLOW METAL DOOR & FRAME 
- REFER TO DOOR SCHEDULE (TYP.)

25 mm BULLNOSE EDGE AT 
EXPOSED CORNER (TYPICAL)

CONTINUOUS FOAM ROD AND CAULK, 
ALL AROUND, BOTH SIDES (TYPICAL)

16 mm GYPSUM BOARD (PTD.) 
ADHERED TO EXISTING BLOCK

16 mm GYPSUM BOARD OVER
41 mm STEEL STUDS

WALL CONSTRUCTION AS 
INDICATED ON PLANS (TYP.)

SHADING INDICATES 
EXISTING CONSTRUCTION 
TO REMAIN (TYP.)

FRAME TO BE INSTALLED FULSH TO 
EXISTING CORRIDOR WALL (TYP.)

255

365

ALIGN WITH EXISTING
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INTERIOR HOLLOW METAL FRAME W/ 
GLAZING INSTALLED FULSH TO 
EXISTING VESTIBULE/CORRIDOR WALL

FOAM ROD AND CAULK ALL SIDES

SHADING INDICATES EXISTING 
CONSTRUCTION TO REMAIN (TYP.)

LAP AND SEAL AIR BARRIER MEMBRANE 
OVER 24 GA. GALV. BENT SHEET
AND ONTO EXISTING MEMBRANE

WALL CONSTRUCTION AS 
INDICATED ON PLANS (TYP.)

HOLLOW METAL DOOR & FRAME 
- REFER TO DOOR SCHEDULE (TYP.)

CONTINUOUS FOAM ROD AND CAULK, 
ALL AROUND, BOTH SIDES (TYPICAL)

2
3
0

25 mm BULLNOSE EDGE AT 
EXPOSED CORNER (TYPICAL)

ALIGN WITH EXISTING
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PREFINISHED METAL CLOSURE TRIM 
CONTINUOUS CAULK TO MASONRY

INSULATED HOLLOW METAL DOOR AND FRAME 
- REFER TO DOOR SCHEDULE (TYP.)

FOAM ROD AND CAULK 
ALL AROUND - BOTH SIDES

25 mm RADIUS EDGE ON 
EXPOSED INTERIOR SIDE

2 LAYERS 19 mm PLYWOOD
SECURED TO 38 x 89 mm
WOOD FRAMING

1
0
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LAP WALL AVBM 
OVER DETAIL STRIP

12

D

SHADING INDICATES EXISTING 
CONSTRUCTION TO REMAIN (TYP.)

DEMOLISH EXISTING 
CONSTRUCTION BACK 
TO BASE STRUCTURE

REMOVE EXISTING STEEL 
CLADDING - SALVAGE 
FOR REINSTALLATION

10
EXISTING MASONRY COLUMN
TO REMAIN - REFER TO STRUCT.

DEMOLISH EXISTING GYPSUM BOARD 
ON STEEL STUD INFILL CONSTRUCTION

REMOVE EXISTING STEEL CLADDING 
- SALVAGE FOR REINSTALLATION.
DEMOLISH REMAINING CONSTRUCTION 
BACK TO BASE STRUCTURE (TYP.)

G

4

DEMOLISH EXISTING GYPSUM BOARD 
ON STEEL STUD INFILL CONSTRUCTION

SHADING INDICATES EXISTING 
CONSTRUCTION TO REMAIN (TYP.)

REMOVE EXISTING STEEL CLADDING 
- SALVAGE FOR REINSTALLATION

DEMOLISH EXISTING 
CONSTRUCTION BACK 
TO BASE STRUCTURE

G
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