
ROOF

3_
4" PLYWOOD SHEET

FILL SPACE BETWEEN CURB
AND DUCTWORK WITH MINERAL
WOOL INSULATION

EXTEND ROOFING MEMBRANE
TO TOP OF CURB.  WRAP TO
INSIDE OF CURB.

GALVANIZED UNISTRUT 1-1/2" X 1-1/2"
SECURELY FASTEN INTO WOOD

BLOCKING BY GENERAL CONTRACTOR

WIRE AND CONDUIT/TECK SYSTEM
STRAPPED TO UNISTRUT FRAME WITH

GALVANIZED STRAPS

WEATHERPROOF DISCONNECT FOR
MECHANICAL EQUIPMENT

CAULK JOINT ALL AROUND

GALVANIZED STEEL FLASHING C/W
WATER PROOF FASTENERS

11_
2" WOOD NAILER ALL AROUND

1_
2" PLYWOOD SHEATHING STEEL

STUD FRAMING WOOL INSULATION

RETURN VAPOR
BARRIER TO TOP OF

CURB

CONDUIT/TECK CABLE SHALL PENETRATE
CURB 1" (25MM) BELOW FLASHING

TYPICAL LABELLING

EMERGENCY
BATTERY BANK #1

RG24S350-2LD13-AT-TMBK/
440.0620-L/VSR-4(120)-INT-PBL

JMK-231-EBB#1
VOLTAGE RELAY A1-3, B2-29

INSTALLED NOV 4, 2014

CATALOGUE NO.

SCHOOL CODE - SCHOOL# - EBB#
AC CIRCUIT(S) MONITORED

DATE INSTALLED

EMERGENCY BATTERY
BANK LABEL

PANEL 'C1'
225A, 120/208V,3PH, 4W

FED FROM CDP-SD2 (ROOM# B1)
INSTALLED NOV 4, 2014

PANEL NAME
PANEL RATING

FED FROM
DATE INSTALLED

BRANCH CIRCUIT
PANEL LABEL

TYPICAL DUPLEX SUMP PUMP WIRING DETAIL

DUPLEX CONTROLLER
SUPPLIED BY MECHANICAL
AND INSTALLED BY
ELECTRICAL

DISCONNECT SWITCH
SUPPLIED AND INSTALLED
BY ELECTRICAL

1

2

3

4

1. HIGH WATER ALARM.
2. START ALTERNATE PUMP #2 FLOAT CONTROL.
3. START PUMP #1 FLOAT CONTROL.
4. STOP PUMP FLOAT CONTROL.
5. REMOTE ALARM PANEL. REFER TO MECHANICAL

CONSTRUCTION DOCUMENTS FOR LOCATIONS.

KEY NOTES #GENERAL NOTES
• FLOATS AND ALARM SUPPLIED BY MECHANICAL AND

INSTALLED BY ELECTRICAL.
• REMOTE ALARM(S)  SUPPLIED BY MECHANICAL AND INSTALLED

BY ELECTRICAL.
• REFER TO MECHANICAL FOR CONTROL WITH DDC SYSTEM.
• COORDINATE SIZE AND QUANTITY OF ELECTRICAL

CONNECTIONS WITH MECHANICAL CONTRACTOR PRIOR TO
TENDER CLOSE. ADJUST QUANTITY AND SIZE OF BREAKERS
AND WIRING TO ACCOMMODATE SUPPLIED CONTROLLER AT
NO ADDITIONAL COST TO OWNER.

CIRCUITS BACK TO
ELECTRICAL PANEL. REFER

TO EQUIPMENT SCHEDULES

PUMP #2PUMP #1

REMOTE
ALARM

5

120V CONTROL CIRCUIT

CONNECT PUMP TO
CONTROLLER.  WHERE
PLUG CONFIGURATION NOT
PROVIDED, HARD WIRE
PUMP TO CONTROLLER

FINISHED GRADE

REFER TO STRUCTURAL
AND LANDSCAPE

300mm IN PEDESTRIAN AREAS
600mm IN VEHICLE AREAS

REFER TO STRUCTURAL AND LANDSCAPE

BASE PLATE

BASE
FLANGE C/W
BOLT COVERS

POLE AS SPECIFIED

GASKETTED
HAND HOLE

ANCHOR BOLTS PROVIDED BY
ELECTRICAL CONTRACTOR

CONCRETE
BASE

CABLE MARKER

PRESSURE TREATED
PLANKING (PWF)

NMWU OR TECK U/G WIRING
IN TRENCH WITH SAND BED
TO PANEL OR NEXT
LUMINAIRE

1-1/4" (35mm) PVC CONDUIT
PAST EDGE OF BASE

POLE MOUNTED LUMINAIRE BASE DETAIL

NAMEPLATE

PARTIAL POLE
ELEVATION

PARTIAL SECTION
THROUGH POLE

POLE AS
SPECIFIED

CONDUIT STUBBED UP
THROUGH BASE

CONCRETE BASE
REFER TO STRUCTURAL

ROOF RECEPTACLE DETAIL - STAND-ALONE CURB

GFI RECEPTACLE COMPLETE WITH
WEATHER PROOF COVER MEETING

REQUIREMENTS OF CEC 2-316 & 26-710.
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