
T.O. MAIN FLOOR

ELEV. 100000

1

T.O. VOCATIONAL WING PARAPET

ELEV. 106000

ROOF CONSTRUCTION TYPE 2

- 2 PLY MODIFIED BITUMINOUS MEMBRANE ROOFING
C/W CAP SHEET & BASE SHEET MEMBRANES

- HIGH DENSITY GLASS-MAT COVER BOARD
- 150 mm (RSI 6.36) RIGID INSULATION
- AIR / VAPOUR BARRIER MEMBRANE
- 16 mm TYPE X FIBREGLASS FACED GYPSUM BOARD
- 38 mm ACOUSTIC STEEL DECK
- STEEL STRUCTURE (REFER TO STRUCT.)

PARAPET CONSTRUCTION TYPE 1*

- 90 mm MASONRY VENEER (REFER TO BUILDING
ELEVATIONS FOR TYPES & LOCATIONS)

- 40 mm AIR SPACE
- 100 mm SEMI-RIGID MINERAL WOOL INSULATION
- VAPOUR PERMEABLE AIR BARRIER MEMBRANE
- 13 mm FIBREGLASS FACED GYPSUM BOARD
- 152 mm STEEL STUDS @ 400mm O.C.
- 152 mm SEMI-RIGID MINERAL WOOL INSULATION
- 16 mm PLYWOOD (TYP.)
- 13mm FIBREGLASS FACED GYPSUM BOARD
-  2 PLY MODIFIED BITUMINOUS MEMBRANE ROOFING

PREFINISHED FIBREGLASS WINDOW UNIT 
C/W TRIPLE GLAZING (TYP.)

PREFINISHED STEEL SILL FLASHING (TYP.) 

EXTERIOR WALL CONSTRUCTION TYPE 1A

- 90 mm MASONRY VENEER (REFER TO BUILDING
   ELEVATIONS FOR TYPES & LOCATIONS)
- 40 mm AIR SPACE
- 100 mm SEMI-RIGID MINERAL WOOL INSULATION
- AIR / VAPOUR BARRIER MEMBRANE
- 190 mm CONCRETE MASONRY UNITS

TYPICAL FLOOR CONSTRUCTION

- 100 mm CONCRETE TOPPING
- CONCRETE HOLLOWCORE SLABS

(REFER TO STRUCT.)

INACCESSIBLE VOID SPACE

PREFINISHED STEEL CAP FLASHING (TYP.) 
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U/S STEEL DECK (LOW PT.)

ELEV. 105175
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PROVIDE PLASTIC LAMINATE SILL 
ANCHORED TO WOOD NAILER SET 
INTO CONCRETE BLOCK (TYP.)

PROVIDE PREFINISHED FIBERGLASS 
EXTENSION JAMBS TO 3 SIDES OF 
WINDOW AT EXPOSED CONCRETE 
BLOCK WALL OPENINGS (TYP.)

55907070

230

TYPICAL BASE CONSTRUCTION TYPE 1

- CORRUGATED GALVANIZED STEEL CLADDING
TO 200 mm BELOW GRADE MIN.

- GALVANIZED METAL FURRING BARS
- 50 mm HIGH LOAD RIGID INSULATION TO

200 mm BELOW GRADE MIN.
- 100 mm HIGH LOAD RIGID INSULATION TO

BOTTOM OF GRADE BEAM
- BITUMINOUS DAMPPROOFING
- CONCRETE GRADE BEAM (REFER TO STRUCT.)

TYPICAL GRADE BEAM CONSTRUCTION

- DRAINAGE BOARD
- 100 mm HIGH LOAD RIGID INSULATION
- BITUMINOUS DAMPPROOFING
- CONCRETE GRADE BEAM

(REFER TO STRUCT.)

ANGLE BOTTOM OF INSULATION 
TO PREVENT SOIL UPLIFT (TYP.)

50 mm x 1200 mm RIGID INSULATION
(2 LAYERS TO OVERLAP AT ALL CORNERS)
FULL PERIMETER C/W 20 DEGREE SLOPE
ON FILTER AGGREGATE AS SPECIFIED

150 mm DIA. PERFORATED DRAINAGE PIPE
C/W FILTER CLOTH COVERED WITH 150 mm
MIN. FILTER AGGREGATE AS SPECIFIED,
FULL PERIMETER (TYP.)
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MINIMUM COVERAGE ON INTERIOR 
FACE OF PERIMETER GRADE BEAM TO 
BE 300 mm (TYPICAL ALL LOCATIONS)

T.O. MAIN FLOOR

ELEV. 100000

5

T.O. VOCATIONAL WING PARAPET

ELEV. 106000

T.O. MECH. MEZZANINE

ELEV. 104000

T.O. MECH. MEZZANINE PARAPET

ELEV. 109400
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PREFINISHED STEEL CAP, DRIP & 
TRANSITION FLASHINGS (TYP.)

ROOF CONSTRUCTION TYPE 2PREFINISHED STEEL CAP FLASHING (TYP.)

PARAPET CONSTRUCTION TYPE 2*

- PREFINISHED STEEL CLADDING (VERTICAL)
(REFER TO BUILDING ELEVATIONS)

- 100 mm SEMI-RIGID MINERAL WOOL INSULATION
- THERMAL ISOLATION CLIP SYSTEM

C/W HORIZONTAL SUB-GIRTS
- VAPOUR PERMEABLE AIR BARRIER MEMBRANE
- 13 mm FIBREGLASS FACED GYPSUM BOARD
- 152 mm STEEL STUDS @ 400 mm O.C.
- 152 mm SEMI-RIGID MINERAL WOOL INSULATION
- 16 mm PLYWOOD (TYP.)
- 13 mm FIBREGLASS FACED GYPSUM BOARD
- AIR / VAPOUR BARRIER MEMBRANE
- 2 PLY MODIFIED BITUMINOUS MEMBRANE ROOFING

EXTERIOR WALL CONSTRUCTION TYPE 2A

- PREFINISHED STEEL CLADDING (VERTICAL)
(REFER TO BUILDING ELEVATIONS)

- 100 mm SEMI-RIGID MINERAL WOOL INSULATION
- THERMAL ISOLATION CLIP SYSTEM

C/W HORIZONTAL SUB-GIRTS
- AIR / VAPOUR BARRIER MEMBRANE
- 190 mm CONCRETE MASONRY UNITS

T.O. MASONRY
U/S STEEL DECK (HIGH PT.)

ELEV. 105385

U/S STEEL DECK

ELEV. 108700

T.O. MASONRY

ELEV. 108600

TYPICAL FLOOR CONSTRUCTION

SLOPE CONCRETE FLOOR TOPPING TO DRAINS 
IN ALL MECHANICAL/ELECTRICAL ROOMS (TYP.)

100

PROVIDE 150 mm HIGH x 100 mm WIDE CONTINUOUS 
CONCRETE CURB AROUND ENTIRE PERIMETER OF 
MECHANICAL ROOMS & AROUND ALL FLOOR 
PENETRATIONS (TYP.) - ISOLATE CURBS FROM WALL WITH 
MIN. 10 MIL. POLY & SLOPE TOP AWAY FROM WALLS (TYP.)

PROVIDE MIN. 150 mm HIGH CONCRETE HOUSEKEEPING 
PADS UNDER ALL MECHANICAL EQUIPMENT & PROVIDE 
ALL MECHANICAL EQUIPMENT ON ISOLATORS - TYP.)

ACOUSTICAL CEILING TILE SYSTEM (ACS)
- REFER TO REFLECTED CEILING PLANS

255
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PREFINISHED STEEL DRIP 
FLASHING & TRIMS ALL 
AROUND OPENINGS (TYP.)

REFER TO MECHANICAL FOR ALL DUCTING & 
REQUIRED SIZING FOR PENETRATIONS -
SLOPE ALL PENETRATIONS DOWN AWAY 
FROM EXTERIOR WALL OPENINGS (TYP.)

T.O. MAIN FLOOR

ELEV. 100000

T.O. VOCATIONAL WING PARAPET

ELEV. 106000

T.O. MECH. MEZZANINE

ELEV. 104000
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ROOF CONSTRUCTION TYPE 2 PREFINISHED STEEL CAP FLASHING (TYP.)

PARAPET CONSTRUCTION TYPE 2*

EXTERIOR WALL CONSTRUCTION TYPE 2A

U/S STEEL DECK

ELEV. 108700

T.O. MASONRY

ELEV. 108600

T.O. MECH. MEZZANINE PARAPET

ELEV. 109400

U/S STEEL DECK (HIGH PT.)

ELEV. 105535
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ROOF CONSTRUCTION TYPE 2

INSULATED HOLLOW METAL DOOR AND FRAME 
- REFER TO DOOR SCHEDULE TYP.)

INACCESSIBLE VOID SPACE (TYP.)
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