
PLANT IN 75 DEPTH SAUCER

300 DEPTH PLANTING MEDIUM

SCARIFY TO 150 MIN. DEPTH

SUBGRADE

FINISHED GRADE

75 DEPTH MULCH

PERENNIAL RELOCATION
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No. REVISION/DESCRIPTION BY DATE

PROJECT 

SHEET TITLE 

SCALE PROJECT No: SHEET No: 

Winnipeg

SLJC

2024-04-01

AS NOTED L2.22020-127

Landscape Softscape Details

50 FRONTIER TRAIL, WINNIPEG, MANITOBA R3Y 2H1

VOCATIONAL WING - TENDER # 
PEMBINA TRAILS COLLEGIATE

SL MG

954-2023B

JCISSUE FOR CONSTRUCTION0 2024
04-01

TOPSOIL DEPTH OF 
ROOTBALL OR 1000 MIN.

SCARIFY SIDES & BOTTOM TO 
150 MIN. DEPTH

SUBGRADE

ORANGE SURVEYOR'S TAPE

GUY WIRE - 9 GUAGE FLEXIBLE 
NON-CORROSIVE STRAND WIRE

WOVEN POLYPROPELENE STRAP

P.G. WIRE TIGHTENER

100 DEPTH WATERING SAUCER

75 DEPTH MULCH

SPADE EDGE TO Ø OF 
BRANCHES OR 1000 MIN.

150 TREE ANCHOR

WIDTH OF
ROOTBALL ±

FINISHED GRADE

WOVEN POLYPROPELENE STRAP

120.00°

150 TREE ANCHOR

REMOVE BURLAP, TWINE OR WIRE 
BASKET FROM TOP 1/3 OF ROOTBALL

CONIFEROUS TREE RELOCATION
Scale: 1:20
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TRENCH DRAIN NOTES:

250mm REINFORCED CONCRETE SURROUND.
BASE COURSES PER ADJACENT CONCRETE PAVEMENTS. 
REFER TO MANUFACTURER'S WRITTEN SPECIFICATIONS FOR INSTALLATION 

12" WIDE TRENCH GRATE & FRAME - "CASCADE" 
FROM URBAN ACCESSORIES.

REINF. W/5 15M HORIZ CONT. 10 M TIES @ 400  O/C
LINK TO PAVEMENT W/  15M x 450 LUBRICATED DOWELS @ 400 O.C. 

Approx. 45°
SLOPE TO DRAIN
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250 258 250

EXPANSION / ISOLATION 
JOINT W/9mm JOINT 
EXPANSION. TOOL EXPOSED 
EDGES

TRENCH DRAIN
Scale: 1:10
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CIP CONCRETE SPLASH PAD
2400 x 305 x 80mm C/W GALVANIZED STEEL 
L-BRACKET TO MOUNT PAD TO BUILDING 
FACE. FASTEN BRACKET WITH APPROVED 
HARDWARE ALONG EXPOSED FOUNDATION. 
DO NOT DRILL INTO ARCHITECTURAL 
FINISHED ABOVE THE FOUNDATION.

SUMP PUMP DISCHARGE
SEE ARCHITECTURAL

FINISHED GRADE BEYOND IN 
SHRUB BED

SIDEWALK BEYOND

SHRUB BED

SLOPE SPLASH PAD AND TRENCH 
DRAIN AT 0.5% MINIMUM
SPLASH PAD AND TRENCH DRAIN 
SURFACES TO MEET FLUSH

2.4

4080

305

258

SPLASH PAD CONNECTION TO TRENCH DRAIN
Scale: 1:10
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TRENCH DRAIN
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TRENCH DRAIN


