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OPERATING
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DRAW THRU AIR UNIT

INSTALLATION DIMENSIONS

@ EQUAL TO OPERATING SUCTION + 2"

EQUAL TO OPERATING SUCTION

USE 1 1/4" PIPE & FITTINGS

BLOW THRU AIR UNIT

INSTALLATION DIMENSIONS

@ EQUAL TO 2"

EQUAL TO OPERATING PRESSURE + 2"
USE 1 1/4" PIPE & FITTINGS

A TRAP IS REQUIRED TO HOLD A HEAD OF WATER WHICH EQUALS THE PRESSURE DIFFERENCE THAT EXISTS BETWEEN
THE INSIDE OF THE AIR UNIT AND THE ATMOSPHERE ON THE OUTSIDE OF THE UNIT. WHEN THE UNIT RUNS THE
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NOTES:
~ ALL DIMENSIONS ARE MINIMUM REQUIREMENTS
- NOT APPLICABLE TO SLAB-ON-GRADE CONSTRUCTION.
- CONTRACTOR TO ENSURE VOID FORM BELOW THE TRENCH
IS PROTECTED FROM COLLAPSE OR FAILURE PRIOR TO
CASTING THE FLOOR SLAB.
- HANGERS SHALL BE SIZED AND SPACED TO SUPPORT THE
WEIGHT OF:
-« THEPIPE,
- ITS CONTENTS, AND

-e THE FILL OVER THE PIPE.

PIPE SUPPORT UNDER STRUCTURAL SLAB
FOR PIPE DIAMETERS 10" AND SMALLER

SCALE: N.T.S
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L

TRAP PRIMER VALVE
SHOULD BE MOUNTED
ONE FOOT ABOVE THE

FINISHED FLOOR FOR
EVERY 20 FEET OF
PRIMER LINE
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TR
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TRAP SEAL PRIMER DETAIL
SCALE: N.T.S.

DIFFERENTIAL PRESSURE CAUSES THE WATER IN THE TRAP TO MOVE VERTICALLY. THIS PRODUCES A WATER COLUMN
OF SUFFICIENT HEIGHT TO BALANCE THE PRESSURE DIFFERENCE. ONCE THE WATER COLUMN IS ESTABLISHED,
ADDITIONAL CONDENSATE SIMPLY FILLS AND OVERFLOWS THE TRAP ON ITS WAY TO THE DRAIN.

DEEP SEAL TRAP DETAIL

SCALE:N.T.S

DISHWASHER BY
GENERAL CONTRACTOR OR
KITCHEN SUPPLIER.

DRAIN TEMPERING VALVE
PROVIDED WITH DISHWASHER
DCW CONNECTION TO BE
CONFIRMED WITH SUPPLIER

DCVA OR CSA B61.10 MODERATE
HAZARD BACKFLOW PREVENTER

12mm DCW CONNECTION TO DRAIN

12mm DHW PIPE

MINIMUM 49°C HOT WATER

CONNECTION TYPE, STYLE, AND SIZE
TO BE CONFIRMED WITH GENERAL
CONTRACTOR AND DISHWASHER SUPPLIER.

£
pJ

STRAINER WITH 19mm
FHT CONNECTION.

TRAP FOR INDIRECT CONNECTION.

DISHWATER CONNECTION DETAIL

SCALE: N.T.S.

TEMPERING VALVE
12mm RECIRCULATION CONNECTION.
— BALANCE TO 2.9 LPM

MAIN FLOOR SECURE ROD ABOVE FLOOR TOPPING AS
HOLLOWCORE AS PER HOLLOWCORE BEFORE TOPPING PER STRUCTURAL
STRUCTURAL IS POURED. RODS TO ONLY AND ARCHITECTURAL
PENETRATE HOLLOWCORE
PLANKS AT CORES.

q" 2 2 v < 4,
a4 < 4 a A
A < A
: INACCESSIBLE VOID SPACE BENEATH
HOLLOWCORE, DEPTH VARIES.

CLEAN FILL

THREADED COUPLING (WHERE REQUIRED)

FOR ADJUSTMENT OF
TWO-PIECE HANGER
SUPPORTS STAINLESS-STEEL

THREADED ROD

STAINLESS-STEEL
CLEVIS HANGER
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NOTE:
ALL DIMENSIONS ARE MINIMUM REQUIREMENTS

PIPE SUPPORT BENEATH HOLLOWCORE DETAIL
SCALE: N.T.S.
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COLD WATER
INLET

DRAIN TEMPERING VALVE DETAIL
SCALE:N.T.S
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