
T/O MAIN FLOOR
EL 100000
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TOP OF PILE CAP
EL 97646

HOOK TOP AND BOTTOM BARS
450 INTO PERMETER BEAM

4-20M HOOKED DOWELS
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254 HOLLOWCORE

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP

CONTINUOUS 15M HORIZONTAL
(BEHIND VERTICAL REINFORCING)

10M TIE @ 1220 O/C
(IN HOLLOWCORE GROUT KEYS)
TYPICAL

INTAKE/EXHAUST OPENING
2-20M TOP AND BOTTOM OF OPENING
C/W TENSION LAP SPLICE
10M STIRRUPS @ 450 O/C TOP AND BOTTOM OF OPENING
COORDINATE WITH ARCHITECTURAL & MECHANICAL DRAWINGS
TYPICAL

600Ø PILE CAP

350 HEX

325x2000 CONCRETE BEAM
C/W 200x354 UPSTAND

CONTINUOUS L51x51x6.4 GALVANIZED
GRATING SUPPORT C/W
25x200x10 STRAP TIES @ 600 O/C
TYPICAL

38x3.2 TYPE 30-102 GALVANIZED
STEEL GRATING

L102x102x7.9 CONTINUOUS
GALVANIZED MASONRY SUPPORT
C/W BACK-TO-BACK ANGLE
REFER TO DETAIL D/S1.4
TYPICAL

190 MASONRY WALL MW2

DOWELS FROM CONCRETE BEAM TO MATCH 
WALL REINFORCING SIZE AND SPACING

T/O MAIN FLOOR
EL 100000

L102x102x9.5 AROUND PERIMETER OF 
FUTURE ACCESS HATCH OPENING, WELDED 
TO HOLLOWCORE SUPPORT ANGLE

HOLLOWCORE SUPPORT 
ANGLE & HANGER (BEYOND)
BY HOLLOWCORE SUPPLIER

100 CONCRETE TOPPING
R/W 10M @ 400 O/C EACH WAY TOP 
ON 38x0.76 STEEL DECK

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP

254 HOLLOWCORE

T/O MAIN FLOOR
EL 100000

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP25
254 HOLLOWCORE

PROVIDE MINIMUM 25 HOLLOWCORE
LAP

10M Z-BAR TIE INTO BROKEN OUT CORE.
GROUT IN SOLID

300x600 CONCRETE BEAM B8

15M DOWELS AT 
Z-BAR LOCATIONS

LEVELING SAND

RIGID INSULATION

CONCRETE INFILL
COORDINATE WITH FREEZER SUPPLIER

WALK-IN COOLER
REFER TO ARCHITECTURAL

T/O MAIN FLOOR
EL 100000

T/O MAIN FLOOR
EL 100000

C

150 CONCRETE SLAB
254 HOLLOWCORE

100 MAX BONDED CONCRETE TOPPING
10M @ 450 O/C EACH WAY TOP

250x750 CONCRETE BEAM
C/W 200x354 UPSTAND

PROVIDE MINIMUM 25 HOLLOWCORE LAP
LAP ON CONCRETE BEAM, TYPICAL

10M Z-BAR TIE INTO BROKEN OUT CORE
GROUT IN SOLID
SEE PLAN FOR LOCATIONS

SLOPED

U/S CONCRETE BEAM
EL 98896

L102x102x7.9 CONTINUOUS
GALVANIZED SLAB SUPPORT
C/W 19Ø x 100 LONG
NELSON STUDS @ 600 O/C
TYPICAL

300 HEX PILE

4-20M HOOKED DOWELS

150 CARDBOARD VOID FORM

15M TOP DOWELS @ 300 O/C

L102x102x7.9 GALVANIZED BRICK
SUPPORT               TO BE UPTURNED AT 
ENTRANCE SLABS ONLY

CANTILEVER SLAB BEYOND AT DOOR 
LOCATIONS.

300x250x16 GALVANIZED WELD PLATE @ 600 O/C  
C/W 4-19Ø x 75 LONG NELSON STUDS

200x600 CONCRETE BEAM

T/O CONCRETE

EL 99325

2-L89x89x7.9 GALVANIZED BACK-TO-BACK 
ANGLES WELDED TO ANGLE AND WELD PLATE

T/O MAIN FLOOR
EL 100000

1
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EXISTING 100 MAX BONDED CONCRETE TOPPING

EXISTING 254 HOLLOWCORE

EXISTING 300x600 CONCRETE BEAM

254 HOLLOWCORE

LEVELING SAND

RIGID INSULATION CONCRETE INFILL
COORDINATE WITH FREEZER SUPPLIER

WALK-IN COOLER
REFER TO ARCHITECTURAL

CONFIRM WITH KITCHEN SUPPLIER

2-10M HOOKED BARS DRILLED 
AND EPOXY GROUTED 150 IN TO 
EXISTING CONCRETE BEAM.
HOOKED END TO BE IN BROKEN 
OUT HOLLOWCORE AND 
GROUTED IN SOLID.

EXISTING STEEL STUD WALL
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