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COLUMN POCKET DETAIL AT UPSTAND
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x BOTTOM BARS TO BE CONTINUOUS

COLUMN POCKET DETAIL AT CONCRETE BEAM (NO UPSTAND)
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T/0 HOLLOWCORE

2. OPENINGS SHALL BE FORMED IN BEAM PRIOR TO CONCRTE PLACEMENT.
3. MECHANICAL AND ELECTRICAL CONTRACTORS TO PROVIDE SLEEVING SHOP DRAWINGS TO THE
CONSULTANT PRIOR TO THE START OF CONSTRUCTION. ALL SERVICE SLEEVES SHALL BE

INDICATED WITH LOCATIONS AND ELEVATIONS GIVEN.
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DRAWN CHECKED DESIGNED APPROVED
DATE | USER APPROVAL
TYPICAL POUR STRIP REINFORCING 2024.04.01
(100 MIN/400 MAX WIDE)
25 MPa CONC FILL
15M @ 200 0/C MAX LONGITUDINAL @ THE CITY OF WINNIPEG
15M Z-BARS @ 1200 O/C TRANSVERSE N ASSETS & PROJECT MANAGEMENT
EXTEND HOOK INTO GROUTED CORE ES. Wlnnlpeg DEPARTMENT
IF POUR STRIP IS WIDER THAN 400,
CONTACT ENGINEER FOR ADDITIONAL REINF MUNICIPAL ACCOMMODATIONS DIVISION
3—65 GARRY STREET, R3C 4K4
' HOLLOWCORE PANEL PROJECT
T SEE PLAN PEMBINA TRAILS COLLEGIATE

TENDER NO. 954-2023B
50 FRONTIER TRAIL, WINNIPEG, MANITOBA, R3Y 2H1
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\\Is)g,/ 1:20

SHEET TITLE

TYPICAL DETAILS

SCALE

As indicated

PROJECT No:
2020-127

SHEET No:

LMesp COMM. NO. 1929V

DRAWING SHEET SIZE: A1 (594x841) PLOT 1:1




