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19-38mm CRUSHED BLACK GRANITE
75mm DEPTH

NON-WOVEN GEOTEXTILE

7“1\ GRANITE MULCH
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THICKENED EDGE REINFORCED W/ 10M—

TIES @ 300mm O.C. 15M BARS TOP AND
BOTTOM - MIN 76mm COVER

COMPACTED SUBGRADE

150mm & STEEL POST FILLED W/ CONCRETE SET INTO
300mm @ HOLE BACKFILLED W/ CONCRETE

OVERALL COLOUR: TO CGSB1-GP-12C BLACK 512-301
BAND COLOUR: TO CGSB1-GP-12C-YELLOW 505-308

INSTALL BOLLARDS BEFORE
CONCRETE, ASPHALT OR
OTHER FINISH SURFACING
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/2" STEEL BOLLARD
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15M BARS TYP. WELD TO STEEL

BOLLARDS AS SHOWN
400mm @ CONCRETE

/"3 BOLLARD SECTION
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GARBAGE ENCLOSURE
MOUNTING DETAIL

——SURFACE VARIES
REFERTO L1.2

R 25 ON EXPOSED EDGES

2-10M TOP & BOTTOM
CONTINUOUS IN THICKENED EDGE

10M TIES @ 400mm O.C.

150mm CIP CONCRETE SLAB
REINFORCED WITH 150 x 150mm
38mm MIN. COVER
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BASE PLATE ANCHORED TO SLAB W/ (4)
16mm & HILTI HIT-Z ROD W/ HILTI
HIT-HY-200 ADHESIVE, 100 EMBEDMENT

GARBAGE ENCLOSURE
CONCRETE PAD
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ANCHORED TO CONCRETE W/ (4) 16mm &
HILTI HIT-Z ROD W/ HILTI HIT-HY-200

ADHESIVE, 100 EMBEDMENT
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