EYE WASH BODY

32mm CONNECTION

/ MIXING VALVE

]
TO TAILPIECE WITH :
38mm TRAP 'L
—1 O
! =
:
DOMESTIC f \ DOMESTIC
HOT WATER COLD WATER
:
J !

EYE WASH AND MIXING VALVE DETAIL
SCALE:N.T.S

BEEE R pn

NNARARARARRANIA

(SIDE VIEW)

RETAINER

STIRRUP \ GAS PIPE
ADJUSTABLE SUPPORTS
EXISTING
INVERTED

ROOF
HIGH DENSITY POLYETHYLENE BASE

2

Iy

/

EXISTING INSULATION /

EXISTING ROOF MEMBRANE

(FRONT VIEW)

GAS PIPE SUPPORT ON FLAT ROOF
SCALE:N.T.S

AUTOMATIC
FAUCET \ﬂ

]
SANITARY DRAINAGE PIPE /[ r——

LAVATORY

MIN. 200mm(8")
FROM U/S OF
MILLWORK

PIPING FOR CONNECTIONS TO

| | MIXING VALVE SHALL COME
MIN . FROM WITHIN WALL CAVITY AND
50mm(2") — BE CONCEALED WITHIN
ENCLOSURE.
CHROME VALVE STOP. MIXING VALVE AND
RUN FLEXIBLE CHROME
TRANSFORMER TO BE
PLATED COPPER SUPPLY INSTALLED IN CONCEALED
TIGHT TO WALL RECESSED ENCLOSURE.
SCALE: N.T.S
BACK REST.
PROVIDE ADEQUATE
BACKING IN WALL
COORDINATE WITH
GENERAL CONTRACTOR. @
PROVIDE BACK REST IN
LIEU OF SEAT COVER e H —

INSTALL CENTRE OF BACK/
REST 9" (225mm) ABOVE —

TOP OF SEAT )

WATER CLOSET SHOWN
FOR REFERENCE ONLY

REFER TO SPECIFICATION ™———____ |

FOR CORRECT TYPE

WATER CLOSET BACK REST DETAIL

SCALE: N.T.S.

DUPLEX CONTROLLER

POWER CORD TO DUPLEX PUMP
CONTROLLER, COORDINATE LOCATION W/
ELECTRICAL TO MINIMIZE LENGTH,

HANG CORD FROM STRUCTURAL

e
VAN
I
=
100mm RADON EXHAUST firs: 32mm LINE TO DRAIN
BALL VALVE

CHECK VALVE
UNION CONNECTION

N
N
N
N
N
N
N
N

VAW ?
\/\/® W\ HIGH LEVEL FLOAT ALARM
w\ R )}\/ IR 10 DDC SYSTEM
| )
HIGH ALARM —k 0 \f FEED FROM WEEPING TILE SYSTEM.
6" S \ & il N REFER TO ARCHITECTURAL

PUMP#2 ON \|\

12" ) SUMP PUMP REFER TO SPEC
PUMP#1 ON \ e REFER TO SPECIFICATION

N / FOR SUMP PIT DETAILS
12" — Iy =

ALL OFF A%

SUMP PUMP DETAIL - DUPLEX
SCALE: N.T.S

—N
EXTERIOR WALL
75mm (3")
RISE IN INTERIOR DOWN SPOUT,
WALL OR AS REFER TO
LOCATED ON SPECIFICATION.
PLANS
50mm (2")
C CONCRETE SPLASH
MAIN FLOOR 'Qﬂ \ PAD ON GRANULAR
—— BASE
SLOPE EXTERIOR
\ / GRADE

WEEPING TILE
SUMP PUMP
DISCHARGE

— = AN

CRAWLSPACE OR
BASEMENT

SUMP PUMP DISCHARGE DETAIL
SCALE: N.T.S.

MAIN FLOOR
SUMP DISCHARGE

\ I
| VALVED BYPASS TO

& AL \_ STORM SYSTEM
NO — NORMALLY CLOSED
SUMP DISCHARGE
SEASONAL
SHUT-OFF VALVE
NORMALLY OPEN D STORM SEWER
- /
1L 1
SUMP PUMPS

WITHIN SUMP
PIT\\

SUMP PUMP DISCHARGE DETAIL
SCALE:N.T.S

=== ENGINEERS
GEOSCIENTISTS
MANITOBA

Certificate of Authorization
Epp Siepman Engineering Inc.

No. 4035

This is a print of a document that has been
electronically authenticated with technology
authorized by the Engineers Geoscientists

Manitoba. The original is in electronic form.

epp siepman
engineering

400 - 136 Market Avenue
Winnipeg, MB R3B 0P4
T 204 453 1080

LM S

LM Architectural Group | Environmental Space Planning

500-136 Market Avenue Winnipeg, Manitoba Canada R3B OP4
t: 204.942.0681 Im-esp.ca

0 ISSUED FOR CONSTRUCTION JS/24—-04

MP | =01
No. REVISION/DESCRIPTION BY | DATE
SEAL

EB JS JS JS
DRAWN CHECKED DESIGNED APPROVED
DATE USER APPROVAL

2024-04-01

© THE CITY OF WINNIPEG
= ASSETS & PROJECT MANAGEMENT
Winnipeg  DEPARTMENT

MUNICIPAL ACCOMMODATIONS DIVISION

PROJECT 53—-65 GARRY STREET, R3C 4K4

PEMBINA TRAILS COLLEGIATE
VOCATIONAL WING

TENDER NO. 954-20238
50 FRONTIER TRAIL, WINNIPEG, MANITOBA, R3Y 2Ht

SHEET TITLE

Details - Plumbing

SCALE PROJECT No: SHEET No:
1:1 2020-127 MP4.1

DRAWING SHEET SIZE: A1 (594x841) PLOT 1:1
ESE 24049





