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MATERIAL COLOUR LEGEND:

C1 - STEEL CLADDING: CHARCOAL

DRAWING REFERENCE NOTES:

REFERENCE NOTE TAG DESCRIPTION--

Winnipeg

DRAWING SHEET SIZE: A1 (594x841) PLOT 1:1

SCALE PROJECT No: SHEET No:

SHEET TITLE

PROJECT

DATE USER APPROVAL

DRAWN CHECKED DESIGNED APPROVED

SEAL

No. REVISION/DESCRIPTION BY DATE

THE CITY OF WINNIPEG

ASSETS & PROJECT MANAGEMENT 

DEPARTMENT

MUNICIPAL ACCOMMODATIONS DIVISION

3-65 GARRY STREET, R3C 4K4

As indicated 2020-127 A4.1

PEMBINA TRAILS COLLEGIATE

50 FRONTIER TRAIL, WINNIPEG, MANITOBA, R3Y 2H1

VOCATIONAL WING

NORTH AND WEST

BUILDING ELEVATIONS

2024.04.01

SR HW JT JT

TENDER NO. 954-2023B

LMesp COMM. NO. 1929V

-- SCALE  1 : 1004.1

1 NORTH BUILDING ELEVATION

-- SCALE  1 : 1004.1

2 WEST BUILDING ELEVATION

SCALE  1 : 2000

BUILDING ELEVATION KEY PLAN

4.01 BRICK MASONRY VENEER; 2-1/2" H x 11-5/8" L, AS SPECIFIED.

4.02 CORRUGATED GALVANIZED STEEL PANEL, TYPICAL AT
BUILDING BASE.

4.03 PREFINISHED STEEL CLADDING (VERTICAL); COLOUR: QC 6072
CHARCOAL.

4.04 PREFINISHED STEEL PARAPET CAP FLASHINGS; COLOUR: QC
6072 CHARCOAL.

4.05 PREFINISHED FIBREGLASS WINDOW UNITS C/W TRIPLE
GLAZING; COLOUR: CHARCOAL.

4.06 INSULATED HOLLOW METAL DOORS AND FRAMES, PAINT
FINISH.

4.07 PREFINISHED INSULATED OVERHEAD DOOR.

4.08 GALVANIZED STEEL BOLLARD C/W SPECIFIED COVER AND
CONCRETE FOUNDATION, REFER TO LANDSCAPE.

4.09 GALVANIZED STEEL ROOF ACCESS LADDER.

4.10 PREFINISHED LOUVRE TO MATCH ADJACENT STEEL WALL
PANELS, REFER TO MECHANICAL.

4.11 SUMP PIT DISCHARGE LOCATION C/W C.I.P CONCRETE SPLASH
PAD, REFER TO MECHANICAL AND LANDSCAPE.

4.12 HOSE BIBB, REFER TO MECHANICAL AND LANDSCAPE.

4.13 PREFINISHED LOUVRE, REFER TO MECHANICAL.

4.14 OVERFLOW SCUPPER PREFIN. MTL "ALL EXPOSED SURFACES"
TO MATCH ADJACENT MATERIAL, REFER TO PROJECT MANUAL
DETAIL SHEET AP5.15.

4.15 SURFACE MOUNTED LIGHT FIXTURE C/W PROTECTIVE CAGE
MOUNTED AT 3550 mm. COLOUR: CHARCOAL, REFER TO
ELECTRICAL.

4.16 ACOUSTIC PANEL ENCLOSURE SYSTEM C/W STRUCTURAL
SUPPORT FRAMING BY PANEL SUPPLIER, REFER TO PROJECT
MANUAL SECTION 07 42 13.20 - ACOUSTIC BARRIER PANEL
SYSTEM.

4.17 CHAIN LINK FENCE ENCLOSURE C/W SINGLE SWING GATE,
REFER TO LANDSACPE AND DOOR SCHEDULE FOR
HARDWARE REQUIREMENTS.

4.18 BUILDING TANK STORAGE SHED.
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