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STRENGTH MATERIAL (475 kg/m® max)
STEP 1: 0 05 10 2.0 3.0m
INSTALL SLEEVE (SINGLE CONTINUOUS UNIT) A MINIMUM OF 1.50 m FROM THE ADJACENT
FEEDERMAIN PIPE TRENCH. EXTEND THE SLEEVE FROM APPROXIMATELY 0.6 ABOVE THE
2250 CONC CS EXISTING GROUND LEVEL TO A MINIMUM OF 0.60 BELOW THE UNDERSIDE OF THE 120 HT TEMPORARY ASPHALT
ADJACENT FEEDERMAIN. THE SLEEVE SHALL BE INSTALLED BY NON-HAMMERING AND CURB TO BE TACKED ON TO INSTALLED
NON-VIBRATING METHODS AND SHALL BE ADVANCED AHEAD OF THE MATERIAL REMOVAL 200 ASPHALTIC CONC PAVEMENT BL
CB LEAD INSTALLATION FROM WITHIN THE SLEEVE.
0.150 3.058
TO 2250 CONC CS STEP 2: [‘ EXISTING CONCRETE | ;iORrS:E};NEEgSAL
CONTINUE TO ADVANCE THE SLEEVE AND REMOVING LIFTS OF MATERIAL FROM WITHIN WITH ASPHALT OVERLAY EXSITING 0.300 1.500 0.200 1.058
STA 0+175.738 TO 0+306.793  1HE SLEEVE UNTIL THE CROWN OF THE COMBINED SEWER IS REACHED. _ GROUND SD-204
SCALE: 1:100 STEP 3. g}_[ ”
0 e = ENSURE ALL WOOD PLANKS/FORMS ARE REMOVED FROM CROWN OF COMBINED SEWER et B LRSI %o L
' ~m PRIOR TO INSTALLATION OF THE CB LEAD RISER. INSTALL VERTICAL RISER INTO CROWN 0.250
OF COMBINED SEWER. COMPACT BEDDING IN 0.3 m LIFTS (MAX) WHILE REMOVING SLEEVE /= s —~—  — \
IN'0.3 m INCREMENTS. - I O o o I D I A e e e
STEP 4 SAWCUT 3 mm x 25 mm DEEP CONTINUOUS
CONNECT CATCHBASIN LEADS WITH 2-45 VERTICAL BENDS TO THE RISERS AND
CONTINUE THE COMPACTION OF BEDDING/BACKFILL IN INCREMENTS OF 0.3 m (MAX) UNTIL )
SLEEVE IS COMPLETELY REMOVED AND EXCAVATION IS BACKFILLED AND COMPACTED. 200 x 200 HOLLAND PAVING STONE
15 - SAND SETTING BED
100 - CONCRETE SIDEWALK
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(TO BE DETERMINED IN THE FIELD) 2 ; 3-‘_5_? _(M_/_*X__). . CATCHBASIN 7.500 4.834 7.500 4.834
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250 CATCHBASIN
(TO BE DETERMINED IN THE FIELD) LEAD (TYP) EXISTING 180 mm INTEGRAL EXISTING 180 mm INTEGRAL EXISTING
GROUND BARRIER CURB SD-204 GROUND EXISTING BARRIER CURB SD-204 GROUND
250 CATCHBASIN SLEEVE (TYP) | GROUND (TYP) |
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SEPARATE SPLASH STRIP REGRADED & SODDED C/W SD-223B REGRADED & SODDED C/W
CB LEAD INSTALLATION SD-223B %4 - IMPORTED TOPSOIL (TYP) L IMPORTED TOPSOIL (TYP)
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TO 2950 CONC SRS 150 SUBDRAIN SD-245 AT (GRANULAR A) TYP LOCATIONS SHOWN IN PLAN (GRANULAR A)
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CLASS A GEOGRID SEPARATION / FILTRATION GEOTEXTILE FABRIC
SEPARATION / FILTRATION GEOTEXTILE FABRIC PREPARED SUBGRADE
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