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NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
232.00 232.00 REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.
3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.
4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
3+521.490 PROTECT EXISTING TREES WITHIN THE LIMITS OF
23466 S SW EL 231.200 231.60 CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
- 3+442.500 34+532.895 . ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
S SW EL 231.260 SQUTH BACK DF SIDEWALK S SW EL 231.143 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
475,842 3+497 128 2+543292 UTILITIES/SERVICES IN THE FIELD PRIOR TO
S SW EL 231.160 S SW EL 231.061 S SW EL 231.161 CONSTRUCTION.
6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
s dw E3|_+ ggf-?g; s aw E3|_+ ‘z‘gf'gig CB SD-025 OFFSETS ARE DIMENSIONED O/C. TF-100
. : : OFFSETS ARE DIMENSIONED TO FACE OF CURB.
0.46% ‘°-33°4\ 7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
-0.459 REMOVED. MATCH RECONSTRUCTION LIMITS.
231.20 T 05y, . 0,50, 231.20
_ A== 002% | 051%="= \,\ = _0.17% 0.25% 8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
| T e L -0.679 - =T A A MANAGEMENT.
| —Oo————— o7 ————0—-—————0=—= —o— =t - — = = R T e — X T 9. EXISTING LONG WATER SERVICES TO BE INSULATED
050% e T T = P N Ry = T I S P AN I | e — —m———— (SD-018). REFER TO TENDER FOR FURTHER
. —— © —N\ o= 1= S 9. =11 - REQUIREMENTS AND AS NOTED IN PLAN.
0.50%  — —_—— — -0.50¢ ~ T —o— _o——=— " 0.50% . — " e —— 10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH
— — T 0.50% - — Y e
— T — : \ - —_— — THE RESTORATION OF THE CATHODIC PROTECTED
———— —0.50% c—_— e e— _0.50% WATERMAIN WILL BE RESPONSIBILITY OF THE
230.80 — T tm——— — e e— 230.80 CONTRACTOR.
e —— — 13. MODIFIED BARRIER CURB & GUTTER INLET FRAME &
3+449.227 — -_ COVER TF-122.
S SW EL 231.237 14. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
CL EL 231.018 GEODETIC ELEVATIONS.
S MED GUT EL 230.943 SOUTH PROPERTY LINE
S GUT EL 230.943 EX CENTRELINE 3+497.128
EX SOUTH MEDIAN GUTTER CL EL 230.776 CENTRELINE AC WATERMAIN NOTES
230.40 EX SOUTH GUTTER S MED GUT EL 230.701 SOUTH & MEDIAN GUTTER 230.40 1. USE OF VIBRATORY HEAVY EQUIPMENT WITHIN 3.0 METERS
. S GUT EL 230.701 . HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
MAIN CENTERLINE IS PROHIBITED. THIS RESTRICTION
DOES NOT APPLY TO THE USE OF VIBRATORY ROLLERS ON
THE PAVEMENT SURFACE LAYER.
2. CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS
HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
MAIN SHALL BE COMPLETED BY SAW CUTTING OR USE OF
HAND-HELD JACKHAMMERS. USE OF MACHINE MOUNTED
CONCRETE BREAKERS ABOVE ASBESTOS-CONCRETE
230.00 PROFILE 230.00 WATER MAINS IS PROHIBITED.
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FEEDERMAIN NOTES
CHAINAGE
ALONG © | 1. CONTACT THE WATER AND WASTE DEPARTMENT'S
EB INKSTER BLVD INKSTER BOULEVARD CONSTRUCTION SERVICES COORDINATOR AT 204-986-4289,
7 DAYS PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION TO ARRANGE FOR AN INSPECTION.
©
5 ol 3| 2 3 2. PRIOR TO ANY CONSTRUCTION, THE FEEDERMAIN MUST BE
< ¥ 6| 5 EXPOSED BY A SOFT DIG METHOD SO AS TO CONFIRM
DEPTH AND LOCATION.
445 443 439 437 433 429 425 423 417
3. A MINIMUM CLEARANCE OF 0.5 m MUST BE PROVIDED
BETWEEN THE UNDERSIDE OF THE PROPOSED WORKS
AND THE TOP ANY EXISTING FEEDERMAIN BY TRENCHLESS
I E——————————————————————————— - . —————————.. - - J‘I_'l .. B —— B RN ————————— pp— OR OPEN TRENCH. PROPOSED WORKS
_$ |j_!_ 1 0.5 m MINIMUM
‘ N~ EXISTING AQUEDUCT
L S N OR FEEDERMAIN
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& : : \ ™~ 3 4. DO NOT OPERATE VIBRATORY EQUIPMENT OVER OR
5 RO X O oo LErbs | o WITHIN 3.0 m OF THE FEEDERMAIN CENTRELINE.
D R R R R R B EE—————— 4 < 5. CONCRETE DEMOLITION AND REMOVAL WITHIN 3 METERS
Q 3+497.128 O/S 3.750 L CAUTION: GAS| @] HORIZONTALLY OF THE FEEDERMAIN SHALL BE
; 1800 DEEP CB SD-024 | L COMPLETED BY SAWCUTTING AND REMOVAL, OR BY THE
&) L. ? RIM EL 30.701, 150 E & W INV 29.551 _|_300°05 aAs \ ‘\‘ r o N '(-',J) USE OF HAND HELD JACKHAMMERS. USE OF MACHINE
L 250 N INV 29.051, BOT EL 28.451 \ | MOUNTED CONCRETE BREAKERS ABOVE THE FEEDERMAIN
’ AUTION: FEEDERMAIN o]
L _ 200 PVC S ! - O a7s VG .CS CIW 250 x 1.0 SSP @ 2.0% ~ L 8 /ICAUTIO | e o SHALL NOT BE PERMITTED.
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SAW CUT SIDEWALK TO NOT (TYP) 1800 DEEP CB SD-024 1509 x 6.00 m SUBDRAINS NEW 100 mm CONCRETE
DISTURB BRICK WALL OR RIM EL 30.701, 150 E & W INV 29.551 C/W PLUGGED ENDS (TYP) SIDEWALK (TYP) b
SIDEWALK STEP :
250 N(':',“v‘v' 225031’720;35@282'32/1 RENEW PRIVATE SIDEWALKS
300 Cl WM 2 3.2 VERTICAL RISER AS REQUIRED (TYP) B
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M ETRl C SCALE- 1250 MORRISON HERSHFIELD
S No. 1736
WHOLE NUMBERS INDICATE MILLIMETRES ™ ™ e —
DECIMALIZED NUMBERS INDICATE METRES 0 5 10 15m TENDER No. 155-2024
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