20 PRESSURE TREATED PLYWOOD.
COVER WITH PRE FINISHED METAL —

FLASHING

58x140 PRESSURE TREATED
SOFFIT FRAMING @ 610 OC
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ENGINEERED WOOD
ROOF TRUSSES

HURRICANE TIE @ EACH R40 BATT
TRUSS EACH END INSULATION
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6 MIL VAPOUR
BARRIER

LOW PROFILE PRE—FINISHED
STEEL LINER C/W J—TRIM
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SMOOTH FACE BLOCK

126x50x225 ANCHOR BOLTS
@ 800 OC

TYPICAL UNLESS
NOTED OTHERWISE

PROVIDE SLOTTED
BRICK VENEER TIES

BRICK VENEER

LAP VAPOUR BARRIER
OVER FLASHING TYPICAL

SEAL FLASHING TO BLOCK WALL

PROVIDE SCREENED WEEP HOLES
IN BOTTOM COURSE OF EXTERIOR
WALLS FOR DRAINAGE

- SLOPE GRADE 2% MIN.

CONTINUOUS GALVANIZED

L150x150%9.5 C/W 15Mx150
ANCHORS @ /50 OC

~

NREAR

FLASHING TO CONCEAL SILL
Sk PLATES RETURN ALL EDGES
S 2-38x184 TOP PLATE C/W

2—COURSE CONTINUOUS BOND

BEAM @ TOP OF WALL C/W
H1E 2—15M CONTINUOUS EACH
SR COURSE
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15Mx1200 DOWELS @ 1200 OC MINIMUM
T0 MATCH CORE FILLS

EMBED 100 C/W HILTI HY-=200

BLOCK FILLER AND
2—COATS PAINT FINISH
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</ 200x600 CONCRETE CURB
| //EPOXY FLOORING
A4

GENERAL NOTES:

1. PREPARE EXISTING CURB AND FLOOR SURFACE FOR EPOXY COATING AS
PER MANUFACTURES INSTRUCTIONS.

2. SANDBLAST AND PREPARE CONCRETE TO CSP VALUE RECOMMENDED
PRODUCT MANUFACTURER.

ROOM FINISH SCHEDULE
ROOM FLOOR WALLS CEILING COMMENTS
TYPE—FINISH TYPE—FINISH
SUPERSTRUCTURE EXIST/NEW CONCRETE W/ EPOXY COATING | MASONRY BLOCK — BLOCK FILLER / PAINT | PLYWOOD — PAINT SEE NOTE 2
SUB—LEVEL 1 BASEMENT CONCRETE W/ EPOXY COATING EXIST CONCRETE — PAINT EXIST CONCRETE — PAINT SEE NOTE 2
MOTOR ROOM CONCRETE W/ EPOXY COATING EXIST CONCRETE — PAINT EXIST CONCRETE — PAINT SEE NOTE 2
PUMP ROOM CONCRETE W/ EPOXY COATING EXIST CONCRETE — PAINT EXIST CONCRETE — PAINT SEE NOTE 2
COMMINUTOR ROOM CONCRETE W/ EPOXY COATING EXIST CONCRETE — PAINT EXIST CONCRETE — PAINT SEE NOTE 2
APPROVED PRODUCT COMMENTS
ITEM DESCRIPTION
HINGES ANSI/BHMA A156.1 STANLEY FBB 191 OR 199 KEYED TO CITY SYSTEM AS DIRECTED
LOCKSET ANSI/BHMA A156.2 CYLINDRICAL LOCK SERIES 4000 GRADE 1 SCHLAGE ND SERIES
CLOSER ANSI/BHMA A156.2 SIZED TO STANDARD LCN 4040XP CUSH OR APPROVED EQUAL
WEATHERSTRIP EXTRUDED ALUMINUM CLEAR ANODIZED WITH SPONGE NEOPRENE INSERT [DRAFTSEAL DS130
DOOR SWEEP EXTRUDED ALUMINUM CLEAR WITH ANODIZED RUBBER INSERT DRAFTSEAL DS136C-2
THRESHOLD ANSI/BHMA A156.21 FULL WIDTH EXTRUDED ALUMINUM DRAFTSEAL DS501TBA
KICKPLATE 300 HIGH 1.27mm THICK BRASS. DOOR WIDTH LESS 25mm EACH SIDE.
656 FINISH
PANIC HARDWARE | ANSI/BHMA A156.3 TYPE 1 RIM, GRADE 1, RATED FOR FIRE EXIT, C/W VON DUPRIN 98 SERIES
DOGGING DEVICE & THUMBPIECE

DOOR | MATERIAL FINISH
MARK | NOMINAL SIZE | TYPE | DOOR—-FRAME DOOR-FRAME COMMENTS
100 2—-914x2134 A HOLLOW METAL/STEEL | PAINT/PAINT INSULATED DOOR AND FRAME
ZN
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BRICK VENEER
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EMBED 110 C/W HILTI HY-200 ;3_.?;:;2;2;}
PRE—FINISHED FLASHING | ==
12x500 CEMENT BOARD CONTINUOUS EXISTING RIGID INSULATION SEALED TO WALL | o
EXTEND 300 BELOW GRADE : TO REMAIN | I ey
A PROVIDE BMIL VAPOUR ""-'-;-"’
BARRIER AND — I\
EXISTING INSULATION TO REMAIN 10 PLYWOOD PAINTED AS _ SEAL FRAME TO BUILDING
C/W 6 MIL VAPOUR BARRIER PROTECTION BOARD W/ SIKAFLEX 1A
10 PROTECTION BOARD PAINTED . SEAL ALL EDGES L 76x76%7.9 GALVANIZED \_
T0 MATCH WALL < LOOSE LINTEL EXTEND FILL VOID WITH FOAM
PROVIDE CONTINUOUS WOOD : 300 BEYOND OPENING INSULATION
BLOCK AT BOTTOM ) EACH END
A
'q /é\ TYPICAL DOOR JAMB DETAIL
' U SCALE: 1:10
/ A\ TYPICAL EXTERIOR WALL
- SCALE: 1:10 B,
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