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1. BLACK LINES INDICATE NEW CONSTRUCTION. GREY LINES INDICATE EXISTING.
2. REMOVABLE GUARDRAIL TO BE MODIFIED AS NEEDED TO MAINTAIN MOTOR
CLEARANCE. BASEMENT PLAN (EL. +236.54) MOTOR ROOM PLAN (SUB LEVEL 2—EL. +227.45)
3. INSTALL 100 KICK PLATE AT BASE OF GUARDRAIL SCALE: 1: 25 " SCALE: 1:25 "
4, ON STAIRS AND GUARDRAILS WIRE BRUSH/SAND TO REMOVE LOOSE PAINT AND o o
SCALE. APPLY 2-COATS OF PAINT. STAR TREAD TO MATCH EPOXY FLOOR
PAINT. PREPARE AND PRIME FOR APPLICATION TO STEEL AS PER
MANUFACTURER'S RECOMMENDATIONS.
5. 305x305 METAL FRAME AROUND PIPE C/W 6mm CHECKERPLATE COPED AROUND
PIPE. FASTEN CHECKERPLATE W/ 5mm COUNTERSUNK SET SCREWS, REFER TO
STRUCTURAL DRAWINGS FOR FRAME.
6. HINGED FLOOR HATCH, FOR REMOVABLE MID BEAM SEE STRUCTURAL DRAWINGS
7. COPE NEW HATCH AROUND PRESSURE TRANSMITTER SIGHT GLASSES. REFER TO
MECHANICAL DRAWINGS.
8. REMOVABLE GUARDRAILS AROUND HATCH, REFER TO STRUCTURAL DETAILS.
9. RACKS FOR STORAGE OF REMOVABLE RAILS, COORDINATE THE DESIGN WITH
REMOVABLE RAIL DIMENSIONS. REFER TO STRUCTURAL DRAWINGS FOR MOUNTING
DETAIL.
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