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WET WELL INTERIOR
SURFACE
TREATMENT. SEE

NOTES:

1. WET WELL INTERIOR SURFACE TREATMENT PROCEDURE:
IMPLEMENT BY-PASS PUMPING
DE-WATER WET WELL
PRESSURE WASH ENTIRE INTERIOR SURFACE
COORDINATE REVIEW OF SURFACE WITH THE CITY & ENGINEER
PERFORM CRACK AND FULL-DEPTH SPALL REPAIR AS
DIRECTED BY THE ENGINEER
SANDBLAST TO PREPARE CONCRETE SURFACE TO CSP-3
APPLY SURFACE TREATMENT AS PER MANUFACTURERS
INSTALLATION INSTRUCTIONS
1.71. APPROVED TREATMENT
. WR MEADOWS - GEMITE CEM-KOTE FLEX-CR
SYSTEM #2. APPLY GEM-PLAST-TC PREPARED TO
CSP-3 AS REQUIRED.
J NOTE THAT THIS PRODUCT IS REQUIRED TO BE
APPLIED BY APPROVED APPLICATORS. CONTACT
W.R. MEADOWS FOR A LIST OF APPROVED
APPLICATORS.
. CURE AS PER MANUFACTURING REQUIREMENTS.
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2. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS. NOTE ANY
DISCREPANCIES WITH ENGINEER PRIOR TO CONSTRUCTION.

3. SLOTTED BLOCK TIES FOR BRICK VENEER REQUIRED EVERY 2ND
BLOCK COURSE @ 600 OC. INSTALL WITHIN 300 EACH SIDE OF
EVERY OPENING. INSTALLATION AS PER MANUFACTURER'S
RECOMMENDATION.

4. LADDER TO CONFORM TO PIPE STANDARD 05501.

THE INFORMATION CONTAINED IN
THESE DRAWINGS SHALL BE
ORIENTED IN THE SAME DATUM AS
THE GIS, NAD 1983 JUNE 1990.
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