INTERIOR WET WELL SURFACE
TREATMENT. SEE NOTE 1.

GENERAL NOTES:

1.

BLACK LINES INDICATE NEW CONSTRUCTION. GREY LINES INDICATE

EXISTING.
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NOTES:

1. WET WELL INTERIOR SURFACE TREATMENT PROCEDURE:
IMPLEMENT BY-PASS PUMPING

DE-WATER WET WELL

PRESSURE WASH ENTIRE INTERIOR SURFACE
COORDINATE REVIEW OF SURFACE WITH THE CITY & ENGINEER
APPLY SURFACE TREATMENT AS PER MANUFACTURERS
INSTALLATION INSTRUCTIONS
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APPROVED TREATMENT PROCEDURE

WR MEADOWS - GEM-PLAST TC OR APPROVED

EQUAL.
‘ . CURE AS PER MANUFACTURING REQUIREMENTS.
2. SIKATOP 123 OR APPROVED EQUAL. SURFACE PREP AND
© APPLICATION AS PER MANUFACTURES RECOMMENDATIONS.
Y 3. ADJUST STAIRS TO ACCOUNT FOR 75mm TOPPING.
— — 4, EPOXY PAINT FLOOR AND PUMP BASES.
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% | SEE NOTE 3 0
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SUB—-LEVEL 3
< PUMP ROOM /
FLUTED DRAINS TO A REF.S \'\ g
gEETB%NT A|ID|_|P|1N(I-E,OR A 75mm GROUT TOPPING -
SLOPE TO 50mm AT SUMP
NEW PIPE SEE NOTE 2
PENETRATION
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— — — _ NREF.2/_ 8 | APPLIED SIKAWELL S—2 SEALANT AROUND
THE PERIMETER OF THE PUDDLE FLANGE
(BOTH SIDES)
CONCRETE PUMP S0mmX25mm SS = —
BASE CONFIRM 316 PUDDLE FLANGE LIMITS OF CORING
REF.3 DIMENSIONS WITH /
962 ENGINEER PRIOR TO S PIPE INSTALLED FLUSH
POUR - WITH WET WELL WALL
SUMP /
PIT —
SLOPE —'_'—————»‘ 0
VOLCLAY RX101 WATERSTOP
INSTALLED AROUND PERIMETER X
- OF CORED CONCRETE — — — i —
WET WELL S \F
) |
_/ CARBON STEEL PIPE
ROUGHEN CORED SURFACE — REFER TO MECHANICAL
TO 3mm MAGNITUDE 100 FOR DETAILS
PRIOR TO GROUTING MINIMUM
FILLED ANNULAR SPACE — 6 SR RIS TER
WITH SIKA 212 SR 6 OF PIPE
NON—-SHRINK GROUT
7/ 17\ SUCTION PIPING PENETRATION DETAIL
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