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SCALE: 1:25 SCALE: 1:25
GENERAL NOTES:
1. BLACK LINES INDICATE NEW CONSTRUCTION. GREY LINES INDICATE EXISTING.
2. ROOFING COLOUR TO BE CHOSEN BY CITY FROM STANDARD COLOUR OPTIONS.
3. BEAM TROLLEY: 0Z1PBT
4 PROVIDE GALVANIZED OR SST BEAM CLAMP (CAPACITY 25kN) OR 4-A325 20 DIA BOLTS C/W
LOCK NUTS AND TAPERED WASHERS AT EACH BEAM TO MONORAIL CONNECTION (4 LOCATIONS)
5. INSTALL 100 KICK PLATE AT BASE OF GUARDRAIL.
6.  ON STAIRS AND GUARDRAILS WIRE BRUSH/SAND TO REMOVE LOOSE PAINT AND SCALE. APPLY
2-COATS OF PAINT. STAIR TREAD TO MATCH EPOXY FLOOR PAINT. PREPARE AND PRIME FOR
APPLICATION TO STEEL AS PER MANUFACTURER'S RECOMMENDATIONS.
7. PLACE CONFINED SPACE ENTRY SIGN AND CHAIN ACROSS OPENING AT THE TOP OF THE STARS.
8. CONFIRM DIMENSIONS OF BLOCKOUT CONCRETE FOR ALUMINIUM GRATING SIZE. —
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