
1+275 1+300 1+325 1+350 1+375 1+400

STA = 1+286.06
ELEV =  232.948

STA = 1+307.74
ELEV =  232.943

STA = 1+374.13
ELEV =  233.333 STA = 1+393.55

ELEV =  233.288

STA = 1+288.64
ELEV =  232.961

STA = 1+298.03
ELEV =  232.987

-3.35%
3.28%

0.62%

-3.68%

4.0
8%0.88%

-0.50%

0.31%

-0.45%

0.59%

0.50% 0.28%

STA = 1+286.06
ELEV =  233.025 STA = 1+298.03

ELEV =  233.064
STA = 1+307.74
ELEV =  233.020

STA = 1+393.55
ELEV =  233.412STA = 1+360.00

ELEV =  233.327

STA = 1+374.13
ELEV =  233.389

BACK OF EAST
SIDEWALK

EX. GROUND AT EAST
PROPERTY LINE

EX. EAST GUTTER

EAST BACK OF CURB

EX. GROUND AT
CONTROL LINE

CONTROL LINE

0.33% -0.45%

0.59%

0.44%

1+300 1+350 1+400
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233.260 233.226 232.960 233.276233.074 233.000 233.328233.276 233.503233.365 233.629233.328 233.459233.503 233.369233.629 233.369 233.546233.459

233.025 233.064 233.020 233.327 233.389 233.412233.025 233.064 233.020 233.327 233.389 233.412

R
=7
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R
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R=3.0

R=3.0R=3.0

2%
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2%

1.
9%

1%
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5%

5%

4.
8%

6.
4%

0.5%
0.8%

2%
2%

R=4.5

232.948
232.961 232.987 232.943 233.333 233.288232.987 232.943 233.288233.333

232.948
232.961

232.909
232.990

232.933
233.250 233.349 233.347

232.909
232.990 233.347233.349

232.933
233.250

KANATA CONTROL LINE

RECONSTRUCTION LIMIT

MATCH EX. GRADES (TYP)

S-MH40010746:
REPLACE RISER 0.0-1.20m

GROUT FRACTURE ABOVE
PIPE/MH INTERFACE 2.30m

ABANDON CB LEAD

BARRIER CURB FOR
ASPHALT PAVEMENT
SD-200A (TYP)

150 REINFORCED
CONCRETE APPROACH (TYP)

CONCRETE
SIDEWALK
RENEWAL

CONCRETE
SIDEWALK

SD-228A

2%

INSTALL CB PER SD-024
C/W AP-011 & AP-012

RIM = 232.909, INV = 231.309

INSTALL 10.9 m OF 250 PVC
 CB LEAD AND CONNECT

TO EX. 450 LDS

INSTALL CB PER SD-024
C/W AP-011 & AP-012

RIM = 232.948, INV = 231.348

INSTALL 3.4 m OF 250 PVC
 CB LEAD AND CONNECT

TO EX. 450 LDS

3.
85

3.
85

1.
50 1.
00

CURB RAMP
SD-229B (TYP)

CURB RAMP
SD-229A (TYP)

233.205 233.182 233.327 233.483 233.556 233.527233.205

232.936

233.182 233.556 233.527233.327 233.483

ABANDON CB LEAD

LIP CURB
SEPARATION

LIP CURB
SEPARATION

0.67% -0.50%

0.63%

0.70%

STA = 1+286.06
ELEV =  233.025

STA = 1+298.03
ELEV =  233.064

STA = 1+307.74
ELEV =  233.020

STA = 1+393.55
ELEV =  233.412

STA = 1+360.00
ELEV =  233.327

STA = 1+374.13
ELEV =  233.389

STA = 1+286.06
ELEV =  232.909

STA = 1+298.03
ELEV =  232.990

STA = 1+309.34
ELEV =  232.933

STA = 1+393.55
ELEV =  233.347

STA = 1+360.00
ELEV =  233.250

STA = 1+374.13
ELEV =  233.349

BACK OF WEST
SIDEWALK

EX. BACK OF WEST
SIDEWALK

EX. WEST GUTTER

WEST BACK OF CURB

EX. GROUND AT
CONTROL LINE

CONTROL LINE

0.50%

0.33% -0.45%

0.59%

0.44%

-3.51%

4.2
5%

0.34%
-0.42%

3.8
4%

0.50% -2.41%

2.85%

KANATA STREET (STA. 1+265 TO 1+405)

03

KANATA STREET - WEST

KANATA STREET - EAST
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            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

ABBREVIATIONS:

CONC CONCRETE
ASP ASPHALT
TYP TYPICAL
EX EXISTING
MH MANHOLE
WV WATER VALVE
EL ELEVATION
CB CATCH BASIN
CP CATCH PIT
CI CURB INLET
CL CONTROL LINE
SL STREET LIGHT
TS TRAFFIC SIGNAL

232.000
21

CONSTRUCTION NOTES:

1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
PER SD-228C.

2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
THE FIELD.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE FIELD
BY THE CONTRACTOR.

6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
CONTRACT ADMINISTRATOR.

7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
PRIOR TO INSTALLATION.

8. ALL DIMENSIONS ARE TO BACK OF CURB.

9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
PITS AND WATER SHUT OFF VALVES TO GRADE.

11. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
TOP OF CURB ELEVATION, AS REQUIRED.

12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT,
ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
NECESSARY.

13. FOR ROAD RECONSTRUCTIONS, INSTALL 6 m OF 150 mm SUBDRAIN
TO CATCH BASINS IN BOTH DIRECTIONS PARALLEL TO ROADWAY
AS PER SD-245 AND CAP ENDS.

14. FOR ROAD RECONSTRUCTIONS, ALL WATER MAIN SERVICES NEED
TO BE INSULATED. ADDITIONALLY, ALL CATCH BASINS, MANHOLES
AND LEAD PIPES LOCATED WITHIN 2.0 m OF A RESIDENTIAL
SERVICE MUST BE INSULATED TO PROTECT THE SERVICE FROM
POTENTIAL FUTURE FREEZING.

15. FOR ROAD RECONSTRUCTIONS, CURB REVEAL SHALL BE 180 mm
UNLESS NOTED OTHERWISE. FOR ROAD REHABILITATIONS, CURB
REVEAL SHALL BE 150 mm UNLESS NOTED OTHERWISE.

16. CONSTRUCT MODIFIED BARRIER CURB (SD-203B) AT RADII.

SYMBOLS:
HYDRO MANHOLE
TELEPHONE MANHOLE
TRAFFIC SIGNAL SPLICE PIT
WATER VALVE
HYDRANT
CURB STOP
GAS VALVE
HYDRO POLE
HYDRO POLE WITH LIGHT
STREET LIGHT
TRAFFIC SIGNAL
SIGNAL CONTROL BOX
BELLMTS PEDESTAL
TREE
IRON PROPERTY BAR
HYDRO GUY ANCHOR

2024 LOCAL STREETS RENEWAL PROGRAM
KANATA STREET, DAY STREET AND VARIOUS

OTHER LOCATIONS

Dillon Consulting Limited (MB)
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