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REFERENCE NOTES:

A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB

B. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S., AND NO SCALE

FACTOR WAS APPLIED

C. REFER TO AECOM FIELD BOOK NO. 5163

CONSTRUCTION NOTES:

1. REMOVE EXISTING PAVEMENT AND PLACE NEW 50mm TYPE 1A AND 75mm TYPE 3

ASPHALT PAVEMENT

2. CONSTRUCT NEW LIP CURB (50-100mm HT. INTEGRAL)

3. CONSTRUCT NEW CURB RAMP (10-12mm REVEAL HT. INTEGRAL)

4. CONSTRUCT NEW MODIFIED BARRIER CURB (150mm HT. INTEGRAL)

5. CONSTRUCT NEW 100mm CONCRETE SIDEWALK

6. ADJUST EXISTING CATCH BASIN / MANHOLE TO GRADE

7. REGRADE EXISTING PAVING STONES TO GRADE

8. REMOVE EXISTING PAVEMENT AND INSTALL NEW 200mm REINFORCED CONCRETE

PAVEMENT

Zone: 37, # 60 -  S. E. Corn. Palmerston Ave. & Aubrey Str.

Tblt. in W. Conc. Wall of Pumping Station on E. side of property,

10.4 m S. of N.W. Corn. of pumping station & 1.5 m below top of

Concr. wall.

ELEVATION: 232.259
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CONSTRUCTION BY:

ELEV.

B.M.

RELEASED FOR

LOCATION APPROVED

UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES                        DATE

COMMITTEE

NOTE:

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE. BUT NO GUARANTEE IS GIVEN

THAT ALL EXISTING UTILITIES ARE SHOWN OR

THAT THE GIVEN LOCATIONS ARE EXACT.

CONFIRMATION OF EXISTENCE AND EXACT

LOCATION OF ALL SERVICES MUST BE

OBTAINED FROM THE INDIVIDUAL UTILITIES

BEFORE PROCEEDING WITH CONSTRUCTION.
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