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THRUST BLOCK DIMENSIONS — HORIZONTAL BEND
PIPE DIAMETER (mm)|ANGLE OF BEND | BEARING AREA (m?) |HEIGHT (m)| WIDTH (m)
600 22.5 2.30 1.35 1.71
600 45 452 2.10 2.15
750 8.5 1.37 1.35 1.01
750 11.25 1.81 1.35 1.34
750 22.5 3.60 1.35 2.67
750 33 524 2.10 2.50
750 36 5.70 2.10 2.72
750 45 7.06 2.10 3.36

NOTES:

o |F THE DIMENSIONS FOR A PARTICULAR SIDE OF THE THRUST BLOCK
VARIES FROM THAT SHOWN, ADJUST REMAINING DIMENSIONS TO
OBTAIN REQUIRED VOLUME.

e REFER TO CITY OF WINNIPEG SD—004 FOR THRUST BLOCKS FOR PIPE
SMALLER THAN 4509.
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SUBCUT MIN 300
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THRUST BLOCK

DIMENSIONS — VERTICAL BEND

DIMENSIONS FOR CONCRETE THRUST

BLOCKS (m)
PIPE DIAMETER (mm) | ANGLE OF BEND |VOLUME OF CONCRETE (m?)
LENGTH WIDTH HEIGHT
750 UPPER 45 21.60 3.60 3.00 2.00
750 LOWER 45 11.30 2.80 2.50 1.60

NOTES:

e |F THE DIMENSIONS FOR A PARTICULAR SIDE OF THE THRUST BLOCK
VARIES FROM THAT SHOWN, ADJUST REMAINING DIMENSIONS TO
OBTAIN REQUIRED VOLUME.

e REFER TO CITY OF WINNIPEG SD—004 FOR THRUST BLOCKS FOR PIPE
SMALLER THAN 4509.
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NOT TO BE USED FOR CONSTRUCTION

VERTICAL DATUM: CGVD28 (HT2.0 Geoid) ENGINEER'S SEAL
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