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AUTOMATIC FLUSHING UNIT
CONTROL PANEL (NOTE 1)

NOT TO BE USED FOR CONSTRUCTION
ISSUED FOR TENDER

3C#6AWG, Cu, PLUS GROUND
IN 27mmØ RGS CONDUIT.

MB HYDRO OVERHEAD
TRANSFORMER

AUTOMATIC FLUSH
CONTROL PANEL

NOTES:
1. AUTOMATIC FLUSHING UNIT ON CONCRETE PAD SUPPLIED

BY OTHERS AND INSTALLED BY CONTRACTOR.

2. 2C#12AWG, CU PLUS GROUND IN 27mm∅ RIGID PVC
CONDUIT. PROVIDE TRENCHING AND BACKFILLING.

3. POLE TO EXTEND MINIMUM 2 METRES BELOW GRADE AND
SET IN 6MM DOWN GRANULAR FILL.

4. PROVIDE A PANELBOARD COMPLETE WITH A SERVICE
ENTRANCE RATED 60A-2P MAIN SERVICE BREAKER,
10kAIC, LOCKABLE NEMA 3R ENCLOSURE 100A BUS,
MINIMUM 4 BRANCH CIRCUITS, MOUNTING HEIGHT OF
UTILITY METER BASE AND PANELBOARD SHALL BE IN
ACCORDANCE WITH LOCAL CODES.

5. OVERHEAD SERVICE POINT IN ACCORDANCE WITH
SUPPLY AND INSPECTION AUTHORITIES REQUIREMENTS.
PROVIDE ALL NECESSARY ATTACHMENT ACCESSORIES
AND CLEARANCES AS REQUIRED.

6. PVC CONDUIT TO AUTOMATIC FLUSHING UNIT CONTROL
PANEL SECURELY FASTENED TO WOOD POLE

7. PROVIDE ARTIFICIAL GROUND ELECTRODE 610mm BELOW
GRADE. PROVIDE #6AWG BARE COPPER CONDUCTORS,
COPPER CLAD 19mm∅ x 3m SPACED AT 3m APART,
COPPERWELD OR COMPRESSION CONNECTIONS BELOW
GRADE. PROVIDE MECHANICAL PROTECTION FOR
CONDUCTOR WHERE EXPOSED.

3C#6AWG, Cu, PLUS GROUND
IN 27mmØ RGS CONDUIT.

OVERHEAD SERVICE
CONNECTION POINT

UTILITY METER

NOTE 2

ELECTRICAL SERVICE DETAIL
SCALE: N.T.S.

2
-

SINGLE LINE DIAGRAM
SCALE: N.T.S.

3
-

ELECTRICAL SITE PLAN
SCALE: 1:125

1
-

GALVANIZED CHANNEL
SUPPORT SCREWED TO
WOOD POLE (TYP.)

NOTE 4

100A, 120/1∅/3W UTILITY
METER. PROVIDE METER BASE.

GREEN TREATED CLASS 6, 25 FOOT  WOOD POLE
SERVICE MAST (NOTE 3)

2C #6 AWG PLUS GROUND IN
27mm∅ RGS CONDUIT
SECURELY FASTENED TO
WOOD POLE.

SERVICE WEATHER HEAD

NOTE 5

NOTE 2

NOTE 4
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19∅ x 3m COPPER-CLAD
GROUND ROD
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OR COMPRESSION
CONNECTOR (TYP)

#6 AWG STRANDED
COPPER WIRE (TYP)

610
(MIN)

GROUND ROD DETAIL
SCALE: N.T.S.
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SAND BEDDING

COMPACTED BACKFILL

WIDTH AS REQUIRED
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CABLE OR CONDUIT
(TYP)

FINISHED GRADE

MARKER TAPE
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CABLE TRENCH DETAIL
SCALE: N.T.S.
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GROUND ROD

BURIED OR CONCEALED GROUND
CONDUCTOR

CIRCUIT BREAKER
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