
1. GENERAL PROVISIONS
1.1. THE DRAWINGS, GENERAL CONDITIONS AND GENERAL PROVISIONS OF THE CONTRACT SHALL

FORM AN INTEGRAL PART OF THE SPECIFICATIONS. WHERE CONFLICTS ARISE BETWEEN
THESE DOCUMENTS, THE MORE STRINGENT PROVISION WILL BE APPLICABLE, SUBJECT TO
THE INTERPRETATION OF THE ENGINEER. THE CONTRACT DOCUMENTS SHALL TAKE
PRECEDENCE WHERE THE CONTRACT DOCUMENTS EXCEED CODE, UTILITY OR RECOGNIZED
STANDARDS REQUIREMENTS.

1.2. THE CONTRACT SHALL INCLUDE FURNISHING ALL LABOUR, MATERIAL, SERVICES, AND
SKILLED SUPERVISION NECESSARY FOR THE CONSTRUCTION, ERECTION, INSTALLATION,
CONNECTIONS, TESTING, AND ADJUSTMENT OF ALL MATERIALS AND ELECTRICAL EQUIPMENT
NECESSARY FOR A COMPLETE AND OPERATING SYSTEM AS INDICATED ON THE DRAWINGS
OR SPECIFIED HEREIN, AND ITS DELIVERY TO THE OWNER, COMPLETE IN ALL RESPECTS
AND READY FOR USE.

1.3. ALL ELECTRICAL WORK AND MATERIAL SHALL CONFORM WITH THE CURRENT RELEVANT NBC,
CEC, LOCAL BY-LAWS AND TO THE SATISFACTION OF THE AHJ AND ENGINEER.

1.4. EXAMINE THE SITE, BUILDING AND LOCAL CONDITIONS AFFECTING WORK OF THIS
CONTRACT. EXAMINE ARCHITECTURAL, STRUCTURAL, MECHANICAL AND ELECTRICAL
CONDITIONS TO ENSURE WORK CAN BE PERFORMED WITHOUT CHANGES, AS SHOWN ON
CONTRACT DRAWINGS. NO ALLOWANCE WILL BE MADE LATER FOR NECESSARY CHANGES,
UNLESS IT HAS BEEN BROUGHT TO ENGINEER'S ATTENTION IN WRITING, PRIOR TO CLOSING
OF TENDERS. BY SIGNING THE CONTRACT, THE EC ACKNOWLEDGES A SITE WALK-THROUGH
HAS BEEN COMPLETED AND THE EXISTING CONDITIONS WERE ACCEPTED.

1.5. APPLY FOR AND INCLUDE THE ASSOCIATED COSTS FOR ALL PERMITS, SERVICES, FEES AND
INSPECTIONS IN THE TENDER QUOTE.

1.6. OBTAIN APPROVALS FROM THE AHJ AND NOTIFY THE ENGINEER OF ANY CHANGES
REQUESTED BY THE AHJ PRIOR TO THE EXECUTION OF THE REQUEST.

1.7. COMPLY WITH ALL DEPARTMENT OF LABOUR, WORKPLACE AND HEALTH REQUIREMENTS AT
ALL TIMES.

1.8. WHERE DOUBT EXISTS AS TO THE MEANING OF THE DRAWINGS OR SPECIFICATIONS, IT IS
THE RESPONSIBILITY OF THE EC TO OBTAIN CLARIFICATION.

1.9. ALL MATERIALS USED SHALL BE NEW, OF THE TYPE SPECIFIED, AND APPROVED BY
CERTIFICATION AGENCY RECOGNIZED BY THE AHJ, AND FREE FROM DEFECTS.

1.10. EXECUTE WORK IN A FIRST-CLASS AND WORKMANLIKE MANNER, TO PRESENT A NEAT
APPEARANCE.

1.11. ALL PACKAGING BARCODE LABELS SHALL BE REMOVED PRIOR TO INSTALLATION.
1.12. CLEAN ALL EQUIPMENT DURING CONSTRUCTION AND AGAIN ON COMPLETION OF THE

CONTRACT. ALL SURPLUS MATERIALS, CUTTINGS, PACKAGING AND DEBRIS SHALL BE
REMOVED FROM THE SITE AND LEGALLY DISPOSED.

1.13. ALL ELECTRICAL EQUIPMENT (INCLUDING PANELBOARDS, DISCONNECT SWITCHES, MOTOR
STARTERS, AND SERVICE ENTRANCE) SHALL HAVE A LIGHT GREY (ASA-61) FACTORY
ENAMEL FINISH UNLESS SPECIFIED OTHERWISE IN THE OTHER SECTIONS.

1.14. BUILDING ENVELOPE PENETRATIONS FOR ANY ELECTRICAL COMPONENTS (I.E. CONDUIT,
BOXES, CABLES, ETC.) SHALL BE EXECUTED SO INTEGRITY OF ASSEMBLY IS NOT
COMPROMISED.  PROVIDE ADEQUATE SEALING, COVERS, GASKETS, CAPS, ETC.
COORDINATE WORK AND REQUIREMENTS WITH ALL OTHER RELEVANT CONTRACTORS,
ARCHITECT, ENVELOPE CONSULTANT AND OTHER RELEVANT CONSULTANTS AND
CONTRACTORS.

1.15. THE ELECTRICAL SERIES DRAWINGS, SPECIFICATIONS AND OTHER DOCUMENTS PERTAIN TO
THE ELECTRICAL SCOPE OF WORK ONLY. TASKS WHICH ARE NOT PART OF THE
ELECTRICAL SCOPE OF WORK, EVEN IF MENTIONED IN THESE DOCUMENTS, ARE INDICATED
PURELY FOR REFERENCE AND COORDINATION PURPOSES ONLY.

1.16. THE DRAWINGS ARE DIAGRAMMATIC ONLY, AND DO NOT SHOW ALL DETAILS. INFORMATION
INVOLVING ACCURATE MEASUREMENTS OF THE BUILDING, STRUCTURAL STEEL, EXISTING
WALLS, ETC. IS TO BE TAKEN IN THE FIELD. THE EC SHALL MAKE, WITHOUT ADDITIONAL
EXPENSE TO OWNER NECESSARY CHANGES OR ADDITIONS TO RUNS TO ACCOMMODATE
STRUCTURAL CONDITIONS.

1.17. LOCATION OF DEVICES MAY BE ALTERED BY THE ENGINEER WITHOUT CHARGE TO OWNER,
PROVIDED THE CHANGE IS MADE BEFORE FINAL INSTALLATION AND DOES NOT NECESSITATE
ADDITIONAL MATERIALS. RECORD CHANGES ON RECORD DRAWINGS.

1.18. DRAWINGS SHOW GENERAL LOCATIONS FOR EQUIPMENT AND CIRCUITS; INSTALL THEM IN
SUCH A WAY AS TO CONSERVE HEADROOM AND TO INTERFERE AS LITTLE AS POSSIBLE
WITH THE SPACE THROUGH WHICH THEY PASS.

1.19. ALL PAINTING AND PATCHING SHALL BE DONE BY QUALIFIED LABOURERS.
1.20. MAINTAIN 1m CLEARANCE IN FRONT OF ALL SERVICEABLE ELECTRICAL EQUIPMENT (i.e.

PANELBOARDS) AS PER CEC REQUIREMENTS.
1.21. INSTALL ALL EQUIPMENT IN ACCORDANCE WITH CEC AND MANUFACTURER'S INSTRUCTIONS.

EC SHALL COORDINATE WITH OTHER TRADES TO ENSURE PROPER INSTALLATION.
1.22. THE EC SHALL KEEP A SET OF FULL SIZED RECORD DRAWINGS ON WHICH THE EC SHALL

RECORD ALL ADDITIONS OR DEVIATIONS FROM THE CONTRACT DOCUMENTS INCLUDING ALL
CHANGES COVERED BY ADDENDA, CHANGE ORDERS, FIELD CHANGES, SITE CONDITIONS,
ETC. A SET OF DRAWINGS SHALL BE UTILIZED FOR EACH SYSTEM AND THE EC SHALL
OBTAIN PRINTS AS REQUIRED. DRAWINGS TO INCLUDE LOCATIONS OF ALL JUNCTION AND
PULL BOXES, ROUTING OF FEEDERS AND CONDUITS, AND CHANGES TO CIRCUIT NUMBERS.
ALL PRINCIPLE BELOW GRADE OR INACCESSIBLE CONDUITS, SYSTEMS, ETC. SHALL BE
DIMENSIONED AT EACH CHANGE IN DIRECTION. ALL CONDUIT ROUTES NOT SHOWN BY THE
ENGINEER ON ORIGINAL DRAWING SHALL BE SHOWN INCLUDING CIRCUIT WIRING, JUNCTION
BOXES, ZONED CONDUIT RUNS, ETC.

1.23. TEST SYSTEM AND RECORD SAME FOR THE ENGINEER'S APPROVAL:
1.23.1. INSULATION RESISTANCE
1.23.2. GROUND RESISTANCE
1.23.3. VOLTAGE DROP
1.23.4. SUBMIT VOLTAGE DROP RESULTS FOR ALL LARGE MECHANICAL EQUIPMENT AND PANEL

BOARDS WHERE UPSTREAM AMPACITY EXCEEDS 100A.
1.24. ALL PCN COSTING SHALL BE REVIEWED BY THE ENGINEER USING PRICING STANDARDS

BASED ON THE CURRENT EDITION OF RS MEANS "ELECTRICAL CHANGE ORDER COST DATA"
PRICING GUIDE. THIS GUIDE SHALL BE THE MAXIMUM COST ALLOWED.

1.25. EXCAVATION AND FILL
1.25.1. WHERE REQUIRED, THE EC SHALL PERFORM ALL EXCAVATION AND BACK-FILLING

PERTAINING TO THIS PORTION OF THE CONTRACT. FILL MATERIAL SHALL BE
EQUIVALENT TO THE SURROUNDING MATERIAL. THE EC SHALL COORDINATE ALL WORK
REQUIRED.

1.25.2. UNDER NO CIRCUMSTANCES SHALL THE EC PROCEED WITH DIGGING WITHOUT
CHECKING WITH PERTINENT PARTIES AND/OR AUTHORITIES REGARDING THE EXISTING
UNDERGROUND SERVICES DUCTS, STRUCTURES, DOMESTIC WATER / SANITARY LINES,
ETC.

1.25.3. WHEN UNDERGROUND SERVICE/INSTALLATION HAS TO BE CONNECTED TO SERVICES
SUPPLIED AND INSTALLED BY OTHER PARTIES, THE EC SHALL FULLY COORDINATE THE
EXACT POINT OF CONNECTION WITH OTHER PARTIES. THIS COORDINATION HAS TO BE
PERFORMED PRIOR TO EXCAVATION AND INSTALLATION.

1.25.4. ALL CIVIL CONCRETE, EXCAVATION OR BACKFILL WORK INCLUDING SHORING AND
BEDDING SHALL BE PERFORMED UNDER THE DIRECTION OF THE RELEVANT
PROFESSIONAL (CIVIL OR STRUCTURAL ENGINEER) ON THE PROJECT. FOR DIRECTIONS,
GUIDANCE, SPECIFICATION REGARDING THIS WORK, THE EC SHALL CONTACT THE
RELEVANT PROFESSIONAL(S).

1.26. ANCHOR INSTALLATION
1.26.1. THE CONTRACTOR SHALL EXERCISE CARE WHERE INSTALLING ANCHORS INTO EXISTING

CONCRETE ELEMENTS SO AS NOT TO DAMAGE EXISTING REINFORCING. ALL ANCHORS
SHALL BE INSTALLED UTILIZING CARBIDE TIP DRILL BITS. THE EXISTING REINFORCING
SHALL BE LOCATED UTILIZING A REINFORCING BAR LOCATOR AND MARKED OUT ON
THE SURFACE OF THE CONCRETE. THE DRILL HOLES SHALL BE ADVANCED TO THE
REQUIRED DEPTH FOR INSTALLATION OF THE ANCHORS. SHOULD REINFORCEMENT BE
ENCOUNTERED WHILE DRILLING, THE HOLE SHALL BE TERMINATED AND REPOSITIONED
TO CLEAR THE REINFORCEMENT. DO NOT USE CORE BITS THAT CAN EASILY INTERCEPT
AND DAMAGE/CUT THE REINFORCING DURING DRILLING.

1.27. FINAL ACCEPTANCE
1.27.1. AS KGS GROUP IS REQUIRED TO GIVE PROFESSIONAL ASSURANCE THAT ALL

ELECTRICAL SYSTEMS HAVE BEEN INSTALLED, TESTED AND VERIFIED IN ACCORDANCE
WITH THE NBC AND THE CEC, KGS REQUIRES THE FOLLOWING ITEMS FROM THE EC
PRIOR TO ISSUANCE OF "LETTER OF PROFESSIONAL ASSURANCE" FOR BUILDING
OCCUPANCY:

1.27.1.1. FINAL ELECTRICAL INSPECTION CERTIFICATE SIGNED BY THE ELECTRICAL INSPECTOR
FOR THE PROJECT. A DECLARATION FORM SIGNED BY THE EC IS NOT
ACCEPTABLE.

1.28. PROVIDE TEMPORARY ELECTRICAL SERVICES AS REQUIRED BY ALL TRADES. COORDINATE
POWER REQUIREMENTS FOR THE TEMPORARY SERVICE WITH THE GC.

2. DEFINITIONS
2.1. THE FOLLOWING ARE DEFINITIONS OF TERMS AND EXPRESSIONS USED IN THE ELECTRICAL

SPECIFICATION AND DRAWINGS:
2.1.1. AHJ - AUTHORITY HAVING JURISDICTION
2.1.2. EC - ELECTRICAL SUB-CONTRACTOR
2.1.3. GC - GENERAL CONTRACTOR
2.1.4. INSPECTION AUTHORITY - MEANS AGENT OF ANY AUTHORITY HAVING JURISDICTION

OVER CONSTRUCTION STANDARDS ASSOCIATED WITH ANY PART OF ELECTRICAL WORK
ON SITE.

2.1.5. SUPPLY AUTHORITY - MEANS ELECTRICAL POWER UTILITY COMPANY RESPONSIBLE FOR
DELIVERY OF ELECTRICAL POWER TO PROJECT (MANITOBA HYDRO).

2.1.6. CEC - MEANS CANADIAN ELECTRICAL CODE OR LOCAL CODE IN FORCE AT PROJECT
LOCATION.

2.1.7. NBC - MEANS NATIONAL BUILDING CODE OR LOCAL CODE IN FORCE AT PROJECT
LOCATION.

2.1.8. CODE - MEANS ALL CODES, REGULATIONS AND REQUIREMENTS INCLUDING BUT NOT
LIMITED TO THE CURRENT RELEVANT NBC, CEC AND LOCAL BY-LAWS.

2.1.9. PROVIDE - MEANS TO SUPPLY, INSTALL AND LEAVE IN WORKING ORDER ALL
MATERIALS AND NECESSARY WIRING, SUPPORTS, ACCESS PANELS, ETC., AS NECESSARY
FOR EQUIPMENT INDICATED.

2.1.10. CONCEALED - MEANS HIDDEN FROM NORMAL SIGHT IN FURRED SPACES, SHAFTS,
CEILING SPACES, WALLS AND PARTITIONS;

2.1.11. EXPOSED - MEANS WORK NORMALLY VISIBLE, INCLUDING WORK IN EQUIPMENT
ROOMS, TUNNELS, AND SIMILAR SPACES;

2.1.12. FINISHED - MEANS WHEN IN DESCRIPTION OF ANY AREA OR PART OF AN AREA OR A
PRODUCT WHICH RECEIVES A FINISH SUCH AS PAINT OR IN CASE OF A PRODUCT
MAY BE FACTORY FINISHED;

2.1.13. INSTALL (AND TENSES OF "INSTALL") - MEANS SECURE IN POSITION, CONNECT
COMPLETE, TEST, ADJUST AND VERIFY;

2.1.14. CONNECT - TO BRING SERVICE TO THE EQUIPMENT AND MAKE FINAL ATTACHMENT
INCLUDING NECESSARY SWITCHES, OUTLETS, BOXES, TERMINATIONS, ETC.;

2.1.15. SUPPLY - MEANS TO PROCURE, ARRANGE FOR DELIVERY TO SITE, DISTRIBUTE TO
FLOORS, INSPECT, ACCEPT DELIVERY AND ADMINISTER SUPPLY OF MANUFACTURER'S
PRODUCTS AND/OR SYSTEMS, AND INCLUDES MANUFACTURER'S SUPPLY OF ANY
SPECIAL CABLES, STANDARD ON SITE TESTING, INITIAL START-UP, PROGRAMMING,
BASIC COMMISSIONING, WARRANTIES AND ASSISTANCE TO CONTRACTOR;

2.1.16. DELETE OR REMOVE (AND TENSES OF "DELETE" OR "REMOVE") - MEANS TO
DISCONNECT, MAKE SAFE, REMOVE INCLUDING ANY BACK BOX AND EXPOSED
CONDUITS, PATCH AND REPAIR/FINISH SURFACES TO MATCH ADJOINING SIMILAR
CONSTRUCTION, INCLUDE FOR ASSOCIATED RE-PROGRAMMING OF SYSTEMS AND/OR
CHANGE OF DOCUMENTATION IDENTIFICATIONS TO SUIT DELETIONS, AND LEGALLY
DISPOSE OF DELETED PRODUCTS OFF-SITE UNLESS OTHERWISE INSTRUCTED BY THE
ENGINEER OR OWNER, HOWEVER THE OWNER RESERVES FIRST RIGHTS TO SALVAGE;

3. SCOPE OF WORKS
3.1. THE SCOPE OF WORK INCLUDES ALL ITEMS IDENTIFIED ON THE DRAWINGS AND THE

SPECIFICATIONS.  THE FOLLOWING LIST OF MAJOR WORK ITEMS HAS BEEN PROVIDED AS A
HIGH-LEVEL OVERVIEW:

3.1.1. PROVIDE TRENCHING AND BACKFILLING FOR THE NEW POWER CABLES.
3.1.2. SUPPLY AND INSTALL NEW UTILITY POWER METER SOCKET WITH ENCLOSURE.
3.1.3. SUPPLY AND INSTALL NEW SERVICE ENTRANCE RATED MAIN BREAKER IN NEMA 3R

ENCLOSURE.
3.1.4. SUPPLY AND INSTALL ROUND TREATED WOOD POLE FOR OVERHEAD SERVICE MAST

AND ALL ASSOCIATED ACCESSORIES.

4. SUBMITTALS
4.1. SUBMIT PRODUCT DATA FOR ALL EQUIPMENT. ACCEPTABLE MATERIALS SHALL BE AS

SPECIFIED, CODE APPROVED OR OWNER APPROVED. ALL MATERIAL SHALL BE NEW, UNLESS
SPECIFIED OTHERWISE.

4.2. SHOP DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL
BEFORE MANUFACTURING AND INSTALLATION CAN PROCEED.

4.3. SUBMIT THE FOLLOWING CLOSE-OUT SUBMITTALS TO THE ENGINEER UPON COMPLETION OF
THE CONTRACT:

4.4. ONE (1) O&M MANUAL HARDCOPY AND ONE (1) DIGITAL COPY IN DVD FORMAT. O&M
MANUALS SHALL CONTAIN COPIES OF ALL FINAL SHOP DRAWINGS, WARRANTY LETTER AND
THE CLOSED ELECTRICAL PERMIT. THE HARDCOPY SHALL BE SUBMITTED IN A D-RING
BINDER C/W COVERPAGE, TABLE OF CONTENTS, DVD SLEEVE AND LABELLED TABBED
DIVIDERS FOR ALL SECTIONS. THE DIGITAL COPY SHALL BE LABELLED AND ORGANIZED TO
MATCH THE HARDCOPY. THE FILES IN THE DIGITAL COPY SHALL BE ORGANIZED WITHIN
SUBFOLDERS SIMILAR TO THE HARDCOPY.

4.5. A COPY OF THE 1 YEAR GUARANTEE LETTER.
4.6. AFTER WORK IS COMPLETED, FURNISH TO OWNER A WRITTEN GUARANTEE THAT FOR ONE

YEAR FROM DATE OF ACCEPTANCE, ANY DEFECTS IN MATERIALS OR WORKMANSHIP WILL
BE CORRECTED AT NO COST TO THE OWNER.

5. IDENTIFICATION
5.1. UNLESS OTHERWISE NOTED ALL ELECTRICAL EQUIPMENT INSTALLED OR CONNECTED SHALL

BE IDENTIFIED BY MEANS OF ENGRAVED LAMACOID LABELS C/W MINIMUM 3/8" LETTERING.
AS A MINIMUM THE LABEL SHALL INDICATE THE EQUIPMENT TAG AND SOURCE. THIS
INCLUDES BUT IS NOT LIMITED TO THE FOLLOWING: DISCONNECT SWITCHES, JUNCTION
BOX, TERMINATION CABINETS AS INDICATED. WHERE THE OWNERS LABELLING STANDARDS
EXCEED THIS SPECIFICATION THE EC SHALL FOLLOW THE CITY OF WINNIPEG WATER AND
WASTE WATER DEPARTMENT IDENTIFICATION STANDARD.

5.2. CONDUIT AND CABLE IDENTIFICATION
5.2.1. CONDUIT COLOUR CODING SHALL BE AS PER CITY OF WINNIPEG ELECTRICAL DESIGN

GUIDE DOCUMENT CODE 510276-0000-47ER-0001.
5.2.2. IDENTIFY WIRING WITH PERMANENT INDELIBLE IDENTIFYING MARKINGS, COLOURED

PLASTIC TAPES, ON BOTH ENDS OF PHASE CONDUCTORS OF FEEDERS AND BRANCH
CIRCUIT WIRING.

5.2.3. MAINTAIN PHASE SEQUENCE AND COLOUR CODING THROUGHOUT.
5.2.4. COLOUR CODING: TO CSA C22.1.
5.2.5. USE COLOUR CODED WIRES IN COMMUNICATION CABLES, MATCHED THROUGHOUT

SYSTEM.
5.2.6. IDENTIFY EACH WIRE AT TERMINATION POINTS WITH UNIQUE WIRE TAG, GENERALLY AS

SHOWN ON THE DRAWINGS.  MARKERS SHALL CONSIST OF MACHINE PRINTED
SLEEVES.

5.1.7. THE EC SHALL UPDATE ALL ELECTRICAL LABELLING EFFECTED BY THE SCOPE OF
WORK AND THE REVISED LABELLING SHALL MEET THE REQUIREMENTS OF THIS
SPECIFICATION.

6. CONDUIT,  CONDUIT FASTENING, AND CONDUIT FITTINGS
6.1. RIGID METAL CONDUITS

6.1.1. RIGID METAL CONDUIT: TO CSA C22.2 NO. 45, RIGID GALVANIZED STEEL, THREADED.
6.2. RIGID PVC CONDUITS

6.2.1. RIGID PVC CONDUIT TO CSA C22.2 No. 211.2.
6.3. CONDUIT FASTENINGS

6.3.1. ONE HOLE STEEL STRAPS TO SECURE SURFACE CONDUITS 50 MM AND SMALLER. TWO
HOLE STEEL STRAPS FOR CONDUITS LARGER THAN 50 MM.

6.3.2. BEAM CLAMPS TO SECURE CONDUITS TO EXPOSED STEEL WORK.
6.3.3. CHANNEL TYPE SUPPORTS FOR TWO OR MORE CONDUITS AT 1.5 M OC.
6.3.4. THREADED RODS, 6 MM DIA., TO SUPPORT SUSPENDED CHANNELS.

6.4. CONDUIT SPACERS
6.4.1. PVC COATED MALLEABLE IRON SPACERS, CSA APPROVED FOR THE PURPOSE.
6.4.2. ALUMINUM CHANNEL MAY BE UTILIZED WHERE CONDUITS ARE GROUPED, HOWEVER A

NON-METALLIC SPACER MUST BE PROVIDED BETWEEN THE ALUMINUM CHANNEL AND
CONCRETE.

6.5. CONDUIT FITTINGS
6.5.1. FITTINGS: MANUFACTURED FOR USE WITH CONDUIT SPECIFIED. COATING: SAME AS

CONDUIT.
6.5.2. FACTORY "ELLS" WHERE 90° BENDS ARE REQUIRED FOR 25 MM AND LARGER

CONDUITS.
6.6. GENERAL INSTALLATION NOTES

6.6.1. DRAWINGS ARE SCHEMATIC ONLY. CONDUIT RUNS SHOWN INDICATE POINTS TO BE
JOINED. RUNS MAY BE ALTERED BY THE EC TO SUIT FIELD CONDITIONS. ELECTRICAL
DRAWINGS ONLY GIVE INDICATION OF OTHER TRADES EQUIPMENT.

6.6.2. ALL CONDUITS SHALL BE SECURELY FASTENED WITH APPROVED CLIPS.
6.6.3. ALL FASTENERS, HANGERS AND SUPPORTS SHALL BE ALUMINUM.

7. WIRES AND CABLES (0-1000V)
7.1. BUILDING WIRES

7.1.1. WIRE: TO CAN/CSA-C22.2 NO. 38
7.1.2. CONDUCTORS: STRANDED FOR 10 AWG AND LARGER. MINIMUM SIZE: 12 AWG.
7.1.3. COPPER CONDUCTORS: SIZE AS INDICATED, WITH 1000 V INSULATION OF CHEMICALLY

CROSS-LINKED THERMOSETTING POLYETHYLENE MATERIAL RATED RW90.
7.1.4. VOLTAGE RATING:

7.1.4.1. CIRCUITS 480 V AND LESS: 600 V
7.1.4.2. CIRCUITS > 480 V: 1000 V
7.1.4.3. 1000 V INSULATION OF CHEMICALLY CROSS-LINKED THERMOSETTING

POLYETHYLENE MATERIAL
7.1.4.4. RATED RW90 OR RWU90.
7.1.4.5. COLOUR CODING, WIRES SIZED 2 AWG AND SMALLER TO BE FACTORY-CODED,

TAPING WILL NOT BE ACCEPTED.

8. BONDING AND GROUNDING
8.1. PROVIDE A COMPLETE BONDING AND GROUNDING SYSTEM AS REQUIRED BY CODE AND

SPECIFIED HEREIN.
8.2. PROVIDE A COMPLETE PERMANENT, CONTINUOUS GROUNDING SYSTEM INCLUDING

CONDUCTORS AND CONNECTORS.
8.3. ALL GROUND CONNECTIONS BELOW GRADE SHALL BE CADWELD OR COMPRESSION TYPE

AND ALL GROUND CONNECTIONS ABOVE GRADE SHALL BE COMPRESSION TYPE
CONNECTIONS.

8.4. INSTALL RIGID PVC CONDUIT SLEEVES WHERE GROUND WIRES PASS THROUGH CONCRETE
SLABS.

8.5. PROVIDE UL LISTED BONDING CLAMPS AND TERMINATIONS.
8.6. ALL NON-CURRENT CARRYING METAL PARTS SHALL BE GROUNDED AND/OR BONDED IN

ACCORDANCE WITH THE CODE.

9. SERVICE ENTRANCE EQUIPMENT
9.1. PROVIDE SERVICE EQUIPMENT AS DETAILED ON THE DRAWINGS AND SPECIFIED HEREIN.

ENSURE THAT THE SERVICE EQUIPMENT BEARS EVIDENCE OF "SUITABLE FOR SERVICE
ENTRANCE"

9.2. SERVICE ENTRANCE BOARDS TO BE AS FOLLOWS:
9.2.1. RATINGS AS INDICATED ON DRAWINGS
9.2.2. WALL MOUNTED, NEMA 3R STEEL ENCLOSURE, LOCKABLE DEAD FRONT C/W MAIN

BREAKER, DISTRIBUTION SECTION AND WIREWAY.
9.2.3. BUS BAR, GROUND BAR AND MAIN CONNECTIONS SHALL BE [SILVER] [TIN] PLATED

COPPER.
9.3. ACCEPTABLE MANUFACTURERS: STRONG, SQUARE 'D', EATON, SIEMENS.

END OF SPECIFICATIONS
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