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5. INSTALL TRACER WIRE ON ALL FEEDER MAIN PIPING. INSTALL ACCESS
PORTS AT ALL HORIZONTAL BENDS AS PER SPECIFICATION SECTION E28.

NOTE: CHAINAGES SHOWN ARE 6. THE EXISTING GROUND ELEVATIONS SHOWN ON THE DRAWINGS ARE BASED
ON LIDAR DATA OBTAINED NOV 2020.
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7. THE ELEVATIONS OF BEDROCK AND TILL SHOWN ON THE DRAWING ARE
APPROXIMATE ONLY AND SHOULD NOT BE INTERPRETED AS EXACT LINES
OF CHANGE IN STRATIGRAPHY. SUBSURFACE CONDITIONS AT THE SITE MAY
DIFFER FROM THE CONDITIONS SHOWN ON THE DRAWING. PLEASE REFER
TO THE GEOTECHNICAL DATA REPORT (GDR) FOR LIMITATIONS OF THE
GEOTECHNICAL INFORMATION OBTAINED FROM BOREHOLE DRILLING AND
GEOPHYSICAL SEISMIC REFRACTION METHOD.

8. CONTRACTOR TO REFERENCE THE GEOTECHNICAL BASELINE REPORT (GBR)
FOR A DESCRIPTION OF THE ANTICIPATED SUBSURFACE CONDITIONS ALONG
THE FEEDER MAIN ALIGNMENT.

FOR CONTINUATION
SEE DWG 0798F—-C0007
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9. INSTALL ALL PIPING TO GRADES SHOWN. ENSURE MINIMUM 2.5m COVER OR
PROVIDE INSULATION AS DIRECTED BY THE CONTRACT ADMINISTRATOR.
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10. CONTRACTOR TO RESTORE SITE TO PRE—CONSTRUCTION CONDITION
FOLLOWING COMPLETION OF CONSTRUCTION.

\ : " QUAIL RIDGE APARTMENTS

CAUTION HYDRO CROSSING}

LIMITS OF TREE CLEARING COMPLETED
AS PART OF TENDER 109-2024

e T

—UG HYDRO PRIMARYL —
L e
G

L —UG HYDRO_PRIMARY: — — e e ii

STURGEON MEADOWS CONDOMINIUMS

1.63

LIMITS OF TEMPORARY CONSTRUCTION
EASEMENT. COORDINATE ACCESS WITH
CONTRACT ADMINISTRATOR

+ 1+900

KGS GROUP IS NOT RESPONSIBLE FOR ANY

CLAIMS, DAMAGES, OR UIABILITY ASSOCIATED

WITH INTERPRETATION OF SUBSURFACE DATA
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