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\ TRACK_MONITORING:
‘ — MONITOR RAIL TRACK IN ACCORDANCE WITH TRACK MONITORING PLAN, SEE
SPECIFICATIONS.
— SETTLEMENT MONITORING THRESHOLDS:
SUB—SURFACE MONITORING POINTS TO BE INSTALLED i
T0 1m ABOVE CASING OBVERT IN ACCORDANCE WITH TRACK MONITORING PLAN SUB—SURFACE MONITORING POINT INSTALLATION DETAIL iﬁll-:TIR??LwﬁRRil\:’NEc\;”TLHRRE%SHH‘:()?_’EQ' >>11c? mm
CPKC GEOTECHNICAL PROTOCAL FIGURE B. SCALE = 1:100 SCALE = NTS — SETTLEMENT MONITORING OF THE-RAIL %TCK SHALL COMMENCE A MINIMUM
OF 2 DAYS PRIOR TO CONSTRUCTION/EXCAVATION TO ESTABLISH BASELINE
COORDINATES AND ELEVATIONS.
— MONITORING POINTS SHOULD BE SURVEYED AT LEAST TWICE PER DAY DURING
THE DURATION OF CONSTRUCTION AND AT LEAST 3 DAYS AFTER THE
COMPLETION OF CONSTRUCTION.
— SURVEY RESULTS SHALL BE SUBMITTED DAILY TO GEOTECHNICAL ENGINEER
AND CPKC FOR REVIEW.
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