
• 8 HPL SIDING SOFFIT - REFER TO SPEC.
• 38X140 P.T. WOOD STRAPPING @ 400 O.C. 
• 64mm STL STUD FRAMING @ 600 O.C.

TYP. SOFFIT CONSTRUCTION:

TRANSITION ROOF A.V.B.
MEMBRANE - SEAL ONTO

PARAPET AS SHOWN

T.O. STEEL DECK

VARIES

WALL SECTION - WEST WALL @ ADDITION
SCALE: 1:10
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WALL SECTIONS

ISSUED FOR CONSTRUCTION
OLD EXHIBITION ARENA
REDEVELOPMENT OF THE

WALL SECTION - EAST WALL @ ADDITION
SCALE: 1:10
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100 RIGID INSUL. ON
DAMP PROOFING - TYP.

F3

150 VOID FORM - REFER TO STRUCT.

SLOPE 2%

D

STEEL BEAMS - REFER 
TO STRUCTURAL

HPL SIDING CEILING ON 38X140 WOOD
STRAPPING @ 400 O.C. AND 64 STL STUD

FRAMING @ 600 O.C. - REFER TO SPEC

1220mm MIN. CLOSED-CELL SPRAY FOAM 
INSULATION AT STEEL BEAM OUTRIGGERS

ARMATHERM PAD AT LARGER STEEL BEAM 
OUTRIGGERS, TYP. REFER TO STRUCT.

STEEL COLUMN - REFER TO STRUCTURAL.
PAINT ALL EXPOSED COLUMNS AS

SCHEDULED.

TRIPLE-PANE ALUMINUM CURTAIN WALL -
REFER TO SPEC. & WINDOW SCHEDULE

265

80

CL

BEAM / COLUMNSCL
VARIES

T.O. GLAZING

VARIES (SEE WINDOW TYPE W6)

HSS GIRT

VARIES (SEE WINDOW TYPE W6)

25
5

CUSTOM PERFORATED MTL VENT STRIP,
WIDTH TO SUIT HPL SIDING, CONTINUOUS

ALONG FULL LENGTH OF SOFFIT. BLACK
FINISH. SECURE TO P.T. WOOD BLOCKING

AS SHOWN.

• 8 HPL SIDING SOFFIT - REFER TO SPEC.
• 38X140 P.T. WOOD STRAPPING @ 400 O.C. 
• 64mm STL STUD FRAMING @ 600 O.C.

TYP. SOFFIT CONSTRUCTION:

1220

 MIN.

T.O. DOOR

102 440

R2
STEEL BEAMS - REFER 
TO STRUCTURAL

STEEL JOIST - REFER TO 
STRUCT.

STEEL BEAM - REFER TO STRUCT.

T.O. STEEL DECK

VARIES

64 STL STUDS @ 400 O.C. - TYP.

A

R2

BEAMCL
92

SUSPENDED ACT CEILING -
REFER TO SPEC.

HSS DECK SUPPORT - REFER 
TO STRUCT.

TRANSITION ROOF A.V.B.
MEMBRANE - SEAL ONTO

PARAPET AS SHOWN

LAP & SEAL ROOF A.V.B.
OVER WALL A.V.B. PROVIDE

BREAK IN WALL SHEATHING.

SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP. PROVIDE 
FLEXIBLE SILICONE TRANSITION 
MEMBRANE AT BREAK IN 
SHEATHING - REFER TO SPEC.

STEEL CHANNEL - REFER
TO STRUCTURAL

U/S FASCIA

103 755

P.T. WOOD BLOCKING CUT
TO SUIT ANGLE OF SOFFIT

PRE-FIN. MTL DRIP
FLASHING - COLOUR TO

MATCH HPL PANELS

LAP & SEAL AIR BARRIER
OVER DRIP FLASHING

TYP. HPL FASCIA BASE DETAIL (ADDITION)

8 GAP

TYP.

8 HPL PANEL W/
CONCEALED FASTENERS &

ALUM RAIL SYSTEM -
REFER TO SPEC.

INSTALL FULL HPL BOARD AT
OUTSIDE EDGE OF CANOPY,

ALIGNED WITH FASCIA.
PROVIDE P.T. WD BLOCKING

ABOVE AS REQ'D.

CARRY ROOFING 
MEMBRANE OVER 
PARAPET - TYP.

22 GA. PRE-FIN MTL 
FLASHING CAP - TYP.

TO MATCH

BRICK PARAPET
T.O. PARAPET

104 700

• 8 HPL PANEL W/  
  CONCEALED FASTENERS 
  & ALUM. RAIL SYSTEM
• SELF ADHESIVE AIR 
   BARRIER MEMBRANE
• 16 EXT GRADE GYPSUM 
   SHEATHING
• 152 STEEL STUDS 
   @ 600 O.C.
• 16 EXT GRADE GYPSUM   
   SHEATHING
• ROOF MEMBRANE

HPL PARAPET 
CONSTRUCTION:

P.T. WD BLOCKING & 13 
P.T. PLYWOOD

P.T. WD BLOCKING & 13 
P.T. PLYWOOD

TYP. HPL PARAPET DETAIL (ADDITION)

24 GA. PRE-FIN MTL
FLASHING CAP - TYP.

50 M
IN

.

T.O. ADDITION FLOOR SLAB

100 000

EXTEND A.V.B. 150mm DOWN FACE OF 
GRADE BEAM

CONT. MORTAR NET (TYP.) 

PRE-FIN. METAL THROUGH 
FLASHING. CUT INSULATION TO 
SUIT. LAP & SEAL TRANSITION A.V.B. 
TO WALL AND FLASHING (TYP.) 

PROVIDE WEEPING HOLES / VENT 
(EVERY SECOND BRICK COURSE, 
TYP.) 

CONT. GALV. STEEL BRICK LEDGE 
ANGLE (TYP.) - REFER TO STRUCT. 

TYP. BRICK WALL BASE DETAIL (ADDITION)

PRE-FIN METAL DRIP FLASHING - PROVIDE
WEEP HOLES FOR DRAINAGE EXT SIDE OF
CURTAIN WALL CAP, TYP. SEAL TRANSITION

A.V.B. STRIP TO FLASHING AS SHOWN.

HSS GIRT TIED BACK TO 
COLUMN - REFER TO STRUCT.
SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP.

24 GA. PRE-FIN. MTL DIAGONAL
FLASHING (CUT INSUL. TO SUIT)

150 WIDE SELF ADHESIVE A.V.B.
MEMBRANE STRIP LAPPED OVER

FLASHING & SEALED TO WALL A.V.B.
MEMBRANE - TYP.

P.T. WD BLOCKING AS REQ'D.

RETURN HPL CEILING 
INTO WINDOW FRAME

CAULK, TYP.

19mm P.T. PLYWOOD AROUND 
WINDOW OPENING (CUT BREAK 
10mm FROM INSIDE FACE OF 
WINDOW)

P.T. WOOD BLOCKING AS REQ'D -
CUT TO SUIT ANGLE OF SOFFIT

TYP. EAST CURTAIN WALL 
HEADER DETAIL (ADDITION)

SEAL A.V.B. INTO ROUGH 
OPENING, TYP.

GALV. MTL PLATE - SUPPORT FOR
TRANSITION A.V.B. MEMBRANE -

EXTEND INTO POCKET OF CURTAIN
WALL AS SHOWN.

FLEXIBLE SILICONE A.V.B. AT BREAK
IN SHEATHING - REFER TO SPEC.

jhjh

SLOPE AWAY FROM BUILDING - REFER
TO FLOOR PLAN

BACK TO BACK GALV. STEEL 
ANGLES WELDED TO EMBEDED 
STEEL PLATE - REFER TO STRUCT.

CONT. 38mm x 89mm P.T. WOOD
NAILER C/W 13mm P.T. PLYWOOD

STEEL ANGLE - REFER TO STRUCT.

50

WALK-OFF CARPET TILE RECESSED 
INTO CONCRETE SLAB - REFER TO 
SPEC. (CPT-2) & STRUCT.

TYP. EAST CURTAIN WALL DETAIL
BASE OF ENTRANCE DOOR (ADDITION)

50mm RIGID THERMAL BREAK - TYP. 
WHERE CURTAIN WALL EXTENDS TO 
MAIN FLOOR

DOOR THRESHOLD TO EXTEND FLUSH W/
EXTERIOR INSULATION. ANCHOR TO

CONCRETE FLOOR. CAULK THRESHOLD ENDS
AND FULL LENGTH OF LEGS. INSTALL

SEALANT TAPE GASKET BELOW THRESHOLD -
REFER TO SPEC.

PROVIDE BREAK IN ROOF SHEATHING
FOR A.V.B. TIE-IN. LAP & SEAL ROOF

A.V.B. OVER WALL A.V.B.

DISCONTINUE ROOF DECK FOR
VAPOUR BARRIER CONTINUITY.

PROVIDE STEEL SUPPORT ANGLES
ON EITHER SIDE OF OPENING.

REFER TO STRUCT.

24 GA. GALV. MTL FLASHING WITH 'V' 
GROOVE TO ACCOMMODATE 
DEFLECTION - ALIGN 'V' GROOVE 
ABOVE STRUCTURAL FRAMING. 
SEAL LOWER LEADING EDGE OF 
FLASHING W/ FLEXIBLE SILICONE 
A.V.B. AT BREAK IN WALL 
SHEATHING.
SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP.

EAST CANOPY 
V.B. TIE-IN DETAIL (ADDITION)

T.O. PARAPET

104 700

BRICK PARAPET 
CONSTRUCTION:

CARRY ROOFING
MEMBRANE OVER

PARAPET - TYP.

22 GA. PRE-FIN MTL
FLASHING CAP - TYP.

• 92 BRICK
• 25 AIR SPACE
• 100 SEMI-RIGID INSULATION W/    
   ADJUSTABLE BRICK TIES / INSUL. CLIPS
• SELF ADHESIVE AIR BARRIER MEMBRANE
• 16 EXT GRADE GYPSUM SHEATHING
• 92 STL STUDS @ 400 O.C.
   W/ 89 MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• ROOFING MEMBRANE 

±117 P.T. WD BLOCKING TO SUIT

13 P.T. PLYWOOD

13 P.T. PLYWOOD

TYP. BRICK PARAPET DETAIL (ADDITION)

WRAP ROOF MEMBRANES 
OVER T.O. PARAPET AND 
UNDER PARAPET BLOCKING 
AS SHOWN

24 GA. PRE-FIN MTL FLASHING CAP - TYP.

50 M
IN

.

T.O. WINDOW SILL

100 737

WRAP  A.V.B. MEMBRANE INTO OPENING

CAULK AT PERIMETER OF 
WINDOW (TYP.). PROVIDE 
WEEP SLOTS IN SILL 
SEALANT FOR DRAINAGE OF 
CAVITY BETWEEN WINDOW 
FRAME AND ROUGH 
OPENING.

PRE-FIN METAL SILL FLASHING

19mm P.T. PLYWOOD AROUND
WINDOW OPENING (CUT BREAK

10mm FROM INSIDE FACE OF
WINDOW)

PRE-FIN MTL JAMB FLASHING

16 GWB INSET 10mm UNDER
WINDOW FRAME

NEW TRIPLE-PANE ALUMINUM 
PUNCHED WINDOW - REFER TO 
SPEC & WINDOW SCHEDULE

P.T. WOOD BLOCKING AS
REQ'D

TYP. PUNCHED WINDOW SILL DETAIL (ADDITION)

P.T. WOOD BLOCKING - FASTEN 
SILL FLASHING TO BLOCKING. 
WRAP A.V.B. OVER BLOCKING.

TRANSITION A.V.B. MEMBRANE SEALED TO
T.O. SILL FLASHING AND ROUGH OPENING

150 WIDE SELF ADHESIVE A.V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL A.V.B. 
MEMBRANE - TYP.

24 GA. PRE-FIN. MTL DIAGONAL 
FLASHING (CUT INSUL. TO SUIT)

BRICK SUPPORT ANGLE - REFER 
TO STRUCT. PROVIDE P.T. SHIMS 
BELOW ANGLE FOR DRAINAGE 
SPACE ABOVE FLASHING.

16 GWB INSET 10mm
UNDER WINDOW FRAME

- TYP.T.O. WINDOW HEAD

102 747

PRE-FIN. MTL FLASHING - 
PROVIDE WEEP SLOTS 
BELOW ANGLE FOR 
DRAINAGE. LAP & SEAL 
TRANSITION A.V.B. OVER 
FLASHING.

CAULK - TYP. FULL 
PERIMETER OF WINDOW

CAULK, TYP. FULL PERIMETER
OF WINDOW FRAME

P.T. WOOD BLOCKING AS
REQ'D

WRAP A.V.B. INTO
OPENING - FULL

PERIMETER

TYP. PUNCHED WINDOW HEAD DETAIL (ADDITION)

19 P.T. PLYWOOD AT
WINDOW OPENING, TYP.

SLOPE AWAY FROM BUILDING - REFER
TO FLOOR PLAN

100 GALV. J-BAR, TYP.

TYP. EAST CURTAIN WALL DETAIL
BASE OF WINDOW (ADDITION)

PRE-FIN METAL SILL FLASHING W/ DRIP
EDGE. PROVIDE WEEP SLOTS IN SILL

SEALANT, TYP.

13mm P.T. PLYWOOD SHIM

CAULK, TYP.

EXTEND A.V.B. 150mm DOWN 
FACE OF GRADE BEAM

GALV. PLATE EXTENDED INTO 
CURTAIN WALL POCKET. SEAL A.V.B. 
TO GALV. PLATE.

P.T. ANTI-ROTATION BLOCKING AT
CURTAIN WALL, TYP.

CONCRETE SIDEWALK - REFER TO
LANDSCAPE & CIVIL

E7
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