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PLAN DETAILS

ISSUED FOR CONSTRUCTION
OLD EXHIBITION ARENA
REDEVELOPMENT OF THE

E4

18

MOD BIT 
ROOFING BELOW 
(ROOF TYPE R2)

SLOPE

SLOPE

E

100 GALV. J-BAR, TYP.

• 8 HPL PANEL W/ CONCEALED   
   FASTENERS & ALUM. RAIL SYSTEM
• SELF ADHESIVE AIR BARRIER
• 16 EXT GRADE GYPSUM SHEATHING
• 152 STEEL STUDS @ 600 O.C.
   W/ MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• ROOF MEMBRANE

HPL PARAPET 
CONSTRUCTION:

• FINISH - REFER TO SCHED.
• 16 ABUSE RESISTANT GWB
• 203 STL STUD WALL @ 400 O.C.
• 16mm EXT. GWB SHEATHING
• SELF ADHERED A.V.B. MEMBRANE
• 92mm STEEL STUDS @ 400 O.C.
  W/ MINERAL FIBRE BATT INSULATION
• 16mm EXT. GWB SHEATHING
• 2-PLY MOD BIT. ROOF MEMBRANE

WALL CONSTRUCTION:

PRE-FIN. MTL CLOSURE
TRIM - COLOUR TO MATCH

SIDING

SYSTEM CLOSURE BY
HPL SUPPLIER

(BLACK FINISH)

18X

±9
2

±890

SITE VERIFY

±1
13

PLAN DETAIL - EAST ADDITION ROOF @ ARENA
SCALE: 1:10

4
A7.3

R1

PRE-FIN. MTL. VALLEY FLASHING OVER 
SLOPED METAL ROOF. INSTALL SEALANT AT 
JOINT - TYP.

LAP & SEAL AIR BARRIER & FLASHING
AROUND CORNER OF PARAPET, TYP.

CUT BRICKS TO SUIT PARAPET 
FRAMING, TYP.

PARAPET CONSTRUCTION:

22 GA. PRE-FIN MTL GUTTER 
(152mm x 152mm) - REFER 
TO SPEC.

SLOPED ARENA ROOF
ASSEMBLY (R1) CUT

HORIZONTALLY - SHOWN
SHADEDWRAP FLASHING & LAP/SEAL AIR 

BARRIER AROUND PARAPET 
CORNER.

LAP & SEAL ROOF MEMBRANES TO
PARAPET. ROOF MEMBRANES CONTINUE

BELOW SLOPED METAL ROOFING (SHOWN
DASHED BELOW MTL ROOF)

• ROOFING MEMBRANE 
• 13 EXT GRADE GYPSUM SHEATHING
• 92 STL STUDS @ 400 O.C. W/ 89 MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• 152 STL STUDS @ 400 O.C. W/ 150 MINERAL FIBRE BATT INSUL.
• ±38x89 HORIZ. P.T. WOOD STRAPPING W/ 38 MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• SELF ADHESIVE A.V.B. MEMBRANE
• PRE-FIN. MTL. FLASHING - COLOUR TO MATCH BRICK

P.T. HORIZONTAL WD BLOCKING W/
MINERAL FIBRE BATT INSUL.

O.F. OF ADDITION STEEL DECKING -
SECURE ADDITION PARAPET STUDS

TO STEEL DECK

SECURE PARAPET STUDS TO EXIST.
ARENA WOOD DECK

ROOF MEMBRANES SHOWN SHADED
- WRAP MEMBRANES OVER ADDITION

PARAPET FRAMING AND OVER
PARAPET FRAMING AT ARENA, TYP.

TOP OF ARENA SHEATHING 
(SHOWN DASHED)

152 STL STUDS @ 400 O.C. W/
MINERAL FIBRE BATT INSULATION

GABLE FLASHING
AT EDGE OF

ARENA ROOF

SLOPE MOD BIT ROOFING BELOW
(ROOF TYPE R2)

SLOPE

C

SLOPE ±2:12

18

4
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2
A6.9

±2
05

18X

±1
13

DEMOLISH PORTION OF EXISTING ARENA WOOD ROOF 
DECK AS REQ'D TO SUIT NEW ADDITION STRUCTURE. 
REFER TO DEMOLITION PLANS.

CLOSED CELL SPRAY FOAM INSUL. - TYP.

TYP. SOFFIT CONSTRUCTION (ARENA)

C

22 GA. PRE-FIN MTL GUTTER, 
152mm x 152mm (ABOVE, SHOWN 
DASHED)

HSS COLUMN (BELOW, SHOWN
DASHED) - REFER TO STRUCT.

100 GALV. J-BAR, TYP.

J-TRIM, COLOUR TO MATCH 
FASCIA

P.T. WOOD BLOCKING CUT TO 
SUIT ANGLE OF FASCIA

LAP & SEAL ADDITION WALL
A.V.B. TO ARENA A.V.B.

WOOD BLOCKING AS REQ'D
(BELOW, SHOWN DASHED)

HSS COLUMN & STEEL BEAM (BELOW, SHOWN 
DASHED) - REFER TO STRUCT.

E13
SIM.

PAINT BULKHEAD AS
SCHEDULED

18

MOD BIT ROOFING BELOW
(ROOF TYPE R2)

SLOPE

C

92

18X

±9
2

±2
05

±6
4 ±1

13

PLAN DETAIL - NORTH ADDITION PARAPET @ ARENA - THRU SOFFIT
SCALE: 1:10

3
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PLAN DETAIL - NORTH ADDITION PARAPET @ ARENA - ABOVE SOFFIT
SCALE: 1:10

2
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22 GA. PRE-FIN MTL GUTTER (152mm x 
152mm) - REFER TO SPEC.

PRE-FIN. MTL. FLASHING WHERE PARAPET 
EXTENDS OVER SLOPED METAL ROOF - 
INSTALL SEALANT AT JOINT - TYP.

24 GA. PRE-FIN MTL FLASHING CAP - TYP.

PRE-FIN. MTL. VALLEY
FLASHING WHERE PARAPET

EXTENDS OVER SLOPED
METAL ROOF - INSTALL

SEALANT AT JOINT - TYP.

GABLE FLASHING
AT EDGE OF

ARENA ROOF

22 GA. PRE-FIN MTL FLASHING CAP - TYP.

SLOPE

MOD BIT ROOFING BELOW 
(ROOF TYPE R2)

C

SLOPE ±2:12
STANDING SEAM METAL 
ROOFING BELOW (ROOF 
TYPE R1)

18X

18

±1
13

SLOPE

SLOPE

SLOPE

SLOPE SLOPE SLOPE

PLAN DETAIL - NORTH ADDITION @ ARENA - ABOVE PARAPET
SCALE: 1:10
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E1

2

NEW MOD BIT ROOFING BELOW
(SHOWN SHADED)

SLOPE

• FINISH - REFER TO FINISH SCHEDULE
• EXIST. CONC BLOCK WALL
• SELF ADHERED A.V.B. MEMBRANE
• 92mm STEEL STUDS @ 400 O.C.
   W/ 89 MINERAL FIBRE BATT INSULATION
• 16mm EXT. GWB SHEATING
• 2-PLY MOD BIT. ROOF MEMBRANE

WALL CONSTRUCTION:

SLOPE

EXISTING 
CANT STRIP

15
0

M
IN

.

NEW 38x140 P.T. WOOD 
STUDS AS REQ'D

LAP & SEAL AIR BARRIER OVER 
EXISTING MINIMUM 150mm. INSTALL 
NEW STUCCO AS REQ'D FOR 
INSTALLATION OF NEW AIR BARRIER

INSTALL NEW STUCCO, AIR BARRIER, 
PLYWOOD, & WOOD STUDS AT 
PARAPET AS REQ'D FOR 
INSTALLATION OF ADJACENT E1 
WALL ASSEMBLY

EXISTING ROOFING MEMBRANE

PLAN DETAIL - NORTH ARENA ROOF @ GARAGE PARAPET
SCALE: 1:10
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E4

F

18X

100 GALV. J-BAR, TYP.

NEW 38x89 P.T. WOOD FRAMING

NEW PAINTED MINERAL FIBER
REINFORCED CEMINTITOUS PANEL

SURROUND AT EXTERIOR COLUMNS -
REFER TO SPEC

EXISTING CONC. PILASTER 
BELOW (SHOWN DASHED)

PRE FIN. MTL TRIM CLOSURE 
- COLOUR TO MATCH SIDING

19x64 P.T. WOOD FURRING STRIPS

100x150x4.7 STEEL TUBE RWL, MIN.
2440mm HIGH, C/W WELDED JOINT AT

LOWER ANGLE & (3) WELDED STEEL
STRAPS PER TUBE. EXPOSED EDGES

TO BE ROUNDED FOR SAFETY.
PREFINISHED RAINWATER LEADER TO

EXTEND UP TO ROOF.

TYP. FASCIA 
CONSTRUCTION (ARENA)

CLOSED CELL SPRAY FOAM 
INSUL. - TYP.

22 GA. PRE-FIN MTL
GUTTER, 152mm x 152mm

(ABOVE, SHOWN DASHED)

J-TRIM, COLOUR TO
MATCH FASCIA - TYP.

P.T. WOOD BLOCKING CUT TO
SUIT ANGLE OF FASCIA

±9
2

CL
OF PILASTER / 
COLUMN SURROUND

18

±1
13

PLAN DETAIL - SOUTHEAST CORNER OF ARENA - SOFFIT LEVEL
SCALE: 1:10
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MOD BIT 
ROOFING BELOW 
(ROOF TYPE R2)

SLOPE

• 8 HPL PANEL W/ CONCEALED   
   FASTENERS & ALUM. RAIL SYSTEM
• SELF ADHESIVE AIR BARRIER
• 16 EXT GRADE GYPSUM SHEATHING
• 152 STEEL STUDS @ 600 O.C.
   W/ MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• ROOF MEMBRANE

HPL PARAPET 
CONSTRUCTION:

JOINT CLOSURE / CLIP ANCHOR (BY
HPL SUPPLIER, BLACK FINISH)

10 R
EV

EA
L

PLAN DETAIL - EAST ADDITION ROOF @ REVEAL
SCALE: 1:10
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MOD BIT 
ROOFING BELOW 
(ROOF TYPE R2)

SLOPE

3mm POWDER-COATED BENT STEEL
PLATE FASTENED TO WOOD

BLOCKING. COLOUR TO MATCH
BRICK. ENSURE NO SHARP EDGES

ARE PRESENT.

10 R
EV

EA
L

SLOPE

21

ANGLE & O.F. OF HPL TO ALIGN
WITH ANGLE & O.F. OF HPL

BELOW. REFER TO DETAILS.

BRICK PARAPET CONSTRUCTION:

• 92 BRICK
• 25 AIR SPACE
• 100 SEMI-RIGID INSULATION W/    
   ADJUSTABLE BRICK TIES / INSUL. CLIPS
• SELF ADHESIVE AIR BARRIER MEMBRANE
• 16 EXT GRADE GYPSUM SHEATHING
• 92 STL STUDS @ 400 O.C.
   W/ 89 MINERAL FIBRE BATT INSUL.
• 16 EXT GRADE GYPSUM SHEATHING
• ROOFING MEMBRANE 

PLAN DETAIL - SOUTH EAST ADDITION ROOF
SCALE: 1:10

8
A7.3
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