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PEMBINA HIGHWAY SB BRIDGE

DESIGN DATA

GENERAL

THESE DRAWINGS SHALL BE READ IN CONJUNCTION WITH THE CONTRACT SPECIFICATIONS.

THE GEOMETRY, LAYOUT, AND ANY DETAILS DEPICTING THE EXISTING STRUCTURE ARE
BASED ON EXISTING DRAWINGS AND LIMITED FIELD SURVEY DATA. THE CONTRACTOR SHALL
REFER TO THE 1998 RECORD DRAWINGS FOR ADDITIONAL INFORMATION. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO FIELD VERIFY ALL NECESSARY DIMENSIONS SUCH
THAT THE WORK CAN BE CONSTRUCTED AS SHOWN ON THESE DRAWINGS. THE
CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR PRIOR
TO CONSTRUCTION.

SCALES SHOWN ON THESE DRAWINGS ARE CORRECT FOR A1 SIZED DRAWING SHEETS. DO
NOT DETERMINE DIMENSIONS BY SCALING OFF DRAWINGS.

PROPOSED SCOPE OF WORK

S Z2O0ONOORGUNS

DU A LN

IMPLEMENT TRAFFIC CONTROL PLAN FOR ASSOCIATED STAGE (REFER TO STAGING AND TRAFFIC CONTROL SHEETS).

REMOVE EXISTING NON—SKID POLYMER WEARING SURFACE.

SCARIFY BRIDGE DECK.

PARTIAL DEPTH CONCRETE REMOVALS ON DECK AND APPROACH SLABS.

REPAIR OF DELAMINATIONS AS REQUIRED.

NEW HPC CONCRETE (BRIDGE DECK HEADERS).

NEW HOT POURED RUBBERIZED WATERPROOFING SYSTEM C/W PROTECTION BOARD AND ASPHALT OVERLAY.

NEW CONCRETE ON APPROACH SLABS.
REPLACE DAMAGED SEALS AND COMPLETE PARTIAL DEPTH DELAMINATION REPAIRS ON TRAFFIC BARRIERS.

. STRIP SEAL REPLACEMENT WITH STEEL ARMOURING REPAIRS.

REMOVE CONCRETE SLOPE PAVING BESIDE WING WALLS (4 LOCATIONS) AND REPLACE WITH SLOPED GRASSED
AREAS.

MODIFY PLANTER DRAINAGE AND PROVIDE NEW BLADDER AND SOIL.

MODIFY EXPANSION JOINTS AT CONCRETE PLANTERS AND REPLACE BENT COVER PLATES WITH NEW.

. FULL DEPTH PATCHING AND CRACK CLEANING/SEALING ON ROADWAY SLABS NORTH OF THE BRIDGE.
. SIDEWALK, CURB, MEDIAN SLAB RENEWALS NORTH OF THE BRIDGE.
. ASPHALT MILLING AND PAVING NORTH OF THE BRIDGE.
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PEMBINA HWY BRIDGES OVER LA SALLE RIVER

1:350

MATERIAL NOTES

CONCRETE:

CONCRETE SHALL CONFORM TO THE LATEST EDITION OF CAN/CSA A23.1/A23.2 AND
SHALL MEET THE FOLLOWING:

CONCRETE(  EXPOSURE cown?:g@slﬁve Agé’é'é‘c‘i\“#e COQ!I%NT SPECIAL
TYPE CLASS REQUIREMENTS
STRENGTH SIZE CATEGORY
50 MPg @ SYNTHETIC FIBRES
1 C—xL 56 DAYS 10 mm 1 Ri = 0.15
35 MPg @ SYNTHETIC FIBRES
2 C-1 28 DAYS 20 mm 1 Ri = 0.15
3 TYPE 1, 3 OR | 35 MPa @ 20 1 CURBS AND
4 PER CW3310 | 28 DAYS ROAD SLABS
TYPE 5 PER | 30 MPa @
4 T RO 20 mm 1 SIDEWALKS

TYPE 1: CONCRETE FOR BRIDGE DECK SHEAR KEYS AND HEADERS.

TYPE 2: CONCRETE FOR DECK DELAMINATIONS, BARRIER REPAIRS, SLAB ON GRADE
APPROACH SLABS.

ALL EXPOSED EDGES OF CONCRETE TO BE CHAMFERED SHALL BE 20 mm UNLESS
NOTED OTHERWISE.

LEGEND
REINFORCING STEEL: [ ] ASPHALT OVERLAY ON BRIDGE DECK
— REINFORCING STEEL SHALL BE LOW—CARBON CHROMIUM. REINFORCEMENT SHALL [ ] HPC HEADER (PARTIAL DEPTH REPAIR)
CONFORM TO THE REQUIREMENTS OF ASTM A1035 CS GRADE 100 LOW—CARBON
CHROMIUM STEEL. AN ACCEPTABLE PRODUCT WOULD BE 9100 OR OTHER EQUIVALENT AS |:| APPROACH SLAB (PARTIAL DEPTH REPAIR)
APPROVED BY THE CONTRACT ADMINSTRATOR.
[ ] ROADWAY SLAB, SIDEWALK AND CURB REPAIRS
— CONCRETE REMOVAL THAT REQUIRES REMOVAL OF DETERIORATED REINFORCING SHALL BE
REVIEWED AND APPROVED BY THE CONTRACT ADMINISTRATOR. |:| PLANTER DRAINAGE MODIFICATIONS
— FOR REPAIRING REINFORCING BARS WITH EXCESSIVE SECTION LOSS, LAP LENGTH SHALL |:| PLANTER FILLED WITH GROUTED RIPRAP
BE 35 TIMES THE BAR DIAMETER ON EITHER SIDE OF THE DAMAGE.
[ ] ABUTMENT SLOPE PAVING MODIFICATIONS

ASPHALT:

— ASPHALT MIX SHALL BE MS1 MIX. SEE SPECIFICATIONS APPENDIX A — SPECIAL
PROVISIONS — ASPHALT PAVEMENT WORKS.

MISCELLANEOUS METAL:

— ALL MISCELLANEOUS METAL SHALL CONFORM TO CAN/CSA G40.21M—13 GRADE 300W OR
AN APPROVED EQUIVALENT.

— ALL GALVANIZING SHALL MEET ASTM A123/A123M.

— ZINC METALIZING SHALL BE 180 MICRONS THICK AND IN ACCORDANCE WITH ASTM A780
METHOD 3.

— ALL WELDING SHALL CONFORM TO AWS D1.5.

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

ELEV. 233.291m

B.M. ZONE88 BM12 (west side Pembina Hwy, concrete foundation
" of No. 3525/3527 Pembina Hwy building, southeast corner)

ENGINEER’S SEAL

@ THE CITY OF WINNIPEG

Stantec

~ N PUBLIC WORKS DEPARTMENT

500-311 Portage Ave, Winnipeg MB Canada
www.stantec.com

Winnipeg ENGINEERING DIVISION

0 | ISSUED FOR TENDER 2024.05.09

JMB.

NO. | REVISIONS DATE

BY

DESIGNED CHECKED SHEET OF

= R E IR0, PEMBINA HWY BRIDGE DECK A

BﬁAWN J.MB. Qf;PROVED JRD. REHABILITATION OVER LA SALLE RIVER [ao riie orawine numeer
33920g-002.dwg

HOR. SCALE: 1350 gg@%’cﬁgs KEY PLAN & SCOPE OF WORK ————

VERTICAL: N/A : CONSULTANT DRAWING NO.

— — G-002 B224-24-02




	Sheets and Views
	2 Key Plan & Scope of Work


		2024-05-09T12:30:37-0500
	Justin Robert Dahl


		2024-05-09T12:31:21-0500
	Justin Robert Dahl




