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NOTES:
1. FOR DECK REPAIR

N

DETAILS REFER TO SHEET 9.

2. FOR TRAFFIC BARRIER REPAIR DETAILS REFER TO SHEET 11.

5. FOR APPROACH SLAB REPAIR DETAILS REFER TO SHEET 9.
4. FOR PLANTER MODIFICATION REFER TO SHEET 10.

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

B.M.

ELEV. 233.291m

ZONE88 BM12 (west side Pembina Hwy, concrete foundation
of No. 3525/3527 Pembina Hwy building, southeast corner)

Stantec

NOTES:

500-311 Portage Ave, Winnipeg MB Canada
www.stantec.com

—_

BRIDGE DECK SCARIFICATION DEPTH TO BE 10mm.

ENGINEER'S SEAL

0,
.

Winnipeg ENGINEERING DIVISION

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

PEMBINA HWY BRIDGE DECK
REHABILITATION OVER LA SALLE RIVER

SOUTHBOUND PEMBINA HWY BRIDGE

2. BRIDGE DECK REINFORCED WITH STEEL FIBERS. CONTRACTOR IS RESPONSIBLE FOR USING PROPER EQUIPMENT TO COMPLETE SCARIFICATION. Do oIGNED TDM. SOECKED JRD.
3. CONTRACT ADMINISTRATOR WILL CONFIRM SCARIFICATION TARGETS WERE ACHIEVED FOLLOWING CONTRACTOR COMPLETION OF SCARIFICATION. e T PROVED s
4. AFTER COMPLETION OF SCARIFICATION, CONTRACT ADMINISTRATOR WILL LAY OUT LOCATION OF CONCRETE DELAMINATION FOR CONTRACTOR TO REPAIR. BY BY
5. PRIOR TO ASPHALTING, CONTRACT ADMINISTRATOR WILL PROVIDE GRADES FOR ASPHALT PAVING. HOR. SCALE: 1:50 RELEASED FOR
6. ASPHALT THICKNESS MAY VARY. T ————— verTcAL CONSTRUCTION:
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