
1.97%

0.59%2+085.354
232.889

2+093.338
233.046

2+107.269
233.129

2+083.612
232.811

2+091.612
232.937

2+107.878
233.035

1.57%

0.60%

PROPOSED WEST MEDIAN GUTTER

PROPOSED CENTERLINE

EXISTING GROUND
AT CENTERLINE

EXISTING WEST MEDIAN GUTTER

EXP JOINT

HPC
HEADER

(5000)
TRANSITION

(3000)

APPROACH
SLAB

APPROACH SLAB

EXP JOINT HPC
HEADER

(5000)

TRANSITION
(3000)

232.2

232.4

232.6

232.8

233.0

233.2

233.4

232.2

232.4

232.6

232.8

233.0

233.2

233.4

PROPOSED EAST GUTTER
EXISTING GROUND
AT CENTERLINE

PROPOSED CENTERLINE

1.57%

0.60%

2+083.612
232.811

2+091.612
232.937

2+107.878
233.035

1.51%

0.52%

2+081.752
232.729

2+089.752
232.849

2+107.730
232.942

EXISTING EAST GUTTER

APPROACH SLAB

EXP JOINT

HPC
HEADER

(5000)
TRANSITION

(3000)

EXP JOINT HPC
HEADER

(5000)

TRANSITION
(3000)

APPROACH SLAB

232.2

232.4

232.6

232.8

233.0

233.2

233.4

232.2

232.4

232.6

232.8

233.0

233.2

233.4

PEMBINA HIGHWAY BRIDGES
NB OVER LA SALLE RIVER

2+000

2+050
2+100

32.889 33.046 33.129

32.811 32.937 33.035

32.729 32.849 32.942

-1
.8

%MATCH GRADE
-1

.6
%

229.0
2+000 2+050 2+100

WEST MEDIAN GUTTER

EAST GUTTER

PROPOSEDEXISTING LEGEND-PLAN EXISTING

TRAFFIC SIGNAL

LEGEND-PLAN PROPOSED

SURVEY BAR

ASPHALT
CONCRETESTREET LIGHT

HYDRO POLE

MANHOLE

HYDRANT
VALVE

SIDEWALK

BACK OF CURB
ASPHALT MILL & FILL

C PROFILE
NORTH OR WEST GUTTER
SOUTH OR EAST GUTTER
NORTH MEDIAN GUTTER
SOUTH MEDIAN GUTTER

EXISTING LEGEND-PROFILE PROPOSED

Winnipegwww.stantec.com
500-311 Portage Ave, Winnipeg MB Canada

V:
\1

13
7\

ac
tiv

e\
11

37
33

92
0\

03
00

_d
ra

w
in

g\
03

02
_s

he
et

_f
ile

s\
02

_c
iv

il\
33

92
0c

-2
03

-n
b.

dw
g

20
24

/0
5/

09
 1

1:
38

 A
M

 B
y:

 W
al

dv
og

el
, K

ai
tly

nd

PEMBINA HWY BRIDGE DECK
REHABILITATION OVER LA SALLE RIVER
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ISSUED FOR TENDER 2024.05.090 J.M.B.

NORTHBOUND PEMBINA HWY
STA 2+000 TO STA 2+120
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NOTES:
1. ASPHALT SHALL BE 80mm DEPTH AVERAGE.
2. THE CONTRACTOR SHALL MATCH EXISTING CURB RENEWAL TYPE AS DIRECTED BY THE CONTRACT

ADMINISTRATOR.
3. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY LOCATES.
4. THE CONTRACTOR SHALL PROTECT ALL GEODETIC MONUMENTS WITH THE PROJECT LIMITS. IF MONUMENTS

CANNOT BE AVOIDED THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE CITY OF WINNIPEG GEOMATICS
AND LAND INFORMATION SERVICES BRANCH PRIOR TO ANY REMOVAL OR ADJUSTMENT TO THE PROPERTY
BAR. DOCUMENTATION SHALL BE SUBMITTED TO THE CONTRACT ADMINISTRATOR PRIOR TO STARTING THE
WORK.

5. EXACT LIMITS OF FULL DEPTH AND PARTIAL DEPTH CONCRETE REPAIRS SHALL BE CONFIRMED IN
COORDINATION WITH THE CONTRACT ADMINISTRATOR.

6. CONTRACTOR TO VERIFY ALL PROFILES BEFORE COMMENCEMENT AND TO NOTIFY THE CONTRACT
ADMINISTRATOR OF ANY DISCREPANCIES.
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